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This report is one of a series of publications by the United States Geological 
Survey on the Appalachian coal, oil, and gas fields. The area described occupies 
227 square miles in Allegheny, Butler, and Westmoreland Counties, in western 
Pennsylvania, immediately north of Pittsburgh. 

The outeropping rocks consist of 700 feet of beds of Pennsylvanian age, which 
include the upper part of the Allegheny formation, the overlying Conemaugh 
formation, and a few feet of the Monongahela formation. The area is situated 
in the north-central part of a synclinorium—the Pittsburgh-Huntington Basin— 
whose axis passes through the New Kensington quadrangle. The strata are 
gently folded, the steepest dips being less than 200 feet to a mile, and over con- 
siderable areas the dip is less than 20 feet to a mile. Structure contours show 
the deformation of the rocks, 

The principal coal bed is the Upper Freeport, at the top of the Allegheny 
formation, which varies considerably in thickness. Locally it is about 10 feet 
thick, and it averages more than 7 feet in a large area where it is known as the 
thick Upper Freeport bed. In places, however, this coalis absent. Coal has been 
commercially mined in this area since 1830, and intensive development dates 
from about 1900. During the last year of the World War the coal mines of this 
quadrangle produced more than 4,000,000 tons. It is estimated that 800,000,000 
tons of the Upper Freeport coal remains unmined in this area. 

The New Kensington quadrangle lies in the east-central part of the northern 
Appalachian oil and gas region and was actively drilled between 1875 and 1900, 
when the main producing areas were discovered and the maximum output ob- 
tained. For many years the yield of oil and gas has been very little, the average 
daily output of oil per well being only a fraction of a barrel, but from time to time 
small productive areas that were missed in previous drilling are discovered. This 
stimulates the sporadie drilling that goes on year after year. 

Oil and gas are obtained from a group of lenticular beds of sand, interstratified 
with shale, of lower Carboniferous and Upper Devonian age. These sands lie 
between 1,200 and 2,600 feet below the Upper Freeport coal, but most of the out- 
put comes from beds that occupy an interval of 500 to 600 feet in the upper part 
of the productive zone. 

The individual beds are variable, and none of the sands maintain a uniform 
thickness over a large area, the beds thickening and thinning and locally merging 
with shale. The sandstones attain a maximum thickness of about 100 feet 
and the pay streaks of 20 feet, but from 3 to 5 feet is common. Water occurs 
in the upper sands down to about 1,600 feet below the Upper Freeport coal, 
below which the sands in general yield little or no water. 

The production of oil and gas is characteristically spotted, and good wells 
adjacent to poor wells or dry holes are common. Oil and gas occur in the more 
porous parts of the beds, and some of the most productive areas occur along the 
feather edge of lenses of sandstone. 

Notwithstanding the importance of lithology in determining the location of 
` productive areas, in this as in other regions there is a pronounced relation between 
the occurrence of oil and gas and the structure of the rocks. Gas is commonly 
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f ound on the crests of anticlines or on structurally high parts of lentieular sands. 
Water occupies the structurally low parts of the beds, and oil occurs in an inter- 
mediate position between the gas and water if all three are present. Where water 
is absent oil may be found on the lower flanks of folds or along the axes of synclines. 

The sands down to and including the Fifth have been rather thoroughly tested, 
and it may be expected that future production from these upper sands by the 
methods now in use will continue to show the decline that has been in progress 
for many years. In the future as in the past, however, because of the spotted 
oceurrence of oil and gas in lenticular sands of variable porosity, there may be 
occasionally discoveries of small productive areas in the upper sands. A greater 
inerease in the rate of production that may be obtained from the depleted upper 
sands is likely to result from improved methods of recovery, which are proving 
effective in other fields. 

The sands below the Fifth that are productive in other areas constitute & 
potential reserve The Speechley sand, lying 800 to 900 feet below the Fifth 
and 2,500 to 2,600 feet below the Upper Freeport coal, and the so-called Bradford 
sand, about 600 feet deeper, are being tested. "The deeper-lying sands that yield 
oil or gas at one place or another in the Appalachian region are also possible 
sources of production in this area. The Oriskany is estimated to lie about 6,000 
feet below the Upper Freeport coal, the Tuscarora some 2,000 feet deeper, and 
the Trenton limestone probably lies between 10,000 and 11,000 feet below 
the Upper Freeport coal in the New Kensington quadrangle. 
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The New Kensington quadrangle, bounded by parallels 40° 30’ 
and 40° 45’ and meridians 79° 45’ and 80°, includes an area of 227 
square miles in Allegheny, Butler, and Westmoreland Counties, in 
western Pennsylvania. (Seefig.1.) This area lies immediately north 
of the city of Pittsburgh, and the coal, oil, and gas resources of the 
quadrangle have been actively developed for many years. 

This bulletin is one of a series of publications by the United States 
Geological Survey on the Appalachian coal, oil, and gas fields con- 
tained in 15-minute quadrangles—areas embracing a quarter of a 
“square degree” of the earth’s surface—of which topographie maps 
on a scale of about a mile to the inch (1:62,500), with a contour 
interval of 20 feet, are available. 

Field work on which the present report is based was begun in 1917, 
but its completion was delayed by the assignment of the writer to 
other duties. Efficient assistance was rendered in the field by 
W. A. Copeland, L. A. Faustino, and L. C. Fenstermacher and both 
in the field and office by K. K. Kimball. Mr. Kimball is responsible 
for the accurate determination of many hundred altitudes of key 
horizons and of oil and gas wells used as a basis in determining struc- 
ture. The officials of practically all the coal, oil, and gas com- 
panies operating in the quadrangle courteously cooperated by furnish- 
ing mine maps, records of diamond-dril holes sunk in prospecting 
for coal, and records of oil and gas wells. Most of the records of dia- 
mond-drill holes, however, were furnished with the understanding 
that the locations should not be published. The cost of part of the 
field work was paid by the Topographic and Geologic Survey of 
Pennsylvania. 

The New Kensington quadrangle is part of a large area that was 
described in two reports of the Second Geological Survey of Penn- 
sylvania more than 50 years ago—Report Q, on the Beaver River dis- 
trict, by I. C. White, published in 1878, and Report K?, on the Fayette 
and Westmoreland district, by J. J. Stevenson, published in 1877. 
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Though the authors of these excellent reports were handicapped by 
the lack of adequate base maps the many detailed stratigraphie 
sections that they give were of much assistance in the course of the 


recent survey. 
GENERAL TOPOGRAPHIC AND GEOLOGIC RELATIONS 


In its topographic and geologic relations this quadrangle forms a 
part of the Appalachian Highlands, which extend from the Atlantic 
Coastal Plain to the Central Lowland and from Alabama northeast- 
ward into Canada. (See fig. 2.) In Pennsylvania, Maryland, and 
West Virginia the Appalachian Highlands are divided into two almost 
equal parts by an escarpment, the Allegheny Front. East of this 
escarpment lies the Valley and Ridge province, long known as the 
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FIGURE 2,—Physiographic provinces of part of the northeastern United States. The New Kon- 
sington quadrangle is indicated by shading 


Appalachian Valley, which is underlain by sharply folded early Paleo- 
zoic strata. Farther east is the Blue Ridge province, the most rugged 
part of the highlands, bounded on the east by the Blue Ridge. East 
of the Blue Ridge lies a dissected upland, with some lowlands, the 
Piedmont province, which forms the easternmost division of the 
highlands and is underlain largely by pre-Cambrian rocks. West 
of the Allegheny Front are the Appalachian Plateaus, forming a 
broad highland belt that is underlain by gently folded Carboniferous 
and older strata. The New Kensington quadrangle is situated in 
the Appalachian Plateaus along the axis of the Pittsburgh-Huntington 
Basin. 

The Pittsbureh-Huntington Basin is the broad spoon-shaped syn- 
clinorium that lies between the axis of the Cincinnati anticline and 
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the Allegheny Front and extends from New York to Kentucky. It 
includes and in large part is coextensive with the northern Appa- 
lachian coal field. The areal distribution of the rocks (see fig. 3) 
shows the spoon-shaped structure of the basin. Its central part, 
in southeastern Ohio, southwestern Pennsylvania, and northwestern 
West Virginia, is floored with beds of Permian age, which are sur- 
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FIGURE 3.—Geologic sketch map of part of the northern Appalachian Plateaus and adjacent 
provinces. The rectangular outline in western Pennsylvania indicates the New Kensington 
quadrangle 

rounded by outcrops of Pennsylvanian strata, and along its western, 
northern, and eastern margins Mississippian, Devonian, Silurian, 
and older rocks crop out in sequence. 

The general structure of the rocks at and near the surface of the 
basin is shown by 500-foot cont urs in Plate 3. 

The central axis through the lowest part of the basin extends in a 
general southwesterly direction through Pittsburgh and a point about 
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10 miles south of Huntington, W. Va. This axis is interrupted by a 
cross fold, the Burning Springs anticline, which trends north. South- 
west of the Burning Springs anticline the axis of the basin is marked 
by the Parkersburg syncline, the lowest part of which is about 15 
miles south of Marietta, Ohio. Northeast of the Burning Springs 
anticline the axis of the basin is marked by the Middlebourne-Nineveh 
syncline, the lowest part of which is near the southwest corner of 
Pennsylvania. i 

From the low places on the central axis the strata rise in all direc- 
tions. Along the axis of the basin, northeastward and southwestward, 
they rise at rates ranging from 15 to 20 feet to the mile. Northwest- 
ward from the synclinal axis the strata rise toward the crest of the 
` Cincinnati anticline, a distance of about 160 miles, at rates ranging 
from 20 to 60 feet to the mile. Southeastward they rise toward the 
Allegheny Front, a distance of about 80 miles, at an average rate 
between 50 and 100 feet to the mile. The southeast flank of the 
basin is complicated by secondary folds, which are more numerous 
and pronounced at the north, in Pennsylvania, Maryland, and north- 
ern West Virginia, than farther south. In a large part of southern 
West Virginia, west of the margin of the plateaus, the general struc- 
ture of the southeast flank of the basin is monoclinal, unrelieved by 
the pronounced secondary folding that is common farther north. The 
New Kensington quadrangle is situated along the central axis of the 


basin. 
RELIEF AND DRAINAGE 

The New Kensington quadrangle is a hilly country of moderate 
relief. The lowest part of the area, in the valley of the Allegheny 
River, is 740 feet above sea level, and the highest part, near the 
northern border, is 1,400 feet above sea level. Between the hilltops 
and the adjacent valleys the difference in altitude is commonly 200 
to 500 feet, but in places along the Allegheny River cliffs rise 500 to 
600 feet above the valley. In general the hills, which are composed 
chiefly of shale, are rounded and of gentle slope, but locally, where 
there are capping ledges of massive sandstone, the slopes are steep. 

Many of the hilltops have a fairly accordant height, which is plainly 
evident when they are viewed from a high point. In the southern 
part of the quadrangle the hills have altitudes between 1,200 and 
1,300 feet; in the northern part, between 1,300 and 1,400 feet. This 
general accordance in height of the hilltops and the northward increase 
in altitude is a general feature of the topography of western Pennsyl- 
vania. The hilltops are believed to mark a former almost level plain 
which was uplifted and dissected until only remnants of the former 
surface are now preserved. 


1 Campbell, M. R., Geographie development of northern Pennsylvania and southern New York: Geol. 
Soc. America Bull., vol, 14, pp. 277-293, 1903. 
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The Allegheny River crosses the southeastern part of the New 
Kensington quadrangle. It occupies a narrow valley which is 
characterized by the development of terraces that mark stages in the 
history of Pleistocene glaciation. This quadrangle was not covered 
by the ice sheet, the southernmost limit of which crossed northwestern 
Pennsylvania, but the Allegheny River carried a large burden of 
detritus derived from the melting ice. 

The major drainage of the quadrangle is directly tributary to the 
Allegheny River, chiefly by Bull, Deer, Pine, Pucketa, and Plum 
Creeks. The northwestern part of the quadrangle drains by way 
of Glade Run into Connoquenessing Creek, which flows into the 
Beaver River, a tributary of the Ohio. 


SETTLEMENT 


The quadrangle is rather thickly settled. Thriving towns are 
located in the main valleys and prosperous farms cover the uplands. 
Practically the entire valley of the Allegheny River within the quad- 
rangle is built up, the largest towns being Tarentum, New Kensing- 
ton, Springdale, Oakmont, and Verona. In the valley of Pine Creek 
and its tributaries are the towns of Etna, Undercliff, and Glenshaw, 
and smaller settlements are scattered throughout the quadrangle. 
The Buffalo and Allegheny and the Western Pennsylvania divisions 
of the Pennsylvania Railroad, the Pittsburgh and Chicago line of the 
Baltimore & Ohio Railroad, and the Bessemer & Lake Erie Railroad 
cross the quadrangle, and there are a number of interurban trolley 
lines. The principal oceupations outside of the towns are agriculture, 
coal mining, and the production of oil and gas. 


DESCRIPTIVE GEOLOGY 
STRATIGRAPHY 
GENERAL CHARACTER AND AGE OF THE ROCKS 


The New Kensington quadrangle is underlain by sedimentary 
rocks of Paleozoic age, consisting of shale, sandstone, limestone, clay, 
and coal. In the valleys of the larger streams there is a thin veneer 
of Recent alluvium, and terraces along the Allegheny River are 
formed by deposits of gravel of glacial origin. 

The outeropping bedrocks comprise about 700 feet of strata of 
Pennsylvanian age, which include the upper part of the Allegheny 
formation, the overlying Conemaugh formation, and a few feet of 
the Monongahela formation. (See pl. 4.) 

The rocks that lie beneath the outeropping beds are known as a 
result of drilling. Records of diamond-drill holes put down in pros- 
pecting for coal show the character and thickness of the rocks for a 
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few hundred feet beneath the surface (see pl. 5), and records of 
churn drilling in search of oil and gas show the occurrence of beds of 
sand and supply meager information concerning the character of the 
strata to a depth of about 3,200 feet below the lowest outcrops, down 
to the lower part of the Chemung formation, of Upper Devonian age. 
(See pl. 8.) Some indication of the character of the rocks that lie 
beneath those yet reached by the drill in the New Kensington quad- 
rangle is afforded by the records of two wells, each more than 7,000 
feet deep, in adjacent areas. (See pp. 74-78.) An index of the still 
deeper strata is furnished by the rocks that crop out along the north- 
ern, eastern, and western margins of the Pittsburgh-Huntington 
Basin, where the formations that lie deeply buried in the central part 
of the basin are exposed at the surface. Although the deep-lying beds 
may differ in composition and thickness from the beds of the same 
formations along the outcrop, the outcropping rocks, in the absence 
of well records, afford an indication of what may be expected in 
deep drilling in the New Kensington quadrangle and will be helpful 
in interpreting the logs of wells. The marginal areas, sections of 
which are given on pages 79-83, are the following quadrangles, the 
geology of which has been described in reports of the United States 
Geological Survey, either published or in press: Columbus, Cleveland, 
Berea, and Euclid, Ohio; Niagara Falls, N. Y.; Warren, Somerset, 
Windber, Hollidaysburg, and Huntingdon, Pa.’ The location of these 
quadrangles is shown on the index map. 

The strata were deposited in the Appalachian geosyncline, an 
epieontinental marine basin that throughout the greater part of 
Paleozoic time was a down-warping area in which & mass of sediments 
having a maximum thickness of about 40,000 feet accumulated. 
The down-warping of the geosyncline, which in general kept pace 
with the deposition of the sediments, was interrupted many times 
during the Paleozoic era by regional uplift. 'These ups and downs 
and the corresponding retreats and advances of the sea produced 
hiatuses and overlaps; and because of the differences in local condi- 
tions under which the sediments were deposited the beds vary greatly 
in composition. While sand was being laid down in one area mud 
was accumulating in another and calcareous deposits elsewhere, 
resulting in the interfingering lenses that are characteristic of the 
strata of the Appalachian region. A very pronounced stratigraphic 
variation in this area is the general increase in the thickness of the 
sediments from west to east, in the direction of the old land mass 
Appalachia, which was the source of much of the sediments. In the 


2 U. S. Geol. Survey Geol, Atlas, Columbus folio (No. 197), 1915; Niagara folio (No. 190), 1914; Warren 
folio (No. 172), 1910; Somerset-Windber folio (No. 224) (in press); Hollidaysburg-Huntingdon folio 
(No. 227) (in press). Cushing, Н. P., and others, Geology and mineral resources of the Cleveland district, 
Ohio: U, 8. Geol, Survey Bull. 818, 1931. 
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area between central Ohio and the vicinity of the Allegheny Front in 
central Pennsylvania the thickness of the rocks of Devonian age 
increases from about 900 feet in the west to about 9,000 feet in the 


east. 
ROCKS NOT EXPOSED 


The formations that lie beneath the outeropping beds in the New 
Kensington quadrangle are known only in a general way, and be- 
cause of the incompleteness of the records of the oil and gas wells 
they can not be described in detail or be sharply delimited. Most 
of the records of drill holes that have been put down in this quad- 
rangle in search of oil and gas are in skeleton form and show only 
the oil and gas sands. (See well records, pp. 90-97, and pl. 8.) А few 
of the records, however, show the occurrence of shale lying between 
the sands, of local red beds, and beds of limestone and coal. 

Although no very deep wells have been sunk in the New Ken- 
sington quadrangle, two of the deepest wells in the world, at the 
time they were put down, were drilled within a few miles of this 
area. One, the R. A. Geary well (Peoples Natural Gas Co. well 
No. 770) near McDonald,in Washington County, about 15'miles south- 
west of the New Kensington quadrangle, was sunk in 1911-1917 to a 
depth of 7,248 feet to beds of Silurian (Salina) age; and the Booth 
& Flinn well No. 3 (Peoples Natural Gas Co. well No. 1842) near 
Ligonier, Westmoreland County, 25 miles southeast of the New 
Kensington quadrangle, completed in 1925, attained a depth of 
7,756 feet. 

These wells were put down in search of the so-called “Clinton” 
sand (at or near the horizon of the “White Medina”=the Albion 
sandstone of New York and the Tuscarora quartzite of Pennsyl- 
vania, at the base of the Silurian system; see sections, pp. 79-83), which 
has yielded enormous quantities of oil and gas in Central Ohio and 
of natural gas in western New York. Because of the great in- 
crease in the thickness of the rocks from west to east, however, 
this objective of the deep drilling in southwestern Pennsylvania 
and northern West Virginia has not yet been attained. Some 
of the easternmost deep wells in which the “Clinton” sand has 
been found are the Derrick City well, in McKean County, north- 
western Pennsylvania, in which the sand was found at a depth of 
5,320 feet; the Reamer well, in Columbiana County, Ohio, 26 miles 
west of the Ohio-Pennsylvania boundary, in which the “Clinton ” 
sand was struck at 5,576 feet beneath the surface;* and the Temple- 


1 White, I. C., Discussion of the records of some very deep wells in the Appalachian oil fields; Introduc- 
tion to report on Barbour and Upshur Counties and western portion of Randolph County, West Virginia 


Geol, Survey, 1918. 
4 Stout, Wilber, and Lamborn, R. E., Geology of Columbiana County: Ohio Geol. Survey, 4th ser., 


Bull. 28, p. 369, 1024. 
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THE PITTSBURGH-HUNTINGTON 


CONTOUR MAP SHOWING GENERALIZED GEOLOGIC STRUCTURE OF PART OF 
BASIN 


Contour interval 


Contours based on Pittsburgh coal in Pennsylvania and West Virginia, on Berea sandstone in eastern Ohio, and on Trenton (?) limestone in central Ohio. 
500 feet; datum mean sea level. Rectangle shows position of New Kensington quadrangle, 
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ton well, in Cabell County, southwestern West Virginia, in which 
the sand occurs at a depth of 4,510 feet.* 

The records of the McDonald and Ligonier wells are given on pages 
74-78. 

Sections of the rocks encountered in deep drilling in the New 
Kensington quadrangle, compiled from the records of oil and gas 
wells, are shown in Plate 8, and the graphs are supplemented by the 
records of wells in the appendix (pp. 90-97). Core drilling of the oil 
and gas sands has not yet been done in this area, and the informa- 
tion available is not sufficient to classify the rocks; therefore, the 
lines of division between the formations and between the geologie 
eras are questioned on Plate 8. 

Red beds, which are occasionally reported in the records as thin 
lenses of red shale or sandstone in a zone about 400 feet thick be- 
tween the Hundred-foot and Fifth sands inclusive (see pl. 8 and list 
of oil and gas sands, p. 50), mark the westward thinning of the Cats- 
kill formation, which is well developed in western Pennsylvania, 
where along the Allegheny Front it is about 2,000 feet thick. The 
underlying beds down to the so-called Bradford sand, consisting of 
greenish-eray sandstone and shale, are correlated with the Chemung 
formation, of Upper Devonian age. 

The rocks for about 600 feet above the Hundred-foot sand are 
tentatively assigned to the Pocono formation, of Mississippian age, 
although from the records it is impossible to determine where the 
line shall be drawn between the Mississippian and Upper Devonian 
series in the subsurface rocks. The attempt to do so at the present 
time would be futile, inasmuch as paleontologists are not in agree- 
ment concerning the horizon at which the line shall be drawn be- 
tween rocks of Carboniferous and Devonian age in the area of out- 
erop. The records show massive sandstone in the upper and lower 
parts of the interval assigned to the Pocono. The upper of these 
sands is known to the drillers as the Big Injun and the Jower as the 
Murrysville or Butler County gas sand. 

From the top of the Murrysville down through the Fifth sand of 
the drillers, in an interval of 500 to 600 feet, there is a group of lentic- 
ular beds consisting of preponderating sandstone and intervening 
shale, which constitute the principal oil and gas sands of the quad- 
rangle, These sands are described on pages 52-55. (See also 
table of oil and gas sands, p. 50.) As a whole the group of oil and 
gas sands is persistent throughout the quadrangle. When traced 
over larger areas, however, the beds are found to vary considerably. 
Eastward in the direction of the thickening of the sediments the beds 


Reger, D. B., First test of the Clinton oil sand in West Virginia: Am. Inst. Min. and Met. Eng Trans., 
[preprint] 1447, pp. 72-77, April, 1925, 


63318—32——2 


10 NEW KENSINGTON QUADRANGLE, PENNSYLVANIA 


of sand composing this group lose their identity, and they are not 
recognized as such in the excellent exposures along the Allegheny 
Front. Westward the sands disappear and merge with shale in the 
general thinning of the section in that direction. In the vicinity of 
the Pennsylvania-Ohio boundary the sands below the Pocono forma- 
tion thin out. 

The Pottsville formation of Pennsylvanian age, which overlies 
the Pocono formation, is separated from it by an erosional uncon- 
formity marked by the absence of the intervening Loyalhanna 
limestone, Mauch Chunk shale, and lower part of the Pottsville 
formation. In western Pennsylvania the upper part of the Potts- 
ville formation consists of two and locally three sandstone members 
separated by shale, in which thin lenses of coal and limestone occur, 
the whole averaging about 200 feet in thickness. The incomplete 
well records in the New Kensington quadrangle, however, show only 
sandstone at this horizon. 

The Pottsville is conformably overlain by the Allegheny formation, 
which consists of a variable sequence of sandstone, shale, limestone, 
clay, and coal and averages about 300 feet in thickness. The Alle- 
gheny formation includes the beds that lie between the top of the 
Pottsville formation and the top of the Upper Freeport coal. These 
limits are arbitrary, and in places, where the members are poorly 
defined or attain unusual development, in the absence of paleobotanic 
evidence precise delimitation of the formation is impossible. The 
following are the principal subdivisions of the Allegheny formation, 
beginning at the top: 


Upper Freeport coal. | Lower Kittanning coal. 

Upper Freeport clay. Lower Kittanning clay. 

Upper Freeport limestone member. Kittanning sandstone member. 
Butler sandstone member. Vanport limestone member. 
Lower Freeport coal. Clarion coal. 

Lower Freeport limestone member. Clarion clay. 

Freeport sandstone member. Clarion sandstone member. 
Upper Kittanning coal. Brookville coal. 

Middle Kittanning coal. 


The beds below the Lower Freeport coal are not exposed in the 
New Kensington quadrangle, and little is known of them in this 
area. Because the Upper Freeport coal has been the objective of 
the diamond drilling most of the core drills stop at that horizon. 
Several drill holes, however, have penetrated to the Kittanning coals 
and show the presence of thin variable beds, but not enough drilling 
has been done to determine whether any of the beds of coal 
below the Upper Freeport in this area are of workable thickness 
under present conditions. The Lower Kittanning coal, lying between 
174 and 203 feet below the Upper Freeport coal, to judge from the 
scanty data available, seems to be the most persistent and promising 
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of the coal beds below the Upper Freeport, but so far as the writer is 
aware the Lower Kittanning coal in this quadrangle is not more than 
2 feet 6 inches thick, and further drilling is necessary to establish its 
value. 

The Vanport limestone member of the Allegheny formation, which 
is of widespread distribution north of the New Kensington quad- 
rangle, is reported in a few diamond-drill records and records of oil 
and gas wells in this area. (See pl. 8.) The limestone decreases in 
thickness southward and is locally absent in this quadrangle. It 
ranges in thickness from 10 feet down to the vanishing point and lies 
245 to 278 feet below the Upper Freeport coal. The lower members 
of the Allegheny formation have not been recognized in this quad- 
rangle. 

ROCKS EXPOSED 


CARBONIFEROUS SYSTEM 
PENNSYLVANIAN SERIES 


ALLEGHENY FORMATION 


The entire area of the New Kensington quadrangle is underlain 
by the Allegheny formation, which erops out in the several isolated 
areas shown on the geologic map (pl. 1). The outcropping areas 
of the formation lie along the axis of the Amity anticline in the valley 
of the Allegheny River and its tributaries—Bull Creek and Wilson 
and Bailey Runs, in the vicinity of Tarentum; along the axis of the 
Kellersburg anticline in the valleys of Sarver Run, two of the upper 
tributaries of Bull Creek, and Pine Creek; and on the crest of the 
small anticline in the valley of Glade Run, in the northwest corner 
of the quadrangle. 

In all these areas only the upper part of the formation is exposed, 
in most places only 50 feet or less. The greatest thickness of the 
Allegheny outcrop in the quadrangle is in the hills east of Bull Creek, 
about 2 miles north of Tarentum. There the Upper Freeport coal 
is 100 feet above the creek, but the lower part of the section is covered. 
When this area was examined by I. C. White in 1876 the Lower 
Freeport coal, 1 foot 6 inches thick, lying 62 feet below the Upper 
Freeport coal, was exposed in a drift in the valley of Bull Creek a 
mile above the mouth of Little Bull Creek, north of Tarentum. 

'The most valuable coal in the quadrangle is the Upper Freeport, 
which is one of the most valuable beds in the entire bituminous field. 
The type locality is at Freeport, Pa., from which the coal bed has 
been traced along the bluffs of the Allegheny River, a distance of 
6 miles, into the New Kensington quadrangle. In the vicinity of 
Freeport and in many places throughout the bituminous coal field 
the Upper Freeport coal is between 3 and 4 feet thick, but a short 
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distance west of Tarentum and over a considerable part of the New 
Kensington quadrangle, in the area shown in Figure 4, the Upper 
Freeport coal averages more than 7 feet and locally is 10 feet thick. 
In this area the coal is known as the “thick Upper Freeport bed.’ 
(See pl. 6.) 

East of the area underlain by the thick Upper Freeport coal the 
bed is fairly uniform. Above a layer of soft elay is a bed of coal 
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FIGURE 4.—Map showing approximate outline of area underlain by thick Upper Freeport coal (heavy 
dashed line). (After J. M. Rayburn.) 1, Sewickley quadrangle; 2, New Kensington quadrangle; 3, 
Freeport quadrangle; 4, Greensburg quadrangle; 5, Pittsburgh quadrangle; 6, Carnegie quadrangle 


containing one or more thin layers of shale, above which is the main 
bench of coal, 28 to 36 inches thick. This is succeeded by bony 
coal, above which is shale. The transition to the thick bed is well 
exposed along the railroad on the south side of the Allegheny River 
between the tipple of the Valley Camp mine south of Tarentum and 
the brick plant. Immediately east of the Valley Camp tipple the 
following section is exposed: 
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Section of Upper Freeport coal and associated beds just east of tipple of Valley 
Camp mine 


Conemaugh formation: Ft. in. 
Mahoning sandstone: Thin sandstone and sandy 
shale r ga 1 e 20+ 


Allegheny formation: 
Upper Freeport coal— 


Cannel shale and coal........................ 2 10 
O ed ees 2 10 
O ES e 2 
EAT A A ee E e 5 6 
Upper Freeport clay: Gray soft clay------------- Mug. 6 
Upper Freeport limestone— 
Gray limes tone А چ ا‎ 1 
EAS RENE TTT Ls 
Gray limestone (at railroad track!) 128 


Along the railroad about 500 feet east of the section given above 
the following section is exposed: 


Section of Upper Freeport coal and associated beds 500 feet east of tipple of Valley 
Camp mine 
Conemaugh formation: 
Mahoning sandstone: Thin sandstone and sandy shale. 


Allegheny formation: Ft. in. 
Coal (Upper Freeport coal).....................- 4 10 
Gray soft clay (Upper Freeport clay) NO kg 
Limestone and shale (Upper Freeport limestone). ... 3 6 


In this interval the upper part of the coal bed at Valley Camp is 
represented by shale. Although there may have been local erosion 
of coal, apparently just beyond the margin of the deposit of thick 
coal mud was deposited instead of vegetable débris. 

Except along the outcrops in the valley of the Allegheny River the 
limits of the thick bed of Upper Freeport coal are not exposed, but 
the boundary has been determined in some of the workings, as 
in the Creighton and Ford Colliery mines. The area that is under- 
lain by the thick Upper Freeport coal has been prospected by diamond 
drilling and has been mapped by J. M. Rayburn, mining engineer, of 
Pittsburgh.® (See fig. 4.) 

In a few places in the New Kensington quadrangle the Upper Free- 
port coal is missing, owing to nondeposition of the coal or to local 
erosion in Pennsylvanian time. A diamond-drill hole put down west 
of Oakmont and another near Glenover, both of which were sunk 
below the horizon of the Upper Freeport coal, failed to find it. The 
extent of the area in which the coal is absent, however, is not known. 
Another locality where the coal is apparently absent is in the valley 
of Pine Creek and its tributary Gourdhead Run, in Hampton Town- 


* Rayburn, J. M., The deposit of double thick Upper Freeport coal situated in the valley of the Allegheny 
River: Eng. Soc. Western Pennsylvania Proc., vol. 40, pp. 27-44, 1924. 


14 NEW KENSINGTON QUADRANGLE, PENNSYLVANIA 


ship, Allegheny County. The coal is present and has been mined 
at several places in the valley of Pine Creek between Mount Royal 
and Glenshaw, in Shaler Township, but the bed thins northward 
and seems to disappear between Mount Royal and Elfinwild and 
has not been reported in the area of outerop of the Allegheny forma- 
tion in Southern Hampton Township. The area in which the 
Upper Freeport coal is absent has not been determined, but in the 
vieinity of Wildwood the coal is present in thick development. 

Elsewhere in the quadrangle, where the Allegheny formation crops 
out, the Upper Freeport coal is present and has been opened up in 
country banks, measurements in which are given on pages 32-40. 
Results of core drilling, details of which can not be published, are 
reported to indicate that in part of the quadrangle north of the divide 
that separates the drainage basins of the Allegheny River and Con- 
noquenessing Creek the Upper Freeport coal in general is so thin as to 
have no present commercial value. 

In about 20 per cent of the area occupied by the thick Upper Free- 
port coal, as reported by Rayburn,’ the upper part of the thick bed is 
cannel coal or cannel shale, sections of which are given on pages 83-85. 

Underlying the Upper Freeport coal, in all the sections examined, 
is a few inches to 3 or 4 feet of soft gray clay, beneath which lies the 
Upper Freeport limestone. "This limestone is a compact blue-gray bed 
which weathers buff and ranges from a few inches to 4 feet in thickness. 
It occurs interbedded with drab shale, and in places there are two beds 
of limestone at this horizon separated by a layer of shale. Along the 
road up the hill west of the railroad station at Elfinwild, for instance, 
the Upper Freeport limestone is well exposed. It consists of two 
beds about 18 inches thick separated by 2% feet of drab shale. The 
following sections are typical: 


Partial seclion of Allegheny formation at. Elfinwild, Shaler Township, Allegheny 


County 
Sandstone (Mahoning). Ft. in. 
SA alo aa STEED OS ООЛ oos LR e 8 
Coal (Upper Freeport) te. 214... 1E dura cri Be 8:2 2 
UI A TINTE TER RER enm ie us cl op Dus A 2 7 
ото, IO IA ERE اوج‎ an m E 2 


Partial section of Allegheny formation 1 mile above mouth of McDowell Run, Fawn 
Township, Allegheny County 


Sandy shale (Mahoning). Ft. in. 
[e geo n vp rt etti de a y boe eer алд 1 2 
Coal with several partings (Upper Freeport)... ........ 3 7 
Gray COLUICIAY EIA SERIE а: 03.303.535 200 ч 3 
Dark Shale l. SA. aussi dai dlrs tias bss 5 
Gray limestone, locally interbedded with sbale.......... 4 


Y Rayburn, J. M., op. cit., p. 20. 
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Partial section of Allegheny formation above junction of Bailey and Wilson Runs, 
East Deer Township, Allegheny County 


Shale, sandy (Mahoning). Ft. in. 
Shades; panbonadodus:y ada ax zd RESH 6 
Upper Freeport coal: 


EA ST: eene ume IE EEE EEE ER 1 2 

(ULT feo des. POE er a ندج‎ ges uit s 2 

CT er a tede rot ما‎ jo A ee cem A se 1 2 

CUASI леден ont DSC DAL In. TE 21909 

a lets 1$ 

C QUIDNE, Sd 3 2 
Fr.. f ²˙i é 6 6 
Limestone, gray, nodular (Upper Freeport ___-------- 8 
LEER ee ee „н 6 6 
Sandstone, massive (Butler) SEDA 


The Butler sandstone is a fine-textured gray lenticular bed, which 
is well developed in the area north of the New Kensington quadrangle, 
especially near the town of Butler. 


CONEMAUGH FORMATION 


Thickness and subdivisions.—The Conemaugh formation, which con- 
formably overlies the Allegheny, consists of a variable sequence of 
shale, sandstone, and thin beds of limestone and coal lying between the 
Upper Freeport and Pittsburgh coal beds. The Conemaugh forma- 
tion increases in thickness from west to east and ranges from 355 feet 
in Ohio to a little over 900 feet in Maryland. In the New Kensington 
quadrangle it is between 620 and 640 feet thick. It is characterized 
by several irregular bands of red beds and by the presence in its lower 
part of three calcareous zones containing marine fossils—the Ames, 
Cambridge (“Pine Creek"), and Brush Creek limestones. The for- 
mation has been subdivided into numerous members, of which the 
following named in descending order, are the principal ones that have 
been recognized in the New Kensington quadrangle: 


Morgantown sandstone member. Bakerstown coal. 

Birmingham shale member (red). Cambridge (“Pine Creek") Jimestone 
Duquesne coal. member. 

Ames limestone member. | Buffalo sandstone member. 

Harlem coal. Brush Creek limestone member. 
“Pittsburgh Reds." Mahoning sandstone member. 
Saltsburg sandstone member. ! 


These members occur in the lower 450 feet of the formation. 
The upper 200 feet, which is present on only a few hills, is poorly 
exposed. A few diamond-drill records show that this upper part of 
the formation consists principally of thin sandstone and shale. The 
widespread and abundantly fossiliferous Ames and Brush Creek 
limestones and the locally well-developed fossiliferous Cambridge 
(“Pine Creek") limestone constitute the basis of correlation. 
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Distribution and character. By far the larger part of the surface 
of the New Kensington quadrangle is occupied by the Conemaugh 
formation, as shown by Plate 1. The only parts of the area from 
which the entire formation has been removed by erosion are the 
valleys in which the underlying Allegheny formation is exposed. 
The Conemaugh formation is covered by Quaternary sand and 
gravel in the valley of the Allegheny River, and on a few hilltops in 
the southern part of the quadrangle the formation is capped by rem- 
nants of the Monongahela formation, with the Pittsburgh coal at 
its base. It is only in areas where the Monongahela caps the Cone- 
maugh formation that its entire thickness is preserved, and records 
of diamond-drill holes show that in those areas the Conemaugh is 
between 620 and 640 feet thick. The Ames limestone, which lies 
near the middle of the Conemaugh, erops out along the hillsides and 
forms the intricate pattern shown on the geologie map. 

Relations of the Allegheny and Conemaugh formations —The Alle- 
gheny and Conemaugh formations are structurally conformable, but 
in places there is evidence of possible local erosion at the base of the 
Conemaugh. The lowermost beds of the Conemaugh in the New 
Kensington quadrangle are variable. In some places the Upper Free- 
port coal is immediately overlain by carbonaceous clay shale, in 
others by gray sandy shale, and in still others by sandstone. Where 
the Upper Freeport coal changes from its thick development to its 
more normal thickness of about 3 feet, the horizon corresponding to 
the uppermost part of the thick bed is represented by clastic sediments. 
For instance, east of the Valley Camp mine, across the river from 
Tarentum, the upper layers of the thick coal bed exposed above the 
railroad track are represented to the east, beyond the limits of the 
thick beds, by shale; and in the mine of the Ford Colliery Co. near 
Culmerville, in West Deer Township, the uppermost part of the 
thick coal bed gives way to sandstone. It is not clear whether at 
these places there was erosion of the thick Upper Freeport coal bed, 
or whether its present extent practically corresponds with the area 
of the swamp in which the unusual thickness of carbonaceous deposits 
accumulated and at the margin of which mud or sand replaced the 
vegetal matter of the swamp. 

Mahoning sandstone member—The basal 70 to 100 feet of the 
Conemaugh, that part of the formation which lies below the Brush 
Creek limestone, includes the Mahoning sandstone member. This 
part of the formation consists chiefly of sandy shale, clay shale, and 
sandstone. In many areas a threefold division of the Mahoning is 
caused by the presence near the middle of the member of a zone of 
variable beds including a thin bed of coal—the Mahoning coal—and 
variegated red and gray to black sandy and clay shale. 

The red shale of the Mahoning sandstone member is widespread in 
the quadrangle and serves as a useful horizon marker. It lies be- 
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tween 30 and 50 feet above the Upper Freeport coal and ranges in 
thickness from 4 to 12 feet. The beds, which consist of variegated 
red and gray sandy and clay shale, mark the lowest occurrence of red 
beds in the Conemaugh formation. The Mahoning coal, a commer- 
cially worthless bed, ranging from about an inch to 1% feet in thick- 
ness, is of variable occurrence 50 to 60 feet above the Upper Freeport 
coal. This coal is interbedded in a mass of sandy and clay shale 
which in places, as just east of the Valley Camp mine (No. 10 on 
the map) and above the Cornell and McFetridge Bros. mines (Nos. 
8 and 9), is utilized for making common brick. 

A lens of limestone (the Gourdhead Run limestone of I. C. White) 
crops out locally in the valley of Gourdhead Run, in Hampton Town- 
ship. It has not been found elsewhere. At this locality the Upper 
Freeport coal is apparently absent, but the presence of the Brush 
Creek and Upper Freeport limestones serve to determine the strati- 
graphic position of this lens. It lies about 30 feet above the Upper 
Freeport limestone and 50 to 60 feet below the fossiliferous bed at 
the Brush Creek horizon and therefore occurs in the interval occupied 
by the Mahoning sandstone member. This limestone is a com- 
pact, fine-textured buff and dark rock, in which fossils have not been 
found and which has a maximum observed thickness of 3 feet. 

'Thick beds of sandstone in the Mahoning member in this area are 
rare, but in the extreme northeast corner of the quadrangle, in Win- 
field and Buffalo Townships, Butler County, in the valley of Little 
Buffalo Creek, there is a mass of sandstone about 130 feet thick. 
This includes the upper part of the Mahoning sandstone member and 
the Buffalo sandstone member. The Brush Creek limestone and Brush 
Creek coal, which normally occur between these sandstones, are locally 
absent. The top of this mass of sandstone is about 150 feet above the 
Upper Freeport coal, which at the railroad siding at the stone quarry 
is reported to occur 30 feet below the bed of the creek. "The upper- 
most layers of the sandstones are thin-bedded and flaggy, and the 
middle and lower parts are massive and locally conglomeratic, with 
pebbles of quartz as much as a quarter of an inch in diameter. The 
main mass of the sandstone is a fine-textured grayish rock, weathering 
buff, and consists primarily of quartz and feldspar with secondary 
muscovite and kaolin. Variable layers of shale are interbedded with 
the sandstone, and a few miles to the southwest, in the valley of 
Sarver Run, much of the sandstone that is so well developed in the 
valley of Little Buffalo Creek is represented by sandy shale. 

Brush Creek limestone member. The Brush Creek limestone, lying 
between the Mahoning and Buffalo sandstone members, was named 
by I. C. White ® from its occurrence in the valley of Brush Creek 
in Cranberry Township, Butler County. This limestone is one of the 


! White, I. C., Pennsylvania Second Geol. Survey Rept. Q, p. 74, 1878, 
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notable fossiliferous beds of the Conemaugh formation and has a 
widespread distribution in Ohio, Pennsylvania, West Virginia, and 
Maryland. 

In the New Kensington quadrangle the interval between the 
Mahoning and Buffalo sandstones is occupied chiefly by shale, the 
thickness of which, varying with the development of sandstone in 
the overlying and underlying members, averages possibly 30 feet. The 
lower part of the Brush Creek member is commonly a fine-grained 
fissile dark shale, and the upper part is lighter in color and more sandy. 
The shale is commonly calcareous, and in places nodules and thin 
lenses of dark limestone are present. The limestone and shale in 
most places are abundantly fossiliferous. In some sections the fossils 
are most abundant in a zone only a few inches thick, and in others the 
fossils occur throughout a thickness of 20 to 30 feet. The most 
abundantly fossiliferous beds in the Brush Creek member in the New 
Kensington quadrangle occur between 70 and 90 feet above the Upper 
Freeport coal. The best exposure of these beds in this quadrangle 
is in the stripping of the old quarry and clay pit in the face of the 
bluff west of Pine Creek, just north of Wittmer station on the Balti- 
more & Ohio Railroad, where the Cambridge (“Pine Creek") and 
Brush Creek fossiliferous beds are well developed. The following list 
of fossils collected at this horizon was prepared by George H. Girty. 
The Foraminifera and ostracodes were identified by P. V. Roundy. 


Ammodiscus n. sp. Pleurophorus oblongus. 
Spirillina? n. sp. Astartella concentrica. 
Haplophragmium n. sp. Pharkidonotus percarinatus. 
Archeodiscus n. sp. Euphemus carbonarius. 
Lophophyllum profundum. Pleurotomaria insecta. 
Serpulopsis insita. | Orestes nodosus? 
Derbya crassa. | Worthenia tabulata. 
Chonetes verneuilianus? | Pleurotomaria n. sp.? 
Productus semiretieulatus. Schizostoma catilloides. 

pertenuis. Aclisina quadricarinata? 
Pustula nebraskensis. Cyclonema n. sp. 
Marginifera splendens. Zygopleura n. sp. 
Spirifer triplicatus. Spherodoma ventricosa. 
Ambocoelia planiconvexa. aff. S. medialis. 
Composita subtilita. aff. S. intercalaris. 
Solenomya parallela? aff. S. primigenia. 
Edmondia sp. Bulimorpha chrysalis? 
Nucula parva. Naticopsis seintilla. 

вр. Pseudorthoceras knoxense. 
Anthraconeilo taffiana. Nautilus several sp. 
Aviculipecten? herzeri. Goniatites sp. 
Deltopecten occidentalis? Griffithides sp. 
Lima n. sp. Bairdia 4 sp. 


Schizodus sp. Ostracode, n. gen., n. sp. 
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A coal bed, known as the Brush Creek coal, in many places in the 
Appalachian Plateau underlies the Brush Creek limestone, but in the 
New Kensington quadrangle it occurs only locally, and no coal of 
value is known at that horizon. 

Buffalo sandstone member.—Between the Brush Creek and Cam- 
bridge (“Pine Creek”) limestones lies the Buffalo sandstone, which is 
locally prominent. In some places this stratigraphic interval is repre- 
sented by beds of massive sandstone, and in other places almost 
entirely by shale. In the New Kensington quadrangle the Buffalo 
sandstone is generally well developed, and where it crops out it 
usually forms precipitous cliffs. It is best developed at the type 
locality along Buffalo Creek, in Butler County. In the northeast 
corner of the quadrangle, along Little Buffalo Creek, in the absence 
of the Brush Creek limestone, the upper part of the Mahoning sand- 
stone and the Buffalo sandstone locally constitute a continuous mass 
of sandstone about 130 feet thick. The Buffalo sandstone, however, 
is lenticular and variable. In some sections it is present as a massive 
bed 30 feet thick, and in another near-by section it may be repre- 
sented by sandy shale. Thus, in the valley of Pine Creek, where in 
general the Buffalo sandstone is well developed, it is conspicuous at 
the base of the cliffs bordering Pine Creek in the vicinity of Under- 
cliff. Here the Buffalo sandstone is a fine-grained arkosic rock 
ranging from 20 to 30 feet in thickness and from massive to thin- 
bedded. Cross-bedding is locally developed, but in the old clay 
workings at Wittmer, where the section is well exposed and where 
both Brush Creek and “Pine Creek” fossils were collected, the 
massive sandstone has disappeared and its place is taken by shale. 
Some confusion in nomenclature of sandstones in the lower half of 
the Conemaugh formation has been caused by the fact that at the 
type localities of the Buffalo and Saltsburg sandstones those members 
are unusually well developed and occupy a stratigraphic interval to 
parts of which other names are given in other localities. Thus the 
Buffalo and Mahoning and the Saltsburg and Buffalo in the type 
localities of the Buffalo and Saltsburg sandstones respectively merge 
into each other and replace the Brush Creek and “Pine Creek" 
limestones. In most places, however, these sandstones are not 
nearly so thick as at the type localities, and in general they are dis- 
tinet units. In most places the widespread Brush Creek and “Pine 
Creek” fossiliferous limestones serve to separate and to identify these 
sandstones. 

Cambridge (Pine Creek?) limestone member.—The “Pine Creek” 
limestone was named by I. C. White ° from its occurrence in the hill 
between Gourdhead Run and Pine Creek in Hampton Township, 
Allegheny County, in the New Kensington quadrangle. This lime- 


* White, I. C., op. cit., p. 160. 
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stone is correlated with the Cambridge limestone of Ohio, which is 
of widespread occurrence in the Conemaugh formation of Ohio, 
Pennsylvania, West Virginia, and Maryland, and it is now commonly 
called Cambridge limestone. 

In the New Kensington quadrangle the Cambridge limestone lies 
between 70 and 90 feet above the Brush Creek limestone and between 
140 and 165 feet below the Ames limestone. It is lenticular and 
variable and is not present in all sections, although it may easily 
escape attention in poor exposures. It is well exposed in the valley 
of Pine Creek. At Etna it crops out at the level of the Baltimore & 
Ohio Railroad tracks opposite the Spang-Chalfonte mill and rises 
northwestward along the flanks of the Kellersburg anticline. In the 
vicinity of Etna the Cambridge is a massive arenaceous blue lime- 
stone between 18 inches and 2 feet thick, which weathers buff, and 
the leached limestone causes the sand grains to become so prominent 
that the rock resembles a sandstone. Here it is underlain by the 
Buffalo sandstone. Farther north the sandstone is replaced by 
shale, and at Wittmer the entire interval between the Brush Creek 
and “Pine Creek“ limestones is occupied by shale. At the abandoned 
quarry and clay pit in the bluff on the west side of Pine Creek imme- 
diately north of Wittmer the Cambridge “Pine Creek” limestone, 2 
feet thick, occurs in the midst of fissile black shale. At this locality 
the interval between the limestone and the richly fossiliferous beds 
of shaly limestone containing Brush Creek fossils is 69 feet. 

'The following fossils identified by G. H. Girty and P. V. Roundy 
were collected from the limestone at this locality. 

Ammodiscus n. sp. | Leda arata? 
Archeodiscus? sp. | meekana. 
Haplophragmium n. sp. Acanthopecten carboniferus. 


Lophophyllum profundum, Lima n. sp.? 
Crinoidal parts. Astartella concentrica. 


Septopora biserialis. | Phanerotrema gray villense. 
Khombopora lepidodendroides. Orestes nodosus? 

Derbya crassa. Meekospira peracuta? 
Chonetes verneuilianus. Glaphurochiton carbonarius? 


Productus cora. Pseudorthoceras knoxense. 


pertenuis. Orthoceras sp. 
Pustula nebraskensis. Nantius (fragments of several species). 
Spirifer triplicatus. Griffithides sp. 


Amphissites centronatus. 
n. 8p. 

Bairdia, 5 sp. 

Ostracode n. gen., n. sp. 

Hollina n. sp. 

Paraparchites? sp. 

Conodonts, 2 sp. 


Ambocoelia planiconvexa. 
Composita subtilita. 
Edmondia ovata? 
ovata? var. levis? 
gibbosa? 
Nueula wewokana? 
Nuculopsis ventricosa. 
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Bakerstown coal—The Bakerstown coal was named by I. С. 
White? from occurrences of this bed in mines on the outskirts of the 
village of Bakerstown, Richland Township, Allegheny County, in 
the New Kensington quadrangle. This coal occurs between 60 and 
90 feet below the Ames limestone and is lenticular and variable. In 
the New Kensington quadrangle it apparently attains its maximum 
development in the vicinity of Bakerstown, where it is between 2 
and 3 feet thick. The Bakerstown coal has a widespread distribution, 
but at most other places in the New Kensington quadrangle outside 
of the type locality it is represented by only a few inches of coal, and 
locally it is absent from the section. Detailed measurements of this 
bed are given in the section relating to coal (pp. 40-41). 

Saltsburg sandstone member. -The Saltsburg sandstone, named 
from Saltsburg, Indiana County, Pa., lies between the Bakerstown 
coal and the “Pittsburgh Reds." In the New Kensington quaa- 
rangle it is represented chiefly by sandy shale and thin beds of sand- 
stone, but in places, as in Shaler and Hampton Townships, in the 
southwestern part of the quadrangle, a massive sandstone 20 to 30 
feet thick is present at this horizon, 

“Pittsburgh Reds. The most conspicuous and widespread 
development of red shale in the New Kensington quadrangle oceurs 
near the middle of the Conemaugh formation below the Ames lime- 
stone. This band of variegated red sandy and clay shale ranges from 
a few feet to about 35 feet in thiekness. In some places there is a con- 
tinuous mass of red shale, and in others the red shales are inter- 
bedded with drab and buff shale, but some red beds at this horizon 
are persistent throughout the quadrange. 

A lens of limestone in the midst of this red shale is locally present 
in the New Kensington quadrangle. It is well exposed 1% miles 
south of Cooperstown, in Middlesex Township, where a band of 
limestone consisting of nodules 2 to 4 inches thick of compact gray 
limestone that weathers buff is interbedded in red clay shale. A 
section here shows that this nodular limestone lies 29 feet below the 
Ames limestone, the interval being occupied entirely by red shales, 
the Harlem coal being locally absent. 

Harlem coal.—A layer of carbonaceous shale or coal only a few 
inches thick oceurs almost directly beneath the Ames limestone and 
marks the presence of the Harlem coal. In the New Kensington 
quadrangle it is not commercially valuable and is not everywhere 
present, but its occurrence here is another evidence of the widespread 
development of the Harlem coal in the Appalachian region. 

Ames limestone member. — The fossiliferous Ames limestone is the 
most persistent and stratigraphically the most notable member of 


10 White, I, O., op. cit., p. 162, 
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the Conemaugh formation. The type locality is in Ames Township, 
Athens County, Ohio, from which it was named by E. B. Andrews 
in 1873. It is also known by the descriptive terms “crinoidal” and 
““oreen fossiliferous” limestone, but the name Ames has long been 
in general use for it in Ohio, Pennsylvania, West Virginia, and 
Maryland. 

The Ames limestone lies near the middle of the Conemaugh forma- 
tion throughout its extent, maintaining this position with the increas- 
ing thickening of the formation toward the east. In the New 
Kensington quadrangle the Ames fossiliferous bed is persistent and 
oceurs. between 315 and 330 feet above the Upper Freeport coal. 
Its outerop is widespread throughout the quadrangle, as shown on 
the map, and altitudes on this bed, obtained by the use of the plane 
table and telescopie alidade, form the basis of the strueture contours 
in areas where direct measurements on the Upper Freeport coal were 
not obtained. Although generally inconspicuous because of its thin- 
ness, the outerop of this characteristic fossiliferous bed was usually 
found by the field method used. The approximate position of the 
Ames limestone and tentative structure contours drawn on the plane- 
table sheets, on which the topographic base was reproduced on an 
enlarged scale, were kept just ahead of field mapping, so that the 
probable position of the outerop was always determinable within a 
few feet in advance of actually finding it. By this method it was 
comparatively easy to locate fragments of fossiliferous rock on the 
hillsides, and these fragments were then followed to the outerops, 
the altitudes of which were obtained. 

The Ames limestone in the area here considered consists of greenish- 
gray siliceous limestone or calcareous shale that breaks with a char- 
acteristic granular fracture and ranges in thickness from 2 to 5 feet. 
Locally it is separated into two beds by calcareous greenish-gray 
shale. It lies directly on the Harlem coal or where that is not pres- 
ent the Ames is underlain by the “Pittsburgh Reds.” In some places 
the Ames is immediately overlain by drab sandy shale and in others 
by red shale. 

The Ames member carries a rich marine fauna containing abundant 
Ambocoelia planiconvera. The following list compiled from several 
collections from the New Kensington quadrangle was supplied by 
George H. Girty. 


Lophophyllum profundum. Marginifera splendens. 
Schizophoria n. sp. Pugnoides osagensis. 
Derbya bennetti? Spirifer triplicatus. 
Chonetes aff. C. choteauensis. Ambocoelia planiconvexa. 
Productus semireticulatus. Composita subtilita. 
Productus cora. Hustedia mormoni. 


Productus pertenuis. Platyceras sp. 
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Duquesne coal.—Two beds of coal are locally present in the sandy 
shales that lie between the Ames limestone and the Morgantown 
sandstone in the vicinity of Pittsburgh. Both of them at one time or 
another have been called the Elk Lick, and to avoid confusion Ray- 
mond " proposed the name Duquesne coal for the lower bed. The 
upper bed has not been recognized in the New Kensington quadrangle, 
and the Duquesne coal is poorly developed and of no commercial 
value. Locally the horizon of the Duquesne coal is represented by 
carbonaceous shale. 

This coal is exposed along the road a quarter of a mile northeast of 
the Sandy Hill School, in Middlesex Township, Butler County, where 
2 feet of carbonaceous shale and bony coal are present 20 feet above 
the Ames limestone. In a few diamond-drill records the Duquesne 
coal, between 5 and 14 inches thick, is reported between 30 and 35 
feet above the Ames. 

Birmingham shale member.—In some sections variegated red sandy 
shale lies between the Duquesne coal and the Morgantown sandstone, 
but commonly this interval in the New Kensington quadrangle is 
occupied by gray sandy shale. Marine fossils have been found in the 
Birmingham shale, marking the highest horizon at which there is 
evidence of marine conditions in this region. The overlying beds are 
of brackish-water or fresh-water origin. 

Morgantown sandstone member and overlying rocks.—The Morgan- 
town sandstone is represented in this area by gray sandy shale and 
thin beds of sandstone, which form the upper part of several of the 
hills in the New Kensington quadrangle. The beds above the 
Morgantown are present only in the few high hills on which the Pitts- 
burgh coal occurs, and exposures are poor. The rocks in this interval 
are chiefly buff sandy and clay shale interbedded locally with varie- 
gated red shale. A record of a diamond-drill core shows a bed of 
limestone 6 inches thick 38 feet below the Pittsburgh coal. This is 
one of several lenses lying within 70 feet below the Pittsburgh coal to 
which the name Pittsburgh has been applied. 


MONONGAHELA FORMATION 


The Conemaugh is overlain, with slight erosional unconformity, by 
the Monongahela formation, which ranges in thickness in south- 
western Pennsylvania from 200 to 400 feet and includes the beds 
between the base of the Pittsburgh coal and the top of the Waynesburg 
coal. The Monongahela is well developed in southwestern Penn- 
sylvania and presumably once covered the New Kensington quad- 
rangle, but only a few hilltops in the southern part of this area are 
now capped by erosion remnants containing less than 100 feet of the 


1 Raymond, Р, E., A preliminary list of the fauna of the Allegheny and Conemaugh series in western 
Pennsylvania: Carnegie Mus. Annals, vol. 7, р. 149, 1910, 
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formation. The largest area is less than 1 square mile, in Plum 
Township, southeast of Logans Ferry. Other localities are Rich Hill, 
in Indiana and West Deer Townships, and isolated hills in East Deer, 
Harmar, O'Hara, and Plum Townships, all in Allegheny County. 
These erosion outliers of the Monongahela formation contain remnants 
of the Pittsburgh coal bed. 

The Pittsburgh coal, which lies at the base of the Monongahela 
formation, is the most valuable coal bed in western Pennsylvania. 
Throughout a large area itis a double bed, consisting of a roof division 
and a lower division. The roof division, which ranges from solid coal 
to laminations of coal, clay, and shale, is from 1 to 12 feet thick and 
is separated from the main coal below by an “over” clay a few inches 
to 2 feet thick. The lower or “main” division, the most valuable 
part of the bed, is commonly separated by thin partings into four 
benches, called the “breast,” “bearing in," “brick,” and “bottom” 
coals. The thickness of the “main” bed in Pennsylvania averages 
about 7 feet. 

In the New Kensington quadrangle the Pittsburgh coal has been 
opened up and mined in country banks in most of the isolated occur- 
rences, and the coal has been practically mined out. The tonnage 
was too small to justify railroad construction and the development of 
shipping mines. When the present survey was made only a few 
country banks were in operation on the Pittsburgh coal, and in these 
the full thickness of the bed was not exposed. The following sections 
were measured by I. C. White and J. J. Stevenson, of the Second 
Geological Survey of Pennsylvania: 


Section of Pittsburgh coal in Plum Township, Allegheny County Y 
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12 Stevenson, J. J., Report of progress in the Fayette and Westmoreland district: Pennsylvania Second 
Geol, Survey Rept. К?, pt. 1, p. 390, 1877. 
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THICK UPPER FREEPORT COAL IN A MINE IN THE NEW KENSINGTON 
QUADRANGLE 


Photograph reproduced by courtesy of Pennsylvania Topographic and Geologic Survey 
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From maps by U. S. Geological Survey and Pennsylvania Topographic and Geologic Survey, Contours based on Pittsburgh coal; interval 100 feet; datum sea level. Heavy rectangle shows position of New 
Kensington quadrangle 
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Section of Pittsburgh coal in Rich Hill, Indiana Township, Allegheny County u 
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The beds that overlie the Pittsburgh coal in this quadrangle, con- 
sisting chiefly, if not entirely, of sandy shale, are poorly exposed. 
In places in Allegheny County the Redstone coal occurs about 70 feet 
above the Pittsburgh bed, but it has not been recognized in this 
quadrangle. 

QUATERNARY SYSTEM 
PLEISTOCENE AND RECENT SERIES 


General features —There is no sedimentary record in western 
Pennsylvania of the long time interval between the Carboniferous 
and Quaternary periods. If any sediments were deposited in this 
area during Triassic, Jurassic, Cretaceous, or Tertiary time they have 
been removed by erosion. In the Quaternary period, however, in 
middle (?) and late Pleistocene time, gravel-capped terraces were 
formed in the valley of the Allegheny River, and some high-lying 
gravel recently discovered by Leverett in the vicinity of the mouth of 
the Beaver River and elsewhere in northwestern Pennsylvania 
indicates still earlier glaciation in this region. The deposits of allu- 
vium in the flood plains of the larger streams are of Recent age. 

During the Tertiary period the northern Appalachian region was 
reduced by erosion almost to a plain, remnants of which are repre- 
sented in the New Kensington quadrangle by the hilltops that rise 
to altitudes between 1,200 and 1,400 feet. This peneplanation was 
followed by uplift and renewed erosion, and by the end of Tertiary 
time the topography of the quadrangle was developed to a stage much 
like that of the present. Subsequent changes have been most pro- 
nounced in the valley of the Allegheny River. 

Early in the Quaternary period the Allegheny River, below the 
Clarion, was cutting a graded channel in bedrock when the advance 
of the first of the glaciers that covered the northern part of the con- 


и White, I. O., Report of progress in the Beaver River district: Pennsylvania Second Geol, Survey 
Rept. Q, p. 153, 1878, 
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tinent materially changed conditions. The glacial front extended 
from the vieinity of Salamanca, N. Y., southwestward across north- 
western Pennsylvania, past Warren, Tidioute, and Franklin, and 
north of Beaver. 

There were at least three stages at which the ice sheets invaded 
northwestern Pennsylvania, and these alternated with interglacial 
stages when the ice melted away. Only a brief outline of the compli- 
cated glacial history will be presented here. From recent investiga- 
tions in northwestern Pennsylvania Frank Leverett '* states that “the 
main high-level glacial gravel deposits on the Beaver, Allegheny, and 
upper Ohio, as well as the main part of the pre-Wisconsin drift of 
northwestern Pennsylvania, are now interpreted to be of Illinoian 
age.” During this stage of glaciation (middle Pleistocene) more than 
120 feet of sand and gravel was deposited in the pre-Illinoian Allegheny 
Valley. After the gravel was deposited the stream began excava- 
tion, and much of the unconsolidated material was washed away, 
leaving only remnants of the deposit, which now form the conspicuous 
upper terrace along the sides of the valley. "The river, in the New 
Kensington district, cut down to a depth of about 230 feet below the 
old rock bottom upon which it flowed in early Pleistocene time, and 
it was cutting a new gradient on rock about 50 feet below the present 
bed of the river when the work was interrupted by another advance 
of the ice at the Wisconsin stage of glaciation. Again the river was 
overburdened and aggraded its valley with sand and gravel. After 
the final retreat of the ice the stream resumed excavation and removed 
most of the later accumulation of sand and gravel, leaving remnants 
of its former extent along the valley sides. 

Illinoian (?) glacial deposits -The deposits of Illinoian (?) glacial 
age in the New Kensington quadrangle consist of gravel, sand, and 
clay that form the main high terrace in the valley of the Allegheny 
River. The base of these deposits is the bench of bedrock that 
formed the graded bed of the river at the period preceding the deposi- 
tion of the gravel, and the top of the terrace slopes with the river. 
The bench of bedrock at the base of the high terrace has been traced 
for many miles—from the mouth of the Clarion River down past 
the mouth of the Beaver River. In the New Kensington quadrangle 
the altitude of this graded rock bed is between 910 and 925 feet above 
sea level. 

In this quadrangle the Illinoian (?) glacial gravel forms the several 
even-topped, disconnected benches situated north of Tarentum, east 
of Valley Camp, New Kensington, Oakmont, and Verona, and north 
of Springdale and Acmetonia, shown on Plate 1. "The deposits range 
from a few feet to 120 feet in thickness, and their greatest develop- 
ment is in the hills north of Springdale and east of Valley Camp. 


и Report of committee on sedimentation, National Research Council, p. 46, 1927, 


STRATIGRAPHY 27 


Nowhere is a complete section exposed. Sand and gravel, irregularly 
stratified, predominate, and on the hill north of Springdale the deposit 
is capped by silt. The material composing these deposits is prin- 
eipally of local origin, but there are also waterworn pebbles derived 
from sources far to thenorth. A characteristie feature of these terrace 
deposits is that some of the pebbles, which are mostly between 1 and 
2 inches in diameter but some of which are as much as 10 inches, 
consist of granite, quartzite, and quartz that were brought by the 
glacier into the drainage basin of the enlarged Allegheny River from 
distant sources in Canada. The granite pebbles are considerably 
altered, the feldspars being mostly kaolinized as a result of long- 
continued weathering. The age of these deposits, within the glacial 
epoch, has until recently been considered by Frank Leverett, who has 
made a regional study of this problem, to be at least as old as the 
Kansan. As stated above, however, Leverett now interprets them 
as having been deposited during the Illinoian stage of glaciation. 

The probable existence of an oxbow curve, an abandoned meander 
in the Allegheny River, is indicated by the topography and by the 
presence of gravel in O'Hara Township west of Oakmont and Verona. 
There a curved flattish area about a quarter of a mile wide and 
4 miles long, lying between contours 940 and 980 feet, is covered 
with clay in which a few rounded quartzite pebbles occur. It seems 
probable that when the river bed had become aggraded up to about 
940 feet above sea level this curve afforded an outlet for part of the 
stream in which a backwash of river sediment was deposited. The 
meander was abandoned when the main channel of the river was cut 
deeper. 

Wisconsin glacial deposits.—Comparatively few remains of the 
late glacial gravel of Wisconsin age are found in the New Kensington 
quadrangle. The generally steep-sided lower part of the valley 
affords few opportunities for preserving the deposit, and as the river 
cut its way through the late glacial valley fill most of the gravel was 
carried off. Some remains of gravel are preserved along the hillsides 
where the slope is only moderate, as at Oakmont and New Kensington. 
A remnant of late glacial gravel forms the small terrace on the north 
side of the river at River Valley, 1 mile north of Oakmont. 

Borings for bridge foundations in the valley of the Allegheny River 
show that bedrock beneath water level, marking the old graded river 
bed that existed prior to the laying down of the late Pleistocene 
deposits, lies between 40 and 55 feet beneath the present river bed. 
The sand and gravel deposit beneath the present stream constitutes 
the earlier part of the late glacial deposits. 

1 Leverett, Frank, Glacial formations and drainage features of the Erie and Ohio Basins: U. S. Geol, 
Burvey Mon, 41, pp. 239 et seq., 1902. 
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Alluvium.—The lowest terrace, on which are the main railroads 
and the lower parts of the river towns, is floored with alluvium— 
gravel, sand, and clay—deposited during Recent stages of high water. 
The materials consist of reworked glacial deposits of both earlier 
and later age and of rock débris of local origin. 


STRUCTURE 
SURFACE AND NEAR-SURFACE ROCKS 


General features —The New Kensington quadrangle is situated in 
the north-central part of the Pittsburgh-Huntington Basin. (See pl. 
3.) The axis of the lowest part of the basin passes through this 
quadrangle, in which the attitude of the rocks conforms with the 
general structure of the region. The quadrangle is crossed by two 
anticlines and two synclines, the axes of which trend in general 
northeastward and pitch southwestward. In conformity also with 
the regional structure these subordinate folds that are developed on 
the flanks of the Pittsburgh-Huntington Basin have axes that curve 
in a horizontal plane and undulate in a vertical plane, and knobs 
and depressions are developed along the axes. The folds are very 
gentle, the steepest dips in the quadrangle are less than 200 feet to 
a mile, and over considerable areas the dip is less than 20 feet to a 
mile. In the northwestern part of the quadrangle the northeastward 
strike gives way to an eastward strike and the dips are southward, 
in accord with the regional structure. The relation of the structure 
of the rocks in this area to the geologic structure in other parts of 
southwestern Pennsylvania is shown in Plate 7. 

The structure of the surface and near-surface rocks of the New 
Kensington quadrangle is shown on Plate 2 by means of contours 
drawn at intervals of 20 feet, based on the Upper Freeport coal. 
For use in field work the topographic base map was enlarged to 
the scale of 2 inches to the mile, and the key beds on which the 
contours are based, chiefly the Upper Freeport coal and the Ames 
limestone and locally the Cambridge (“Pine Creek") and Brush 
Creek limestones, were traced along the hillsides. "The altitudes of 
outeropping key beds were obtained by a telescopic alidade and 
plane table survey. In addition, underground altitudes on the Upper 
Freeport coal were obtained from maps of the large coal mines in 
the quadrangle, supplemented by the records of several score diamond- 
drill holes that were put down to test the occurrence of coal in un- 
mined areas. Although contours afford the most accurate and com- 
prehensive means of portraying structure on a map, it is evident that 
the accuracy with which they show the structure depends on the 
number and areal distribution of points at a given horizon whose 
altitudes are determined. In those parts of the quadrangle where 
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data are scarce the contours necessarily are more generalized than 
in the areas in which information is abundant. 

In the New Kensington quadrangle the strueture contours show 
that the surface and near-surface rocks are gently warped into broad 
undulating folds—the Kellersburg and Amity antielines and the 
MeMurray and Bradys Bend synclines. 

McMurray syneline—The McMurray syncline, which forms the 
local axis of the Pittsburgh-Huntington Basin, is the northeastward 
extension of the Nineveh syncline, from which it branches off in the 
Carnegie quadrangle, southwest of Pittsburgh. In the lowest point 
in this syncline, near the southwest corner of Peansylvania, which 
is one of the lowest points in the basin, the Pittsburgh coal is deeply 
covered by overlying rocks and lies at an altitude of only 100 feet 
above sea level. From this low point the rocks rise northeastward 
along the axis of the basin, and near the southern border of the New 
Kensington quadrangle, a mile east of Etna, near the axis of the 
MeMurray syncline, the Pittsburgh coal crops out near the crest of 
a hill at an altitude of 1,180 feet above the sea. There the Upper 
Freeport coal lies below the surface at an altitude of 540 feet above 
sea level. From this point the axis of the McMurray syncline extends 
northeastward, crosses Rich Hill, where the Pittsburgh coal crops 
out on several hilltops, and crosses Bull Creek just below Millers- 
town, and 3% miles beyond Bull Creek this syncline passes into the 
Freeport quadrangle. In its course through the New Kensington 
quadrangle in a distance of 16 miles the axis of the McMurray syncline 
rises 300 feet. 

Amity anticline—The Amity anticline, which lies immediately 
southeast of the McMurray syncline and is named from the town of 
Amity, in Washington County, has been traced by M. E. Johnson, of 
the Pennsylvania Geological Survey, across the Pittsburgh quad- 
rangle. The axis of this fold enters the New Kensington quadrangle 
at the town of Verona and leaves it 2 miles north of Tarentum. 
South of the Allegheny River the Amity anticline is marked by a broad 
knob, on which the horizon of the Upper Freeport coal has an altitude 
of 660 feet. Immediately north of the river a shallow saddle marks 
the axis of this fold, northeast of which the Amity anticline is charac- 
terized by a sharp nose, culminating in a small knob 1X miles north of 
Tarentum, where the altitude of the Upper Freeport coal is 920 feet. 
Along the nose the strata rise 260 feet along the axis in 4 miles. This 
part of the Amity anticline marks the Bull Creek gas field. 

Kellersburg anticline.—The Kellersburg anticline has been traced 
through the Clarion, Rural Valley, Kittanning, and Butler quad- 
rangles, where it is a strongly developed fold along the crest of 
which much natural gas has accumulated. This fold enters the New 
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Kensington quadrangle 1% miles west of the northeast corner and 
extends southwestward across the entire area. The axis of the 
Kellersburg anticline plunges steeply to the southwest, causing the 
Upper Freeport coal to descend from an altitude of 1,140 feet at the 
northern border of the quadrangle to 840 feet in West Deer Town- 
ship, a drop of 300 feet along the axis in a distance of 10% miles. 
A natural-gas field, now considerably depleted, is located along this 
anticline in the northern part of the quadrangle. 

A saddle across the axis interrupts the continuity of the Kellers- 
burg anticline, south of which the axis is shifted a mile to the west. 
A knob is developed along the axis of the anticline, centering midway 
between Wildwood and Dorseyville. South of this knob the axis of 
the Kellersburg anticline again plunges southwestward and the Upper 
Freeport coal descends along the axis from an altitude of 940 feet to 
700 feet in a distance of 6% miles. The steepest dips in the quadrangle 
are in Indiana Township, where the rocks descend 340 feet in 3 miles 
from the knob on the Kellersburg anticline to a low point in the Me- 
Murray syncline. 

Bradys Bend syncline-—The Kellersburg anticline is the western- 
most of the well-developed northeastward-trending folds in this lati- 
tude in Pennsylvania. Farther west the folds are more irregular and 
less pronounced. On the western flank of the Kellersburg anticline 
the rocks descend to a comparatively shallow trough that marks the 
south end of the Bradys Bend syncline, which has been traced from 
the New Kensington quadrangle across the Butler quadrangle to the 
type locality in the Kittanning quadrangle. The axis of the Bradys 
Bend syncline enters the New Kensington quadrangle in eastern Penn 
Township, Butler County, where the altitude of the Upper Freeport 
coal is 980 feet, and extends southward across: the eastern part of 
Middlesex Township. In the northwestern part of West Deer Town- 
ship the axis of this syncline turns abruptly westward across Richland 
Township, in the southwest corner of which the axis again trends 
southward, and at the point where it leaves the quadrangle the alti- 
tude of the Upper Freeport coal is 720 feet. The western limb of the 
Bradys Bend syncline, in the area here considered, is marked by a west- 
ward-trending strike and a low southerly dip of the rocks. 

Faults near Bakerstown station.—Faults, although not uncommon in 
parts of the plateau province adjacent to the Allegheny Front, are 
of rare occurrence in the interior of the province. A small zone of dis- 
location, however, is developed in the New Kensington quadrangle, 
in the cut of the Baltimore & Ohio Railroad a few hundred feet north 
of Bakerstown station, Richland Township. The dislocations are 
exposed only in the railroad cut and are of such small extent that they 
are not shown on the map. 
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The exposed rocks are lenticular beds of sandstone, shale, and coal, 
Occurring near the middle of the Conemaugh formation. In the 
upper part of the railroad cut the strata lie almost flat, but in the 
lower part of the cut, just above the railroad tracks, the beds dip 
southward at angles locally as steep as 45°. At the north end of the 
cut the fault plane dips northward at an angle of about 45° and the 
dislocation of the beds in the steep face of the cut is estimated to 
be about 40 feet. Apparently there was local tilting, faulting, and 
erosion of the lower beds before the deposition of the overlying strata. 


DEEP-LYING ROCKS 


Sketch contours based on the top of the Hundred-foot sand, in 
those parts of the quadrangle where well records are available, are 
fairly accordant with the contours based on the Upper Freeport coal. 
The two sets of contours show that the folds in the surface and 
near-surface rocks of Pennsylvanian age are also developed in the 
Mississippian and uppermost Devonian beds, notwithstanding the 
intervening unconformity, but from the information available the 
detailed structure of the oil and gas sands for any considerable area 
in the New Kensington quadrangle can not be determined. 

The structure of the very deep-lving beds, such as the Oriskany 
group and the Tuscarora quartzite, which are likely to be tested for 
oil and gas, is not indicated by the structure of the outeropping beds 
because of the eastward thickening of the rocks. For instance, be- 
tween the Geary well (Peoples Gas Co. well No. 770), 15 miles west 
of Pittsburgh, and the Booth « Flinn well (Peoples Gas Co. well 
No. 1588), 4 miles northwest of Ligonier, a distance of about 50 
miles, a bed of sandstone that lies approximately at the Oriskany 
horizon descends eastward about 800 feet, whereas between these 
two wells the Pittsburgh coal rises eastward about 1,500 feet. 


COAL 
HISTORICAL SKETCH 


The New Kensington quadrangle is in the north-central part of the 
northern Appalachian bituminous coal region. (See fig. 5.) It lies 
just north of the main area of the Pittsburgh coal bed, only a few 
small outliers of which remain in the area here described as erosion 
remnants. This quadrangle is, however, underlain by the Upper 
Freeport coal, which is unusually thick and is extensively mined. 
Another bed of coal, the Bakerstown, which lies between the Upper 
Freeport and Pittsburgh beds but which is of comparatively little 
value, is mined locally. The coal beds below the Upper Freeport 
have not yet been thoroughly tested. 
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The Upper Freeport coal is reported to have been first mined 
commercially in the New Kensington quadrangle about 1830, near the 
mouth of Bailey Run, for use in boiling brine in making salt. The 
brine was obtained from sandstone of the Pottsville formation, 400 
feet below the Upper Freeport coal." Other small mines were 
opened up about that time in this general vicinity. Between 1850 
and 1860 a mine was operated below the mouth of Bailey Run, from 
which coal was shipped on the Pennsylvania Canal and later on the 
West Penn Railroad. 
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FIGURE 5.—Map of northern Appalachian bituminous coal region. The rectangular outline shows 
the position of the New Kensington quadrangle 


At the time of the examination of this area by the Second Geo- 
logical Survey of Pennsylvania, in 1876, a number of small country 
banks on the outcrops of the Pittsburgh, Bakerstown, and Upper 
Freeport coal beds were in operation. But for many years !8 the only 
operating mine of any considerable capacity in this area was the one 
at the mouth of Bailey Run, worked by McFetridge Bros. (No. 9)." 


gheny River in Allegheny, Butler, and Westmoreland Counties, Pa.: Eng. Soc. Western Pennsylvania 
Proc., vol. 40, p. 28, 1924. 

V White, I. C., Report of progress in the Beaver River district: Pennsylvania Second Geol. Survey 
Rept. Q, p. 147, 1878. 

18 Rayburn, J. M., op. cit., p. 28. 

19 Numbers after the names of coal mines refer to their location on the economio-geology map (pl. 2). 
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year the McFetridge mine is credited, by the Pennsylvania Depart- 
ment of Mines, with an output of 17,324 tons. 

Intensive development of the thick Upper Freeport coal area dates 
from about 1900. The Cornell mine (No. 8) and the Creighton mine 
(No. 12), in East Deer Township, the Harwick mine (No. 6), in 
Springdale Township, and the No. 1 Bessemer mine (No. 15), in 
West Deer Township, Allegheny County, and the No. 1 Valley Camp 
mine (No. 10), in Lower Burrell Township, Westmoreland County, 
were in operation between 1901 and 1903. After that development 
was rapid. During the last year of the World War the coal mines 
of the New Kensington quadrangle produced 4,375,574 short tons, 

The stratigraphic occurrence of the beds of coal and the intervals 
between them are outlined in the description of the formations and 
are illustrated in the columnar section (pl. 4) and ia the platted rec- 
ords of diamond drilling (pl. 5). The structure contours on the 
structure and economic geology map (pl. 2), showing the dip of the 
coal beds and the location of the axes of folding, afford information 
that is helpful in the location of shafts and mine workings in relation 
to economic haulage and drainage. 

The approximate depth of the horizon of the Upper Freeport coal 
beneath the surface at any locality in the quadrangle can be obtained 
from the map by subtracting from the altitude of the surface at the 
locality selected (indicated by the topographic contours, shown by 
brown lines) the altitude of the Upper Freeport coal (indicated by 
the structure contours, shown by red lines). Thus, the approximate 
depth of the Upper Freeport coal beneath the surface at the road 
crossing 1 mile north of Acmetonia is 349 feet (969 feet, surface 
altitude, minus 620 feet). 

The names and locations of coal mines and the locations of country 
banks in the New Kensington quadrangle are shown on the economic- 
geology map (pl. 2), and certain details of the occurrence, thickness, 
and character of the coal beds are given below. 


UPPER FREEPORT COAL 


In the New Kensington quadrangle the Upper Freeport coal crops 
out in several small areas, and its horizon underlies the remaining 
part of the quadrangle at depths beneath the surface indicated by 
the contour lines on the structure map. 

The Upper Freeport coal bed crops out in the valley of the Alle- 
gheny River and its tributaries—Bull Creek and Wilson and Bailey 
Runs—in the vicinity of Tarentum. It is also exposed where sev- 
eral streams have cut down to its horizon along or adjacent to the 
axis of the Kellersburg anticline in Coal Hollow along Sarver Run, 
in the valleys of several headwater tributaries to Bull Creek, and 
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in the valley of Pine Creek above Glenshaw. The Upper Freeport 
coal also crops out in the valley of Glade Run in the northwest 
corner of the quadrangle. (See p. 39.) 

In this quadrangle the Upper Freeport coal varies considerably in 
thickness. Locally it is almost 10 feet thick, it averages more than 
7 feet over a large area, and in places it disappears. The Upper 
Freeport coal is reported absent in a few drill holes west of the Alle- 
gheny River in the vicinity of Glenover, and the coal is also locally 
missing in the valley of Pine Creek above Elfinwild. 

The approximate area in which the Upper Freeport coal attains 
such increased thickness that it is known as the thick Upper Free- 
port bed is shown in Figure 4. The boundary of the area is subject 
to revision, as a result of future mining operations and of more core 
drilling. The map indicates that about 88 square miles of the New 
Kensington quadrangle is underlain by the thick Upper Freeport 
coal. 

The thick Upper Freeport coal bed is rather uniform over large 
areas, although mining operations have indicated that the coal is 
locally absent in so-called “faults” or barren areas. The coal is 
underlain by soft gray clay that ranges in thickness from a few 
inches to 3 or 4 feet. The lower 8 to 12 inches of the bed consists 
of layers of coal separated by thin partings of clay and shale, above 
which is the main lower bench, consisting of 30 to 40 inches of clean 
coal, which is the most valuable part of the bed. Bony coal high in 
ash, several inches to a foot in thickness, separates the lower bench 
from the upper bench, which consists of 32 to 34 inches of coal that 
contains somewhat more ash than the lower bench. The roof is 
variable. Over part of the area, estimated by Rayburn to be about 
20 per cent, the thick Upper Freeport coal is overlain by carbonaceous 
shale, which in places grades into canneloid shale or cannel coal 
high in ash, ranging from a few inches to 3 or 4 feet in thickness. 
Elsewhere the coal is overlain by gray sandy shale. (See fig. 6.) 

In mining the general practice is to remove the upper and lower 
benches and the intervening bony coal and to leave the lowermost 
few inches of thin coal and partings as the floor and the cannel coal 
and shale as the roof. The bony coal, which is high in ash, is dis- 
carded. 

The thick Upper Freeport coal has been examined microscopically 
by Thiessen,? who reports that the bed differsin composition vertically. 
The lower bench consists chiefly of bands of “bright coal" inter- 
bedded with subordinate ‘‘dull coal," and the upper bench consists 
of more “dull coal” and relatively less “bright coal." At the top of 
the bed the cannel coal contains comparatively little bright coal. 


1 Thiessen, Reinhardt, A microscopic study of the Freeport coal bed, Pennsylvania: Carnegie Inst. 
Technology Bull. 2, 1922, 
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FIGURE 6.—Sections of Upper Freeport coal in the New Kensington quadrangle 
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According to Thiessen, the “bright coal,” called “anthraxylon,” is 
that part of the coal which is derived from the woody or cellulosic 
constituents of plants, such as fragments of stems, branches, twigs, 
and roots. The “dull coal," called “ attritus," consists of various 
plant products, such as spores, eutieles, resinous matter, waxes, and 
gums. The cannel coal consists largely of spore matter; it contains 
inuch humie but very little woody material. 

The question has been raised whether the thick Upper Freeport 
coal represents the union of the Upper and Lower Freeport coal 
beds, which, in the vicinity of Freeport, Pa., are separated by 
about 50 feet of intervening sandstone and shale. Consideration 
of the facts, however, shows that the two beds do not coalesce. 
Throughout the area in the New Kensington quadrangle occupied by 
the thick Upper Freeport coal, wherever tested, the coal lies on a 
bed of soft underclay, which overlies the Upper Freeport limestone. 
The coal bed has been traced eastward in the valley of the Allegheny 
River, and its identity has been established with the Upper Freeport 
bed in the type area. "The local thickening of the bed occurs in its 
upper part, indicating that coal-making conditions continued longer 
in the area occupied by the thick Upper Freeport coal than elsewhere. 
Drill holes put down through the thick Upper Freeport coal show the 
presence of the Lower Freeport coal at its normal horizon, between 
40 and 60 feet below. 

The following sections were measured in areas where the Upper 
Freeport coal crops out. (See pl. 2.) 

In Coal Hollow, Buffalo Township, Butler County, the Upper 
Freeport coal is exposed in a narrow strip about three-quarters of a 
mile long, near water level in Sarver Run. Small country banks in 
this area have been opened for many years, and the following section 
is typical: 


Section of Upper Freeport coal in old Joe Reith mine, in Coal Hollow 
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Limestone (Upper Freeport). 


The Upper Freeport coal crops out for a distance of 2% miles below 
Lardintown in Clinton Township, in the valley of a branch of Bull 
Creek, and several country banks have been opened in this area, as 
shown on the map. Near one of these openings the following section 
was measured: 
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Section of Upper Freeport coal and associated beds near Lardintown 
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The Upper Freeport coal crops out in the upper valley of Bull Creek 
in Clinton Township, Butler County, and in West Deer and Fawn 
Townships, Allegheny County, where it has been opened in several 
country banks and in two mines—the Mar mine of the North Butler 
Coal Co. and the Sun mine of the Sun Coal Co.—from which coal is 
shipped over the Bessemer & Lake Erie Railroad. 

The following section in the Mar mine, near the northern part of 
this area, is reported by J. D. Sisler, of the Topographic and Geologic 
Survey of Pennsylvania.“ 


Section of Upper Freeport coal in Mar mine, Clinton Township, Butler County 
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Near the middle of this area is the Sun mine, of which the following 
section is reported by Sisler: 


Section of Upper Freeport coal in Sun mine, Clinton Township, Butler Count 
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Near the southern part of this area, half a mile south of Cunning- 
ham, the following section was measured by the writer: 


Section of Upper Freeport coal at Dawson country bank, West Deer Township, 
Allegheny County 
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м Sisler, J. D., Bituminous coal fields of Pennsylvania, pt. 2, p. 93, 1926. 
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Near the western part of this area, 1% miles west of Cunningham, 
the following section was measured by the writer: 


Section of Upper Freeport coal at Settlemeyer country bank, Clinton Township, 
Butler County 
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In the lower valley of Bull Creek the Upper Freeport coal is exposed 
for a distance of 3 miles above Tarentum, and in this area there are 
several country banks and one mine with railroad connections. Part 
of the workings of the Avenue mine of the Allegheny Coal € Coke 
Co. at Brackenridge, in the Freeport quadrangle, extend into the Bull 
Creek area of the New Kensington quadrangle, and the creek is 
erossed a mile above Tarentum by a viaduct that connects parts of 
the mine on both sides of the valley. 

On McDowell Run, half a mile above its mouth, the following 
section is exposed: 


Section of Upper Freeport coal on McDowell Run, Fawn Township, Allegheny 
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Measurements of the coal bed in the lower valley of Bull Creek, 
in the Avenue mine and in several country banks Van Thiel, Porter, 
Haas, and Fawn No. 2—show a bony-coal roof overlying the main 
bench, consisting of 34 to 37 inches of coal, below which is a 1-inch 
parting and a lower bench of coal 3 to 5 inches thick resting on a 
floor of clay. 

The Upper Freeport coal is exposed near water level along both 
banks of the Allegheny River for a distance of about a mile below 
Tarentum. The dip causes the bed to pass beneath the surface on 
the south side of the river near Valley Camp and on the north side of 
the river near Hite, as shown on Plate 2. The outerop of the coal 
also extends up Wilson and Bailey Runs a little more than a mile. 

Throughout the rest of the quadrangle, except in the small areas 
in the valley of Pine Creek above Glenshaw and in the valley of Glade 
Run, in the northwest corner of the quadrangle, the horizon of the 
Upper Freeport coal is underground at different depths beneath the 
surface, which may be determined for any part of the area from the 
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structure contours, as stated on page 33. Measurements of the 
Upper Freeport coal taken in the mines are given in Figure 6. 

The Upper Freeport coal is reported to have been mined at Glen- 
shaw about 1900. Remains of the old workings indicative of rather 
extensive operations were to be seen in 1921, but the mine then was 
abandoned. At the time of the writer’s examination of this area a 
small country bank was being operated by the W. H. Porter Coal 
Co. just north of Glenshaw, in Shaler Township, Allegheny County. 
The coal was reached by a shaft 30 feet deep. 


Section of Upper Freeport coal in W. H. Porter mine, Glenshaw 


Coal, bony. Ft. in. 
N imo Т A ЧИНИ A A AE 2 11 
rr м 
тыб ше М. کہ‎ ЧА? BON. AAA КАРАМА, д. a e 4 

Clay 


This section is typical of the coal as mined in several small country 
banks in the valley of Pine Creek between Mount Royal and Glen- 
shaw. In the railroad eut at Mount Royal the following section is 
exposed: 


Section of Upper Freeport coal in railroad cut al Mount Royal, Shaler Township, 
Allegheny County 


Sandstone (Mahoning). wel fh. 
e O . HE 8 
anm tm ä чу. O 
WS. a la io کے‎ о 2 4 
Limestone (Upper Freeport) --- -------- --------------- 2 
OR Eray (Bolivar) 22. 221222510 ПУСТЫ SERIE 6 
Shale. 


North of this place, within the area occupied by the outerop of the 
Allegheny formation, the Upper Freeport coal thins out and locally 
disappears. In the vicinity of Wildwood, however, in the Wildwood 
mine (No. 22), which was opened after field work in this quadrangle 
was completed, the coal is present in thick beds. 

In the valley of Glade Run in the northwest corner of the quad- 
rangle the Upper Freeport coal is exposed for a distance of about 2 
miles. Three small abandoned country banks were mapped in this 
area. Where the coal was measured it was 20 to 22 inches thick. 
'The roof in the openings is sandy shale, and the floor is clay. 

The principal mines in the New Kensington quadrangle that operate 
on the thick Upper Freeport coal are listed below. With the exception 
of four drift or slope mines that are located on the outerop, they are 
all shaft mines. 
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Mines in New Kensington quadrangle operating on the thick Upper Freeport coal bed 


No. | | 
> | Name of mine Location Opening Name of company 
pl.2| | | 
1 | New Field No. 1.... Near Milltown....| Shaft | New Field By-Products Coal Co. 
2 |, Oak most. .—.-.-— ә Barking...........|. det aa | Hillman Coal & Coke Co. 
3 | Springdale..... „ Shaft and tun- Allegheny-Pittsburgh Coal Co. 
nel under 
river 
AE u... Harmarville... Ы 5117 | RIE Consumers Mining Co. 
N A er { { Inland Collieries Co. 


CT AMS Harwick Coal Co. 


US ас. PA Ду] is 2....--.-----| Crucible Fuel Co. 
9 | MeFetridge------------ | а ге ighton 22, Poo. EA 5 Bros. Coal Co. 
10 | Valley Camp No. 1. Valley С amp-----| .d0..........| Valley Camp Coal Co. 
12 | Greighton. 25.2... | Creighton. -|----.do ^ Pittsburgh Plate Glass C 
14 | Bessemer No. 2..... Russelton Shaft. Republic Iron & Steel Co 
15 | Bessemer No. 1 Р . Do. 
16 | Superior No. 11 ER Superior Fuel Co. 
F Culmerville. ¡PEZ ASCHE, Ford Collieries Co. 
18 | Berry.... JUNI IZ, ARTS | TER Do. 
. ....do — er, 7 ua Do. 
TOLL Dorsey ville _ 2220527. | John G. Bart, agent. 
— 5n] cdi — "o ms ышы MA Harrison & Quinette. 
22 | Wildwood... | Wildwood- | aM | Butler Consolidated Coal Co. 


'The location of these mines, the depth of the coal beneath the 
surface, and the dip of the beds are shown on Plate 2. "Typical 
measurements of the coal bed are given in Figure 6, and analyses of 
the coal are given on pages 44—45. 


BAKERSTOWN COAL 


The Bakerstown coal was named in 1878 by I. C. White * from 
Bakerstown, Richland Township, Allegheny County, where the bed 
lies about 90 feet below the Ames limestone. This coal is character- 
istically lenticular and irregular in its occurrence. In the general 
vicinity of Bakerstown the bed includes several layers of shale. 

At the time when the quadrangle was examined for the present 
report only two country banks were being operated on the Bakers- 
town coal—one in Richland Township, Allegheny County, and the 
other in Adams Township, Butler County. Remains of several 
abandoned openings on this bed were observed in the general vicinity 
of the type locality of the coal in the northwestern part of the quad- 
rangle, but elsewhere in the quadrangle this bed apparently is poorly 
developed. Very few “blossoms” of the Bakerstown coal were 
observed along the roadsides. 

In a small country bank located in a gully along the road close to 
the western border of the quadrangle, 1% miles northwest of Valencia, 
in Adams Township, Butler County, the following section was 
measured : 


м White, I. C., Report of progress in the Beaver River district, Pennsylvania Second Geol. Survey 
Rept. Q, p. 102, 1878. 
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Section of Bakerstown coal 1% miles northwest of Valencia 


Ft. їр 
Saeed... A en 2 
CCC 34 
Pre TEE EEE t TER РТ ES 2.8 


Clay, soft gray. 


In the Fisher country bank, just east of the Butler plank road 
1 mile south of Bakerstown, the following section was measured and 
the upper bench of coal was sampled for analysis. (See p. 45.) 


Section of Bakerstown coal 1 mile south of Bakerstown 


Shale. Ft. in. 
OPES BODY ЬЬ o de ai 2 
Goal (eamnled for j => ame cancer af RERS ba 
EI EN RENTE rad м 
P ͤ— E EN А > 415 
zn EE Laura у Se aie e Re oe omi E 2 314 
сол я M „гл Ж A ce ee mta st s aen ue eg da uo ur os Gans ica a ui do Ub I OD 7 
Clay 


PITTSBURGH COAL 


Erosion remnants of the Pittsburgh coal cap a number of hilltops 
in the New Kensington quadrangle, as shown on Plate 2. At one 
time or another, dating back to the time when the country was first 
settled, the Pittsburgh coal has been opened and mined on every 
hilltop where it occurs within the quadrangle, and the small original 
reserves have been in large part exhausted. 

When the quadrangle was examined by the writer only a few 
country banks, the location of which is shown on the economic- 
geology map, were in operation on the Pittsburgh coal. Most of them 
are on the series of knobs known as Rich Hill, in Indiana Town- 
ship, Allegheny County. The largest body of Pittsburgh coal in the 
quadrangle is in the hill 1 mile south of Logans Ferry, in Plum 
Township, Allegheny County. In none of these openings was the 
entire thickness of the bed exposed. "The greatest thickness measured 
was 44% inches of coal in the mine three-fourths mile southeast of 
Logans Ferry. The coal bed is reported to be locally 8 feet 6 inches 
thick. 

COAL BELOW THE UPPER FREEPORT 


Very little information is available concerning the coal beds below 
the Upper Freeport in the New Kensington quadrangle. These 
beds are not exposed in this area, and because of the great value and 
widespread distribution of the Upper Freeport coal the lower coals 
have not yet been thoroughly tested. 'The records of the few dia- 
mond-drill holes that have been put down below the Upper Freeport 
coal, examined by the writer, show the local presence of thin, variable 
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beds of coal in the general position of the Lower Freeport, Upper, 
Middle, and Lower Kittanning, Clarion, and Brookville beds, but no 
one section shows the presence of coal at all these horizons. The 
locations and details of the drilling can not be published. A bed of 
coal in the approximate position of the Lower Kittanning, lying 
between 168 and 203 feet below the Upper Freeport, seems to be the 
most persistent. So far as the writer is aware, it has not been deter- 
mined whether any bed of coal in this quadrangle below the Upper 
Freeport is of workable extent and thiekness under present condi- 
tions. More drilling must be done in this area to establish the value 
of these lower coal beds. 


CHEMICAL CHARACTER AND USE 


The analyses of mine samples of the Upper Freeport coal from the 
New Kensington quadrangle, given on pages 44-45, show its chemical 
character. The samples were collected in the mines by representa- 
tives of the United States Geologieal Survey or the United States 
Bureau of Mines, in accordance with the standard method of sampling, 
by making a cut from the roof to the floor across a fresh face of the 
bed and rejecting the partings discarded in mining. After the samples 
were pulverized and quartered down they were sealed in a galva- 
nized can and sent to the laboratory of the United States Bureau of 
Mines, where they were analyzed under uniform standard conditions. 

A proximate analysis, showing the percentage of moisture, volatile 
matter, fixed carbon, and ash was made of all the samples. The 
heating value of each sample, expressed in British thermal units, was 
also determined. An ultimate analysis, showing the percentage of 
carbon, oxygen, hydrogen, nitrogen, and sulphur, was made of 
some samples. As indicated, some of the samples represented only 
the lower coal bench of the Upper Freeport bed, others the upper 
bench, and others the cannel shale or coal. Only two analyses are 
available of the bony coal that separates the upper and lower benches. 

The results of the analyses are given in three forms: Form A 
shows the composition of the sample as received at the laboratory and 
represents the condition of the coal in the mine at the time of sampling. 
Form B shows the composition of the coal calculated as theoretically 
free from moisture. Form C shows the composition of the coal 
calculated as theoretically free from moisture and ash. Forms B and 
C do not indicate the composition of the coal as commercially mined 
and marketed. 

The analyses show that the Upper Freeport bed in the New Ken- 
sington quadrangle is a high-volatile bituminous coal, having a fuel 
ratio (fixed carbon divided by volatile matter) of about 1.5 and a fixed 
carbon content on a moisture and ash free basis of about 61 per cent. 
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The coal is low in moisture and moderately low in sulphur, and 
the main benches are moderately low in ash. 

A typical sample “as received” has approximately the following 
composition expressed in percentages: 


Meiste ee eee a 2 
. eee et DRE AS За: 36 
EPI OEP ого ТИ ß EA Ф504: 55 
EA A AAA ESTOS ERE e 7 


This coal is extensively used for making steam and is highly valued. 
Two large power plants operating on coal from the New Kensington 
quadrangle are located in this area. The Springdale plant of the 
West Penn system uses coal from the Springdale mine, and the Colfax 
plant of the Duquesne Light Co. at Cheswick, uses coal from the 
Harwick mine. 
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PRODUCTION AND RESERVES 


Statistics of the production of coal by mines in the New Kensington 
quadrangle, for the period 1890-1926, given in the following table, 
were compiled from figures furnished by the Pennsylvania Depart- 
ment of Mines. The table shows that during this period more than 
76,000,000 tons of coal were produced in the quadrangle. 

Coal produced in the New Kensington quadrangle, 1890-1926 


[Figures furnished by Department of Mines, Commonwealth of Pennsylvania] 


Mine Operator Net tons 
f 
| 
те A A Ford Oollieties — sae is 5 232, 897 
Francis. БИК Wenn 5 
Benjamin do.. 


Pitts sburgh Plate Glass Co. 


Creighton.. - -| 
Walley Geni Coal Oo. ias 


Valley Camp No. 1. 


Van Thiel........ AA TA Coal (0... cn ro teen eee ee ` 118, 598 
Cornell No. 1. A 'Orticible.Fuel Go... us SS 5,040, os 
Camp No. 1.. ed: Bull Creek Coal Co 6 
клы, LAA A IIA 

Haas Haas Сой! Со. Ie Rae а 

Kohlen. F. Kohlen Coal Co 


Lincoln Coal Co. 


Lincoln. . EH 
MeFetridge Bros. ( "onal Co 


MeFetridge No. 1 


PTT QM A SU SLUT I A --| North Butler Coal Co 

Mutual No. А E -.| Culmerville Coal Co 
EEE — ER J. C, Porter Coal Co.... 
Peterson. | West Tarentum Fuel Co 


Sun ee د‎ > Sun Coal Co . 
Bessemer No. 1. Republie Iron & Steel Co. 


Bessemer No. do inate 2 dus qi $ 
Harwick.... Harwick Coal & Coke Co "en RIED 8, 631, 021 
Harmar..... Consumers Mining Co - M EE 2, 099, 563 
Indianola No. 1. Inland ori T, qe c E 2, 909, 504 
Logans Ferry.. Logans Ferry Coal Co... Sone ee 24, 077 
Mink..... John G. Bart, agent m" EP 15, 000 
Oakmont No. 1. - ...-----| Hillman Coal & Coke Co — — 1.575, 700 
NEE ET ч I Monaten. Piel Со... аа еи ў 1,631, 057 
d Superior Fuel Co a MC 2, 960, 657 
T Allegheny-Pittsburgh Coal Co.............. — 2, 062, 164 
Thomas..... ...| Harrison & Quinette eects - -— 61, 252 
T Tarentum Coal & Stone Co & — 101, 071 
New Field No. 1.. ------| New Field By-products Coal Co- x E 372, 953 
VA у, RA EE ma nz — З И RER = 70, 353 
76, 333, 606 


The reserves of thick Upper Freeport coal іп the New Kensington 
quadrangle can not at present be accurately determined because of 
insufficient data; only a rough estimate can now be made. By 
assuming an average thickness of coal, minable under present condi- 
tions of operation, of 68 inches (composed of 33 inches in the upper 
bench and 35 inches in the lower bench) and an area of 88 square 
miles (indicated by fig. 4 but subject to revision) underlain by 
the thick bed, then on the basis of 1,800 short tons to the acre-foot 
and deducting the coal already mind, the indicated quantity of 
unmined coal is 500,000,000 tons. This tonnage will be reduced by 
losses in mining. 

In the part of the quadrangle that is not underlain by this thick 
bed the reserves of the Upper Freeport coal are still more doubtful, 
because the thickness of the bed is known in only a few localities and 
because of the presence of barren areas of unknown extent in which 
the coal is absent. These reserves may amount to 300,000,000 tons. 
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OIL FROM COAL AND SHALE 


The cannel shale at the top of the Upper Freeport coal bed is a 
Possible source of oil obtainable by distillation. The following 
table, compiled from a report by Fettke,? shows results of labora- 
tory tests of several samples from mines in the New Kensington 


Quadrangle. 
Oil from cannel shale 


| 
| Thick- | Oil per 
ness of | ton of 
shale shale 


Thick- | Oil per 
Source of sample | ness of | ton of 


Source of sample - mí 
shale shale 


o Ft. in. Gallons Ft. in. | Gallons 
akm A na 11 25.5 1 : 7 I DER" 3.7 
= I F .ı 9| 255 Superior mine No. 1. { 22 3 “1% 
eighton mine.. ( ^2 13.4 || Benjamin mine.... W ORES 27.3 
Bessemer mine No. 2 1 7 26.4 || Francis mine ЕЕ 3 6 31.4 
| Berry mine 2 4 30.0 

2 Lower part of bed 3 feet 4 inches thick. * Lower part of bed 3 feet 5 inches thick. 

* Upper part of bed 3 feet 4 inches thick. 4 Upper part of bed 3 feet 5 inches thick. 


When it becomes economically possible to extract oil from oil 
Shale and coal, although shale is an important reserve, coal will have 
certain advantages over shale. The residue from the distillation of 
coal is a valuable fuel, whereas spent shale is practically worthless. 
Moreover, recent experiments on the liquefaction and hydrogenation 
of coal indicate that the yield of oil from coal will be greater than that 
from shale. Some method of processing coal doubtless will eventually 
be practiced. 

OIL AND GAS 
REVIEW OF THE NORTHERN APPALACHIAN REGION 


The New Kensington quadrangle forms part of the northern 
Appalachian oil and gas region, which occupies an area of elliptical 
outline extending northeastward across the Appalachian Plateaus, & 
distance of about 500 miles. The region includes many fields in 
southeastern Ontario, New York, Pennsylvania, West Virginia, 
eastern Kentucky, and central and eastern Ohio. In its broadest 
part, across the panhandle of West Virginia, it 1s about 150 miles 
wide. (See pl. 9.) 

In the Appalachian region there are not many surface indications of 
oil and gas, although oil from a few springs, as along Oil Creek, in 
Venango County, Pa., and near Cuba, Allegany County, N. Y., 
was used by the Indians for medicinal purposes, and a number of 
seepages of natural gas, “burning springs," were known to the early 
settlers. During the first half of the last century oil was found in 
numerous brine wells, used in making salt, in western Pennsylvania, 
West Virginia, and southeastern Ohio. Some of these salt wells were 


a" Реке, C. R., Oil resources in coals and carbonaceous shales of Pennsylvania: Pennsylvania Geol. 
Survey, 4th ser., 1923, 
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near Tarentum, in the New Kensington quadrangle. There was 
little use for the oil thus obtained, and the salt makers considered it 
a nuisance. Toward the middle of the century, however, when the 
whale-oil industry, which then furnished the main supply of illu- 
minating oil, began to decline, it became necessary to find a sub- 
stitute. A beginning in obtaining a new supply was made by dis- 
tilling oil from coal and bituminous shale, but the new industry had 
not become established when it was abruptly terminated in 1859 by 
the discovery of oil in the Drake well. 

The Drake well, in the valley of Oil Creek, Venango County, 
near Titusville, Pa., 60 miles north of the New Kensington quad- 
rangle, was the first successful well drilled for oil. Down to 1865 
production was practically confined to the valley of Oil Creek and 
adjacent areas, chiefly in Venango County, but in 1864 and 1865 oil 
was found near the southern boundary of the State in shallow sands 
in the valley of Dunkard Creek, Greene County. Although a number 
of years passed before the area between Oil Creek and Dunkard 
Creek was developed, fields were opened up in the decade beginning 
with 1865 in Clarion, Armstrong, and Butler Counties, and natural 
gas was discovered in the New Kensington quadrangle in 1874. 

The Bradford field, in MeKean County, Pa., and Cattaraugus 
County, N. Y., which has produced more oil than any other pool 
east of the Mississippi River, was discovered about 1871 and reached 
its peak in 1881. During these years excitement ran so high in the 
Bradford district that operations in other areas were almost suspended. 

In 1882 discoveries in southern Butler County, at Baldridge and 
Thorn Creek, only a few miles north of the New Kensington quad- 
rangle, marked the revival of the “lower country," and during the 
decade beginning with 1880 the Pittsburgh district was connected by 
pipe lines with several large natural-gas fields, including the Murrys- 
ville field, in Westmoreland County, the Hickory field, in Washington 
County, and the Tarentum field, in the New Kensington quadrangle. 
In 1886 several large wells in Washington County came in, and in 
1889 the Brush Creek field, in Allegheny County, the Taylorstown 
field, in Washington County, and the Nineveh field, in Greene County, 
were opened up. The McDonald field, 10 miles southwest of the 
New Kensington quadrangle, which ranks as one of the great fields 
of the Appalachian region, was discovered early in 1891. The 
productive area of the State was in large part outlined before the end 
of the last century, and relatively few large fields, chiefly gas in the 
eastern part of the area, have since been discovered, 

The peak of production of petroleum for the State of Pennsylvania 
was attained in 1891, when the annual output was over 31,000,000 
barrels, and from this high mark the production decreased rapidly. 
By 1912 the annual output of Pennsylvania had declined to less than 
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8,000,000 barrels, and during the following 12 years it was almost sta- 
tionary. Since 1924, however, there has been an increasing output, 
due primarily to improved methods of recovery, chiefly flooding in the 
Bradford field. In 1927 the production of petroleum in Pennsylvania 
Was more than 9,500,000 barrels, or as much as it was 20 years pre- 
Viously. This output came from about 76,000 wells, and the average 
yield per well per day was only 0.3 barrel. These figures, in the ab- 
Sence of statistics for the New Kensington quadrangle, afford an in- 
dieation of general conditions in this area. 

The Appalachian field is underlain by beds of sandstone, shale, and 
limestone, ranging in age from Cambrian to Carboniferous, gently 
folded to form a synclinorium—the Pittsburgh-Huntington Basin. 
(See pl. 3 and fig. 3.) The productive strata are almost coextensive 
with the geologic column. (See table opposite p. 50.) From the 
Potsdam sandstone, of Upper Cambrian or Lower Ordovician age, 
Small quantities of natural gas have been obtained in central New 
York. The Trenton limestone, of Middle Ordovician age, also has 
Produced small quantities of gas in New York, and a limestone of 
Trenton or Black River age is the principal source of oil and gas in the 
Lima-Indiana field of northwestern Ohio and northeastern Indiana. 
The Albion sandstone, of Silurian age, is the source of much natural 
gas in western New York, and the so-called “Clinton” sand, at ap- 
proximately the same horizon, has yielded large quantities of natural 
gas and oil in central Ohio. The eastward and southward continua- 
tion of this horizon has been the objective of deep drilling, but on ac- 
count of the thickening of the section this horizon has not yet been 
reached by wells in southwestern Pennsylvania and northern West 
Virginia. 

In Pennsylvania the lowest strata from which oil or gas in com- 
mercial quantities has yet been obtained, with the exception of small 
quantities of gas from a sand at or near the horizon of the Albion sand- 
Stone along the lake front in Erie County, were encountered in the 
deepest well near Ligonier, Westmoreland County. There, in Peoples 
Gas Co. well No. 1842, gas has been obtained from beds at two prin- 
cipal horizons—one, in what may prove to be the Cayuga group, at a 
depth of 7,440 feet, and the other, at a depth of 6,827 feet, in beds of 
doubtful age which may be in the Oriskany group or possibly in the 
Onondagalimestone. A limestone at or near the horizon of the Onon- 
daga (‘‘Corniferous’’) limestone, of Middle Devonian age, is the prin- 
eipal productive bed in Kentucky, and some gas has been obtained 
from a bed at this horizon in New York.: Recently gas in wells of 
large initial capacity has been obtained in Tioga County, Pa., and 
in Schuyler County, N. Y., in the Oriskany sandstone. 

The most productive oil and gas sands of Pennsylvania, West Vir- 
ginia, and southeastern Ohio are of Upper Devonian and Mississippian 
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age. Locally a small output is obtained from beds of Pennsylvanian 
age. Some of the oil sands, such as the Berea sandstone (Mississip- 
pian), are persistent over wide areas, but in general the beds are 
characteristically lentieular. The productive sands of Upper Devon- 
ian age, which are well developed in southwestern Pennsylvania and 
northern West Virginia, thin out and disappear to the west, and in 
northwestern Pennsylvania, southwestern West Virginia, and eastern 
Ohio their horizons are represented by shale. 

The general stratigraphie position of the principal oil and gas sands 
in the northern Appalachian region is shown in the table opposite. 

The Appalachian oil and gas fields are characteristically elongated 
and occur in alinement with the major structural trends. The 
produetive sands commonly are lentieular beds, in which there are 
local streaks of coarser sand and gravel, that presumably were laid 
down parallel to the old shore lines of the sea in which the beds 
accumulated. Although a few of the oil and gas sands, in the Brad- 
ford field, for instance, maintain relative homogeneity over con- 
siderable areas, most of the sands are extremely variable and within 
short distances thicken or thin and merge with beds of different 
composition and texture. The sands show pronounced variations in 
porosity and permeability and differ in degree of cementation. Oil 
and gas oceur in the more porous “open” parts of the beds, in places 
regardless of structure, and are absent from the less porous “tight” 
parts. Some of the most productive fields of the Appalachian region 
are located along the feather edge of lenticular beds. 

Lithologie conditions play so important a part in the occurrence of 
petroleum in this area that there has been a tendency to underestimate 
the effect of structure, in spite of the fact that the anticlinal (structural) 
theory had its inception and first practical application in the Appala- 
chian region. "There is, however, in this as in other areas, a pro- 
nounced relation between the occurrence of oil and gas and the 
structure of the rocks. Gas tends to travel up the dip of the beds 
and is generally trapped in the tops of domes, the crests of anti- 
clines, or the structurally high parts of lenticular sands. Water, on 
the other hand, tends to migrate down the dip into structurally lower 
parts of the beds. Oil, containing gas in solution, occupies an inter- 
mediate position between the gas and the water if all three are present. 
Where water is absent oil may be found on the lower flanks of folds 
and in synclines. Where water is present but gas does not occur in 
abundance oil may accumulate on the crests of antielines. Where gas 
is plentiful it may occur not only along the crests of anticlines but on 
their flanks, and, in the absence of oil and water, even along the 
axes of synclines, especially in the upper parts of plunging synclines. 

Although many questions concerning the origin of petroleum are 
still unanswered, there is general agreement among geologists that 
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it is derived chiefly from certain aquatic plants and animals of low 
orders that accumulated in fine-grained clayey or calcareous sediments 
in the basins in which the oil sands were deposited. There are, 
however, differences of opinion regarding the mode of derivation of 
oil from the organic matter and the manner of aceumulation in the 
reservoir rocks. Many incline to the belief that petroleum is gen- 
erated by bacterial, chemical, and dynamic processes acting in the 
course of geologie time on the organic matter in the sediments. Oil 
may be driven from the source deposits and concentrated in the pore 
Spaces of the reservoir rocks by the compaction of the source beds, 
capillarity, the expansive force of gas dissolved in the oil, diastrophism, 
the pressure of water, and gravitation. The occurrence of a relatively 
impervious cap or barrier, such as shale, compact limestone, or 
indurated sandstone, tends to prevent the escape of the hydrocar- 
bons from the reservoir sands. 

Little is known of the source beds from which the oil and gas of the 
Appalachian region were derived, but it is believed that they are 
chiefly the dark shales that are associated with the producing beds. 
Under favorable conditions locally abundant source material was 
laid down with the sediments that are interstratified with the reser- 
Voir rocks. In some fields there may have been comparatively 
little migration of the hydrocarbons. The varying productivity 
of certain areas seems to have been controlled by the porosity, size, 
and structure of the reservoir beds and by the varying content of 
organic material in adjacent source deposits. 

OIL AND GAS IN THE NEW KENSINGTON QUADRANGLE 
GENERAL FEATURES 


The New Kensington quadrangle is situated in the east-central 
part of the northern Appalachian oil and gas region. (See pl. 9.) As 
early as 1845 small quantities of oil, associated with salt water in 
brine wells, were obtained in this quadrangle, but the oil had little 
value. The first successful well drilled in this area for oil and gas 
was sunk in 1874, 15 years after the completion of the Drake well. 
One of the first natural-gas pipe lines of any considerable length was 
laid in 1876 from a well at Lardintown, Clinton Township, Butler 
County, to a steel mill at Etna, a distance of about 17 miles. The 
quadrangle was rather generally drilled in the succeeding two decades, 
during which the main producing areas were discovered and the maxi- 
mum output was obtained. Information concerning the production 
is meager. The wells in the Wildwood field (p. 62) possibly were as 
large as any others. One of these is reported to have begun at the 
rate of 1,300 barrels a day. For many years the yield of oil and gas 
from the New Kensington quadrangle has been very little, the aver- 
age production of oil per well per day being only a fraction barrel, 
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The economic-geology map (pl. 2) shows the location of the oil and 
gas wells which were found during the progress of the field work for 
the present report, but many wells in this area, probably several 
hundred, have been abandoned, and all trace of them has disap- 
peared. Development here as in most other parts of the Appalachian 
region has progressed with little or no assistance from engineers and 
geologists. Except for skeleton well logs, reported by drillers, there 
are practically no subsurface data, and, notwithstanding the extensive 
operations that have been carried on, very little information is avail- 
able concerning details of the occurrence of oil and gas. The available 
data are summarized in the following pages. 


OIL AND GAS SANDS 


Small quantities of oil were recovered from the Salt sand, in the 
Pottsville formation, in brine wells at Tarentum before the Drake 
well was drilled, but no oil has since been obtained in the New Ken- 
sington quadrangle from this source. Oil or gas in considerable quan- 
tities in this area have been found in sands ranging from the Butler 
County or Murrysville gas sand down to the Speechley. The top of 
the Murrysville sand lies about 1,200 feet below the Upper Freeport 
coal, and the interval in this area between the top of the Murrysville 
and the Speechley sand is 1,300 to 1,400 feet. "The so-called Bradford 
sand, which lies about 600 feet below the Speechley, has been reached 
in only a few wells and no drill hole has yet been sunk to the Oriskany, 
“White Medina" (Tuscarora), or other very deep sands. Most of 
the oil and gas in this quadrangle has come from sands between the 
Murrysville and the Fifth, inclusive, which occupy a stratigraphic 
interval of 500 to 600 feet. In places production is obtained from the 
Speechley sand, but in the New Kensington quadrangle this sand has 
not yet been thoroughly tested. (See table of oil and gas sands, p. 50.) 

The beds of sand that are encountered in drilling are illustrated in 
Plate 8, which consists of selected records of 34 wells representative 
of several hundred in different parts of the quadrangle. A number of 
other records, reported by townships, are given on pages 90-97. In 
this report the well-known drillers’ names for the oil and gas sands 
are used, with the understanding that they indicate only approximate 
stratigraphic position rather than identity with sands at the localities 
in which the names were first used. 

Most of the records are in skeleton form and show only the depth 
to the beds of sand. The Hundred-foot sand is a fairly persistent 
marker, which is depended upon by the drillers, who generally 
determine the distance of the top of this sand below the surface by 
careful measurement; but on account of the lenticularity of the 
beds the “top of the Hundred-foot sand," as reported in the 
records, does not mark precisely the same horizon throughout the 
quadrangle. In the plotted sections of oil and gas sands, however, 
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the “top of the Hundred-foot sand" is taken as the best available 
datum plane. The relation of the oil and gas sands to the surface 
rocks is indicated in some of the sections by the position of the Van- 
Port limestone. (See pl. 8.) 

As all the wells start in rocks that lie above the Pottsville formation 
and extend several hundred feet beneath it, they span the gap which 
marks the unconformity between rocks of Pennsylvanian and Missis- 
Sippian age. Measurements of the distance between the horizon of 
the Upper Freeport coal and the top of the Hundred-foot sand show 
that in this area, notwithstanding the unconformity, the interval is 
rather constant. In most of the wells it ranges between 1,250 feet 
&nd 1,350 feet and over considerable areas the variation is less than 
50 feet. 

Some of the records show an upper group of sands that occupy à 
Stratigraphic interval of about 500 feet, which represent parts of the 
Pottsville and upper Pocono formations. These sands are called by 
the drillers the Seventy-foot or Salt, Sixty-foot, Forty-foot, Big Injun 
or Mountain, and Squaw sands. In the New Kensington quadrangle 
these upper sands have not produced oil and gas in commercial quan- 
tities although in parts of the Appalachian region the Big Injun is an 
important source of oil and gas and the Squaw sand also is locally 
produetive. An unrecorded interval occupied chiefly by shale 
Separates the Big Injun from the Murrysville sand, which is in the 
lower part of the Pocono formation. 

The oil and gas sands from the Murrysville to the Fifth, inclusive, 
are members of a group of variable beds of sandstone and shale 
of which two-thirds or more is sandstone. The upper part of the 
group consists of two beds of sandstone known by the drillers as the 
Butler County gas or Murrysville and the Hundred-foot sands, each 
100 feet more or less in thickness, which commonly are separated by 
30 to 50 feet of shale. The lower part of the group consists typically 
of half a dozen thinner beds of sandstone and intervening shale. 
These sands are known as the Thirty-foot, Snee or Blue Monday, 
Boulder, Third, Fourth, and Fifth. The individual beds are variable 
and lenticular, and none of the sands maintain & uniform thickness 
over a large area. The beds thicken and thin and locally disappear 
by merging with shale. In some places several beds of sand combine 
to form a thick mass of sandstone, and in other places the sands are 
“broken” into alternating beds of sandstone and shale. In a given 
interval more beds of sand are present in one section than in another. 
Under these conditions it is practically impossible to identify the 
same beds over wide areas. 

Below the Fifth sand, down to the Speechley sand, is an unproduc- 
tive zone of 800 or 900 feet that consists chiefly of shale. Locally in 
the upper part of this zone there are lenses of sand, the Sixth and 
Elizabeth sands, and here and there in the central part of the zone 
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are sands called by the drillers the Warren first and second sands, but 
correlation with the sands of Warren County has not been established. 

Below this shaly zone are two sands, the Speechley Stray and the 
Speechley, both of which have yielded oil or gas and are sources of 
probable future produetion. These sands, each of which is 10 to 30 
feet thick, lie between 1,200 and 1,300 feet below the top of the 
Hundred-foot sand and 2,500 to 2,600 feet below the Upper Freeport 
coal. 

The lowest sand yet reached by drilling in the New Kensington 
quadrangle is the so-called Bradford sand, which lies about 600 feet 
below the Speechley. This sand has not been thoroughly tested, and 
its equivalence with the Bradford sand of McKean County has not 
been established. 

The sandstones comprising the group of oil and gas sands from the 
Murrysville to the Fifth, inclusive, range in texture from fine to 
coarse grained, and not uncommonly they are conglomeratic. Con- 
siderable variation in shape and size of grains is shown within short 
distances, and there is little or no regularity in the distribution of 
grains of similar size other than a more common sorting along the 
strike of the rocks, presumably caused by currents that flowed parallel 
to old shore lines. The grains of some of the fine-textured sandstones 
are as small as 0.15 millimeter, and some of the pebbles of the coarser 
beds are more than 1 centimeter in diameter. 

In composition the sands are chiefly quartzose, but besides grains 
of quartz they contain decomposed feldspars, kaolinite, flakes of mus- 
covite, and a few bits of ferromagnesian minerals, cemented chiefly 
by silica and subordinate calcite. The sandstones vary in degree of 
cementation; in general they are thoroughly indurated, but locally 
they are somewhat soft. The pay streaks, the pore spaces of which 
are occupied by oil and gas, are comparatively uncemented and, as 
reported by the drillers, are soft and “open,” in contrast to the barren 
parts of the sand, which are hard and “tight.” 

The porosity of a number of pieces of sandstone that were shot 
from oil wells in the New Kensington quadrangle has been deter- 
mined by A. F. Melcher,“ as shown in the following table. 


Porosity of sands from wells in New Kensington quadrangle 


| Pore space (per- 


Well Sand centage by 

volume) 
William and Thomas Baker farm, Middlesex Township, Butler | Fourth and top. 15,9, 11.5, 10.0 

County. | 

W. G. Montgomery farm, Clinton Township, Butler County | Third — 10.4, 12.0, 10.6 
W. J. Clendening farm, West Deer Township, Allegheny County.....| Boulder Е 12.0, 8.3, 6.2 
Nancy Gibson farm, Hampton Township, Allegheny County. Third А 4.8, &.1, 4.6, 7.5 
Short farm, Hampton Township, Allegheny County а. EN don. ард .0, 6.0 
Paul Rederick farm, Hampton 'l'ownship, Allegheny County | A0 335 | 8.2, 6,1, 6.6, 
| | 9.1, 7.6 
L. V. Hoffman farm, Shaler Township, Allegheny County --| Thirty-foot.____ 9.5, 9.3, 9.0, 9.8 


„Melcher, A. F., Texture of oil sands with relation to the production of oil: Am. Assoc. Petroleum 
Geologists Bull., vol, 8, pp. 738-741, 1924. 
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The chunks of rock were reported, when collected at the wells, to 
be samples of the pay sand, but the low porosity of some of the 
Samples suggests that they do not represent the pay streaks, which 
on account of their softness are more difficult to obtain in shooting 
the well than the relatively harder parts of the rock. The samples 
showing very low porosity probably represent “tight” parts of the 
sand, or possibly the cap rock. For comparison it may be noted 
that the porosity of the Bradford sand in McKean County, Pa., 
averages about 15 per cent. 

No core samples of the oil sands in the New Kensington quad- 
rangle have yet been taken. Core drillings, however, will be one of 
the future developments, for it is only by the study of actual speci- 
mens of the rocks, such as are furnished by cores, that the com- 
Position, texture, porosity, and permeability of the oil sands can be 
determined. Such studies are necessary prerequisites to the most 
Successful practice of improved methods of oil recovery. 


OIL FROM BRINE WELLS AT TARENTUM 


Oil developments in the vicinity of Tarentum preceded by more 
than 10 years Colonel Drake's successful drilling for oil at Titusville. 
In 1845 oil that came up with salt water from a brine well at Tarentum 
was combined with sperm oil and used for lubrication in the Hope 
cotton factory at Pittsburgh, and it is reported that this use of oil 
was continued for several years. It is also reported that refined oil 
from the salt wells at Tarentum, known as carbon oil, was used as 
às an illuminant in Pittsburgh between 1850 and 1855. About 1849 
S. M. Kier opened an establishment at Pittsburgh, where oil from 
the salt wells at Tarentum was put up in half pint bottles and sold 
at 50 cents a bottle, labeled as follows: 

Kier's petroleum or rock oil. Celebrated for its wonderful curative powers. 
A natural remedy. Procured from a well in Allegheny [County], Pa. Four 
hundred feet below the earth's surface. 

Salt wells were drilled on both sides of the Allegheny River at 
Tarentum. The largest oil well was the property of Irwin & Peterson, 
which is reported to have produced at irregular intervals from 2 to 
10 barrels of petroleum a day. Adjoining this property were the 
salt wells of Samuel and James Kier, which yielded about 2 barrels 
of oil a day. South of the Kier works was the salt well of Lewis 
Peterson and Doctor Dale, of Pittsburgh, which likewise yielded a 
small quantity of petroleum.” 

A. C. Ferris, who was attracted to petroleum in 1857 by seeing 
oil from Tarentum burning in a whale-oil lamp, purchased the prop- 
erty on which the wells were located. He conceived the idea of 


2 The Derrick’s Handbook of petroleum, p. 11, Oil City, Pa., 1898, 
16 Idem, p. 13. 
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sinking a shaft in order to increase the supply of petroleum, and it 
is reported that a shaft 12 feet square was sunk about 200 feet. 
Afterwards a well was started from the bottom of the shaft, with a 
view to drilling down to the rock from which the crude oil was 
obtained, but the undertaking was abandoned on account of the 
large quantity of water encountered. These events were contempo- 
raneous with Bissell’s and Eveleth’s investigations in the valley of 
Oil Creek, which led to the drilling of the Drake well. In 1858 the 
total production of petroleum is reported to have amounted to 1,183 
barrels, of which 1,008 barrels came from the two wells at Tarentum 
and the remainder from Enniskillen, Canada. The price of petroleum 
then was $1 a gallon.” 

The salt wells at Tarentum were started at or near the horizon of 
the Upper Freeport coal, and as the oil and salt water came from a 
depth of about 400 feet, the productive bed was a sandstone in the 
Pottsville formation. 

EARLY OIL AND GAS WELLS 


The success of the Drake well and the developments along Oil 
Creek and in the upper Allegheny River Valley diverted attention 
from the Tarentum district, and it was not until 15 years after 
the completion of the Drake well that the first commercially suc- 
cessful well was drilled for oil or gas in the New Kensington 
quadrangle. 

In the fall of 1874 a strong flow of gas was struck at a depth of 
approximately 1,200 feet in a well on the William Harvey farm, near 
Lardins Mill, now called Lardintown, Clinton Township, Butler 
County. Measurements of pressure and capacity were not made, 
but in 1885 the Harvey well was reported to have been “the 
most powerful gas well in the section.“ In 1875 the well was 
purchased by the Natural Gas Co. (Ltd.)—one of the earliest natural- 
gas companies—and after blowing wild for about a year the gas 
was piped about 17 miles through a 6-inch pipe to the iron mill of 
Spang, Chalfonte & Co., at Etna, in Shaler Township, Allegheny 
County. The gas was turned into the pipe in October, 1875, and 
traveled the 17 miles in 20 minutes. This is said to be the first 
instance of natural gas being piped any considerable distance for 
industrial use, although in 1871 gas was used in iron making at 
Leechburg, Pa., from a near-by well, and in 1872 gas was piped 5% 
miles to Titusville. After these demonstrations of the possibilities 
of natural gas its use increased tremendously, and between 1883 and 
1885 several natural-gas pipe lines were laid to Pittsburgh. 

In 1878 another gas-producing area was opened up in the quad- 
rangle, near Tarentum, and in the next eight years many gas wells 


11 The Derrick's Handbook of petroleum, p. 17, Oil City, Pa., 1898. 
13 Weeks, J. D., Natural gas in 1885; U. S. Geol. Survey Mineral Resources, 1885, p. 172, 1886. 
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of large capacity were drilled in what came to be known as the Bull 
Creek field. An early well in this field, put down by Guffey & Galey, 
is described as “one of the largest ever found," ? but no records 
of measurements are available. The well was sold to the Phila- 
delphia Co., and the gas was piped to Pittsburgh. 

Development of the petroleum resources of the New Kensington 
Quadrangle, after the early exploitation of the oil obtained from the 
Salt wells at Tarentum, was not continued until about 1887, when 
Wildeatting, proceeding southward from the Thorn Creek field, But- 
ler County, a few miles north of the quadrangle, opened up the 
district west of Saxonburg, in Jeflerson Township, Butler County. 
After this activity development extended rapidly, and by 1898 most 
Of the oil-producing areas of the quadrangle had been discovered. 
Drilling during the succeeding 30 years has only slightly extended 
these areas. 

PRINCIPAL PRODUCING AREAS 


Saxonburg-Lardintown.—The Saxonburg-Lardintown area, in Jef- 
ferson, Winfield, Clinton, and Buffalo Townships, Butler County, 
is the southwestern continuation of the large gas-produeing area 
Situated along the Kellersburg anticline, in the Butler and Kittanning 
quadrangles. Gas was found in 1874 in a well on the Harvey farm, 
near Lardintown. This well produced large but unmeasured quan- 
tities of gas for a period of about 10 years, when it was drowned 
out. By 1885, 12 additional wells had been drilled in the vicinity 
of Lardintown, and the gas was piped to Etna, in the southwestern 
part of the quadrangle. Since then there has been intermittent 
drilling throughout this area. (See pl. 2.) 

Structurally this field is situated along the axis and upper flanks of 
the southwestward-plunging Kellersburg anticline. This anticline is 
the most strongly developed fold in the quadrangle, and the occur- 
rence of gas along its axis and upper flanks is in accord with the 
anticlinal or structural theory, by which natural gas, which is of 
relatively low specific gravity, is assumed to accumulate in struc- 
turally high parts of strata. 

Gas was obtained at a depth of about 1,200 feet from the Butler 
County gas sand (Murrysville) in the wells at Lardintown, which 
started at or near the Upper Freeport coal. Later, when this sand 
gave evidence of depletion, wells were sunk to lower sands, as deep 
as the Speechley. Gas has been found in one place or another in 
this field in the Murrysville, Hundred-foot, Thirty-foot, Fourth, 
Fifth, and Speechley sands, but not in all these sands in any one 
well, and the productivity of even adjacent wells is characteristically 
different. Variable conditions in the sand apparently are the cause 


% Weeks, J. D., Natural gas in 1883-84: U. S. Geol. Survey Mineral Resources, 1883-84, p. 240, 1885, 
63318—32 5 
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of the varying yield of different wells. The pay streaks in the pro- 
ductive sands are reported by the drillers as soft and “open,” and 
the nonproductive sands are said to be hard and “close.” The fact 
that recent wells of good capacity are brought in adjacent to ex- 
hausted wells that formerly produced from the same sand proves the 
absence of free communication, 

Water is reported in this field in the Hundred-foot sand and in 
those above it. The sands below the Hundred-foot are said not to 
contain water. Some of the wells in this field are reported to cause 
trouble by “salting up”; that is, becoming clogged by common salt 
deposited by evaporation of the water, in which the salt was dis- 
solved. 

A typical log of a well in this field is given below: 


Log of well of Mrs. Allen Staley, Clinton Township, Butler County 


Feet 
Limestone (VOUDIO). 112122112 020, 2 L5 312222 408-426 
Gas sand (Murcysville)c 622, 2258. 22:2 ER ese 1, 324-1, 400 
A oque m e masa A -_ 1, 440-1, 520 
"Phirby-fooUt hand leo veo RI UI FIR 40202752 1, 635-1, 654 


SAA 1, 670-1, 685 


Hondo and. $52 0 i3 5e W ee а ЙА -. 1, 688-1, 702 
dar О Т, ²ͤ A 111... A 1, 720-1, 744 
MAA UE e RN ipiis tiu ys E - 1, 775-1, 795 
loud Ar A En gn p ha .--- 1, 819-1, 844 
Speechley sand (gas at 2,670 and 2,690 feet) ----- 2, 650-2, 700 
Boltom GF well 5. ul Aal As sis 2, 742 


The Speechley sands have not been thoroughly tested on the 


Kellersburg anticline and presumably they will be found to be pro- 
ductive at a number of places in this field. Like the other sands they 
are of varying porosity. In one place a sand may be close textured 
and of low porosity, and not far aw ay it may be a loose-textured 
open reservoir. The so-called Bradford sand has been but little 
tested in this area. 

Bull Oreek-Tarentum.—In 1878, four years after the discovery of 
gas near Lardintown, natural gas was found in a well in the vicinity 
of Tarentum, which was the forerunner of the development of the 
Bull Creek field. In 1883, after three or four unsuccessful wells had 
been sunk, a large gas well was brought in about a mile above the 
mouth of Bull Creek. Carll ® reports that this well started a develop- 
ment that resulted in defining one of the most productive gas fields 
of the country. By 1885 more than 20 wells had been drilled, and 
the supply of gas was ample for the town of Tarentum, the large 
plate-glass works at Creighton, and the Pennsylvania Salt Manu- 
facturing Co. at Natrona, a few miles east of Tarentum. The 
Philadelphia-Westinghouse Co. piped gas from this field to Pitts- 


9 Carll, J. F., Preliminary report on oil and gas: Pennsylvania Geol, Survey Ann, Rept. for 1885, p. 37, 
1886. 
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burgh, a distance of about 22 miles. In his report for 1886 Carll 
Stated that this gas field had passed its prime, owing to excessive 
drilling and flooding by salt water. 

In the early wells the gas was obtained from the Murrysville sand 
at a depth of about 1,200 feet below the Upper Freeport coal, which 
crops out in the valley of Bull Creek. (See pl. 2.) Later wells were 
drilled to deeper sands, and gas has been found in the Hundred-foot, 
Boulder, Third, Fourth, and Fifth sands. Next to the Murrysville 
the Fourth sand has yielded the most gas. 

The Murrysville sand is about 100 feet thick, but detailed descrip- 
tions of it are not available. 'The Fourth sand ranges from 20 to 30 
feet in thickness, and the pay streak is reported to be conglomeratic. 
Throughout the field all the sands vary in porosity, and where the 
sands are hard and compact they are nonproductive. In some wells, 
as in one on the D. K. Keowen farm, East Deer Township, all the 
sands from the Hundred-foot to the Fourth, inclusive, are said to be 
hard and “close.” In this well gas is obtained in the top of the Fifth 
sand. No water below the Murrysville is found in this well. 

In general water is reported absent in the sands below the Hundred- 
foot, and although water is commonly present in the Murrysville sand 
it is reported to be absent from that sand on the highest part of the 
Amity anticline, in the southern part of Fawn Township, but down 
the flanks of the anticline the Murrysville sand is water-bearing. 
Some of the wells in the Bull Creek pool have caused trouble by 
"salting up." 

Structurally the Bull Creek gas pool is situated along the axis of 

] 


«nob or “high” 


the Amity anticline; the best wells were located on a 
on the axis of the fold about 2 miles north of Tarentum. So far as 
the writer is aware, the deeper sands have not been tested in this 
pool, and when such tests are made this structural high" doubtless 
will be explored. 

Milltown.—Natural gas was found in the valley of Plum Creek 


near Milltown in the Fifth sand in 1891, and during the succeeding 
two years a number of gas wells were obtained in that sand in Plum 
and Penn Townships, Allegheny County. The wells were situated 
along the axis and flanks of the Amity anticline. In 1894, after the 
gas supply had considerably diminished, oil was obtained from the 
Hundred-foot sand, about 400 feet nearer the surface. "This sand had 
been ignored in the earlier drilling. Since 1894 there have been 
several periods of revived interest, each following the completion of an 
unusually good well, and these townships have been rather thor- 
oughly drilled down to the Speechley sand, in which some gas has 
been obtained. 

The occurrence of both oil and gas in Penn and Plum Townships is 
characteristically "spotted." In the midst of an area of dry holes 
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good wells have been brought in, and the many wells that have been 
sunk have resulted in the discovery of numerous small disconnected 
productive areas. Varying conditions in the sand seem to be the 
cause of the "spotted" production. Oil pay streaks in the Hundred- 
foot sand are described as “nice pebbly sand,” and unproductive 
sands are reported to be “hard and tight.” The Hundred-foot sand 
commonly has two pay streaks, the upper one occurring 40 to 60 feet 
below the top of the sand. In the Hoffey well No. 6, for instance, 
the Hundred-foot sand oceurs from 1,840 to 1,932 feet below the 
surface, the first oil pay from 1,880 to 1,890 feet, and the second from 
1,915 to 1,925 feet. 

The following well record shows the general depth, thickness, 
and succession of sands in Plum Township. Wells have been sunk 
deeper in that township than in any other part of the quadrangle, the 
so-called Bradford sand having been reached at a depth between 


3,600 and 3,700 feet. 
Record of well on Sam McMahon farm, Plum Township, Allegheny County 


Feet 


Coal (Upper Freeport) 2:520 2.177482: 1:0 772 
Sixty-foot sand 1 

Seventy-foot sand 
Mountain sand 


440-448 
835-875 
944-1, 017 

1, 037-1, 200 


1, 646-1, 750 
779-1, 874 
920-1, 930 
035-2, 065 


E ) 
. 2, 125-2, 160 
> 


Murrysville sand 
o ( =ч ДА: а. 
PEO a A ou. EA аа AT ЕЧ 
Boulder sand — 2 


AAA AA Iu lilaciowed-2ceddaencis 


DO sandist ids ent PETRA MET 2, 170-2, 180 
TIRANO А PT OE TANE ДЕ 28 САГ рр - 2, 217-2, 236 
F ö cee omo ae ur itm ae m EE 3, 041-3, 086 
Bradford sand (so-called) - - - - ------- ---------- -- 3, 625-3, 639 
ee A pi, E АРЕ CORE 3, 712 


Water is reported in all of the sands down to and including the 
Hundred-foot, but the sands below the Hundred-foot are reported 
to yield no water. Oil and water are obtained together from the 
Hundred-foot sand. 

Bakerstown.—The largest oil-producing area in the New Kensington 
quadrangle is situated northeast and east of Bakerstown. This area 
extends from the vicinity of Clinton Church, in Clinton Township, 
southwestward to the vicinity of Sandy Hill School, in Middlesex 
Township, Butler County, and thence southeastward, east of Deer 
Creek Church, in West Deer Township, Allegheny County. 

In 1888 oil was discovered on the Gold farm, a mile northeast of 
Sandy Hill School, and on the Montgomery farm, between Deer 
Creek Church and Culmerville. Several large wells were obtained, 
and the area was rapidly drilled. After a decade, during which pro- 
duction had considerably declined, renewed activity followed the 
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bringing in of unusually good wells in an area surrounded by old ones- 
There have been several later periods of renewed activity in this area, 
each following the bringing in of an extraordinary well in one place 
or another. 

Althoush but little detailed information concerning the mode of 
occurrence and the production of oil in the Bakerstown area is avail- 
able, the following statements afford some indication of conditions. 
The principal oil-producing bed is a sand which in some records is 
called the Third and in others the Fourth. Locally these two sands 
seem to coalesce by the disappearance of the intervening shale. The 
pay streak is unusually thick, being reported between 15 and 20 feet 
in several wells. Gas has been found locally in the Hundred-foot, 
Thirty-foot, and Boulder sands and also in the Speechley sand, in a 
few wells that have been sunk to that horizon. 

The following log of a well put down in 1912 by the T. W. Phillips 
Gas & Oil Co. indicates the general sequence of the rocks. This log 
is an unusually complete one for this quadrangle. 


Log of well No. 4, Thomas Marshall farm, West Deer Township, Allegheny County 


Foet 
Clay, red. — E ti Te r a 0-14 
ee a Mt зал ctu um a En 14-65 
Sand (water) - ELLE I Sen SS 65-70 
bale. dark: EE ETL ah SI A ч 70-170 
Oe A u a En eet SS tae c di pass 170-178 
rr i کے چ‎ E 178-350 
ET al a e ET 350-354 
AA ار کو‎ dejad he Y وو‎ t ш E 354-475 
Limestone, Van port. thai 475-485 
AA o LS aye Dost ferien Үе 485-505 
AO de a AS 505-535 
SA RE. i rM OMED ad дай EEE ES 535-645 
SE e, RARA reg o ` 645-960 
PI mro e rt du Fa оета 960—990 
ine . 990-1, 040 
„ een 1, 040-1, 315 
Sandstone, Murrysville (water at 1,350 feet) . 1, 315-1, 400 
usc da nee E Е > : ----- 1, 400-1, 465 
Sand, Hundred-foot (very hard) ------------------ 1, 465-1, 580 
NC AA E AE er ә pem 1, 580-1, 612 
Sandstone, Thirty-foot (hard and сове) 2... 1, 612-1, 645 
D RR, ХОЛД E A, E REA ЕСТ 1, 645-1, 670 
Sandstone, Blue Monday (broken) EI ERNEUT PU 68 
OM ros A A EA e 1, 678-1, 682 
Sandstone, Boulder (very hard) ------------------- 1, 682-1, 755 
F — Me З -- 1, 755-1, 777 
Sandstone, Fourth (oil pay at 1,802-1,809 feet) _ 1, 777-1, 809 


It will be observed that the sands above the Fourth, which” are 
produetive of oil and gas in other parts of the New Kensington 
quadrangle, are reported to be either “hard” or “broken.” 
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Varying porosity of the Third and Fourth sands, sufficient to cause 
lack of communication for oil and gas, is indicated by the bringing 
in of good new wells, under considerable pressure, in close proximity 
to old wells of small yield under low pressure. An illustration of the 
varying porosity of these sands is afforded by the results of drilling 
on the Sterling and Rittman farms, west of Culmerville. Near the 
boundary line between these farms a narrow streak of soft “open” 


sand, highly productive of oil, is reported in the midst of hard, “tight” 
sand in which dry holes were sunk. 

Water in considerable quantity is reported in the Hundred-foot 
and overlying sands. The sands below the Hundred-foot are said to 
have been dry when the area was first drilled, but the later wells in 
the Third and Fourth sands have encountered more or less water, 
which is believed to have come down from the upper sands through 
faulty plugging of old wells. 

Structurally the Bakerstown field is situated low down on the 
flanks of the southwestward-plunging Kellersburg anticline, adjacent 
to the axis of the Bradys Bend syncline and to the cross trough that 
interrupts the continuity of the axis of the Kellersburg anticline. 

Production from the Bakerstown field has been “spotted.” This 
is illustrated by the fact that 20 years after the pool was opened, 
a well in the midst of old producing territory, in which the average 
yield per well per day was less than a barrel, was brought in with an 
initial production of 1,000 barrels a day. 'This well was the David | 
Scott No. 5, drilled in 1910. 'The Thomas Marshall well No. 1, 
drilled in 1909, is credited with a production of 3,000 barrels during 
its first month of operation. This well was abandoned in 1916. Other 
wells on the Thomas Marshall farm had an initial production varying 
between 5 and 75 barrels a day. Well No. 1 on the Charles Porter 
farm, drilled in 1900, had an initial production of 125 barrels a day; 
in 1921 its output was half a barrel à day. Well No. 1 on the W. A. 
Allison farm, drilled in 1908, yielded gas in the Hundred-foot sand 
at a depth of 1,705 feet and gas in the Speechley sand at a depth of 
2,700 feet. 

Wildwood—The Wildwood field in Hampton and McCandless 
Townships, Allegheny County, is another Third sand area which 
formerly produced large quantities of oil. Now, however, by present 
methods of extraction, the field is practically exhausted, and only a 
few wells remain to mark the site of this once highly productive area. 
It extended from the vicinity of Wildwood southwestward a distance 
of about 3 miles, half of it being beyond the limits of the New Ken- 
sington quadrangle. The field was discovered about 1889 and was 
rapidly developed. Early in 1890 several gushers were reported to 
flow at rates between 70 and 150 barrels an hour. The highest daily 
average production for the field, estimated by the Oil City Derrick 
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at 18,500 barrels, was attained in January, 1891, and by December 
of that year the daily output had decreased to 2,500 barrels. 

Few details concerning the oceurrence of the oil in this field are 
available. Only the Third sand is said to havebeen productive. This 
sand ranges from less than 20 feet to about 40 feet in thickness and 
the pay, oceurring in the lower part of the bed, ranges from 2 to 15 
feet. The pay streak is reported as “loose,” and the upper part 
of the Third sand as “tight.” Water is reported to be absent from 
the Third sand in this area. i 

At its northeast end the Wildwood field lies along the western 
flank of the Kellersburg anticline, and southwestward the field 
seems to lie in a synclinal wrinkle between the Kellersburg anticline 
and the Wildwood anticline of the Sewickley quadrangle. The de- 
tailed structure of the surface rocks in this area is obscure, and not 
enough well records are available to show the lay of the oil sand. 

Evergreen.—The Evergreen field, situated in the valley of Girty 
Run, a mile north of the town of Evergreen, in Ross Township, 
Allegheny County, is less than a mile long and only a quarter of a 
mile wide. It was discovered about 1899 and in its prime is reported 
to have had only 8 pumping wells. In July, 1917, when the field 
was visited, but 1 well was in operation, Warner No. 4, which was 
sunk in 1908 and had an initial production of 6 barrels. 

This field is adjacent to the axis of the plunging Kellersburg anti- 
cline, 2% miles down the slope from the knob along the axis in Hamp- 
ton Township. The oil occurs in a pocket of soft porous sand that 
is surrounded by sand which according to the driller’s report is 
“hard, glassy, and tight.” The productive bed is the Third sand, 
which is reported to have been originally dry of water, although now 
some water enters the wells from the Hundred-foot sand. The top 
of the pay streak is about 20 feet below the top of the Third sand 
and is 5 to 10 feet thick. The rest of the sand is hard and dry. 


Record of Warner well No. 7, Evergreen field 


Feet 
r UE ni he pene PE PRA ы 750-820 
ndr cea. ЛО c 860-980 
DRIED RETTET en Ne nm OO ne ооа аат о РЕА е 1, 020-1, 170 
CCTV 1, 190-1, 300 
Sand, Murrysville (little gas at top) --------------- 1, 500-1, 625 
Bands eee e 1, 665-1, 764 
tt EEE AA, DE 1, 815-1, 857 
SAA a EN emos. 1, 870-1, 915 
ERGO ERST eive" ee 1, 918-1, 963 
Sand, Third (oil pay at 2,005 feet 1, 985 
Fee e АЙМ Б ОН 2, 020 


Dorseyville.—The Dorseyville Thirty-foot sand field, southeast of 
Dorseyville, in Indiana Township, Allegheny County, was discovered 
in 1913 and was rapidly developed during the succeeding few years. 
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A small quantity of oil was found in the Hundred-foot sand, but the 
main pay is the underlying Thirty-foot sand. This field occupies 
a few acres which escaped discovery during the early drilling, not- 
withstanding the numerous wells that were put down in the vicinity. 

Such a discovery is typical of the occasional finds in the Appa- 
lachian region, which furnish incentives to maintain the drilling that 
goes on year after year in these old fields. The Evans City oil field, 
in Butler County, and the McKeesport gas field, in Allegheny County, 
are other comparatively recent discoveries of small but highly pro- 
ductive areas situated in the midst of old producing territory. 

When first developed the oil in the Dorseyville field was under 
considerable gas pressure, and a number of the wells were gushers. 
The Haas well No. 2 is reported to have had an initial production of 
1,140 barrels in 24 hours, and the initial output of the Robinson well 
No.4 was 557 barrels. However, because of the small area, the rapid 
development, and the thinness and variability of the pay streaks 
the production soon declined, and in 1920 the average production per 
well per day in this field was less than 1 barrel. Structurally the 
Dorsey ville field is situated on the southeastern flank of the Kellers- 
burg anticline. 

Several records of wells in the Dorseyville field, showing details 
of the Thirty-foot sand, were furnished by the National Oil & Gas 
Co., of which the following is typical: 


Record of Hoeveler well No. 1, Dorseyville field 


Feet 
Goal, Dpperbresports: .22:3r22225.21. 128.0400. 467—473 
Goslt ID ub Boot A CS AE 621-627 
мр RT A A A 761-766 
a e eum 858-1, 043 
Sand, Big Injun..-______.. . VE 1, 113-1, 267 
Baie Sata we 04 DEI wieso IR IS 1, 318-1, 456 
Band, Murga libre [1.8 1, 653-1, 753 
Hundred-foot sand: 
Band, LOO Ol Hundred-ootz 2227227 222272 2222 1, 789 
c 1, 816-1, 825 
%% 1, 825-1, 835 
а 7 RE lt lou Ау a 1, 835-1, 880 
/ nen een 1, 880-1, 885 
cupo e voir МИР IDR 1, 885-1, 890 
Sand, base of Hundred-foot..................- 1, 890—1, 896 
EIA EN Fe AMS IA Er a A рр 1, 896-1, 920 
Thirty-foot sand: 
Sand tep of Thirty foot. 1, 920 
CI Dn CECI (c / one OE Arie Heu 1, 932-1, 934 
Band, DAM. t 1, 934-1, 940 
ET У Re OS en 1, 940-1, 949 
Sand, Bard, whites 2052280 ВЕТРЕ Шы 1, 949-1, 954 
Bando pans 3.5 Pee e 1, 954-1, 959 


Bobeitofibale. dez. mac ESL o ES rra ae 1, 959 
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This well bezan producing oil June 11, 1913, yielding 12 barrels a 
day. When the first pay sand was reached, at a depth of 1,940 feet, 
the oil rose in the well 1,000 feet, and when the second pay was 
reached, at a depth of 1,954 feet, the oil rose within 4 feet of the 
surface. 

In the Dorseyville field the Thirty-foot sand ranges in thickness 
from 15 to 70 feet. 'There are usually two and locally three pay 
streaks, which are reported as “good, soft sand," ranging in texture 
from fine-grained to pebbly. "Those parts of the Thirty-foot sand 
that do not contain oil are reported as “hard and tight." The pay 
streaks are not persistent but occur irregularly. In a few wells the 
first pay occurs at the top of the sand, but usually the upper part is 
barren. The pay streaks range in thickness from 1 to 16 feet and 
average between 3 and 5 feet. Very little or no water is reported as 
originally occurring in the Thirty-foot sand. 

The measurements of the Hundred-foot and Thirty-foot sands in 
the Dorseyville field given on pages 86-89 show their composition and 
variation. The sections not only show local conditions in these sands 
but are believed to be typical of lithologie conditions in many other 
Appalachian fields. Similar detailed sections are not available for 
any other field in the New Kensington quadrangle. 

Glenshaw.—The Glenshaw field, a few miles southwest of the 
Dorseyville field, is similarly situated along the southeastern flank 
of the Kellersburg anticline. It is in Shaler, O'Hara, and Indiana 
Townships, Allegheny County, and extends for a distance of about 
2% miles northeast of Glenshaw. As in the Dorseyville field, the 
production is from the Thirty-foot sand. The Glenshaw field was 
discovered in the nineties, when several good wells were obtained, but 
the field proved to be ''spotted," and development has proceeded by 
a series of spurts following the bringing in of good wells. 

A well on the S. N. Murphy farm, completed in 1899, is reported 
to have had an initial daily production of 800 barrels, and in 1917 this 
well produced 18 barrels a month. Very little or no water is said to 
have been produced with the oil. In this well the top of the Thirty- 
foot sand was found at a depth of 1,927 feet, and the pay streak at 
1,957 to 1,980 feet. The pay sand, as in most good wells in this 
quadrangle, is reported by the driler to be coarse and “open,” 
whereas barren parts of the sand are compact and “tight.” An 
illustration of varying conditions in the sand is afforded by the fact 
that in a dry hole sunk 280 feet southeast of the Murphy well no 
“open” sand was found and there were no indications of gas or oil in 
the well. In the Glenshaw field the pay sand is commonly pebbly. 

Millerstown.—A group of oil wells northwest of Millerstown, Fawn 
Township, Allegheny County, typifies the effect of favorable lithology 
in the occurrence of oil. In this area the productive bed is the Fifth 
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sand. All the other sands down to and including the Speechley, 
which, however, is said to have been tested in only one hole, are 
barren and are reported to be “hard and close." In a well on the 
George Thompson farm the top of the Fifth sand is 1,968 feet below 
the surface. The first pay is pebbly sand from 1,978 to 1,980 feet, 
and the second pay consists of 1 foot of pebbles from 1,985 to 1,986 
feet. The rest of the sand is reported hard and fine. The Fifth 
sand here is said to carry some water locally, but whether it occurred 
originally in the sand or came down from above is not known. This 
field is situated along the lower southeastern flank of the Kellersburg 
anticline. 

Glade Run.—In the valley of Glade Run in the northwest corner 
of the quadrangle there are a number of wells which produce small 
quantities of oil from the Hundred-foot sand and which are typical of 
numerous wells in the Hundred-foot sand farther west and northwest, 
beyond the limits of the quadrangle. In this region the Hundred-foot 
sand, unlike the lower oil and gas sands, contains water in abundance, 
and where oil is present in this sand usually oil and water are produced 
together, commonly several times as much water as oil. 

A few wells that were put down as long ago as 1890 and came in with 
an initial production between 50 and 100 barrels a day were still in 
operation in 1917, though producing only a fraction of a barrel a day. 
Other wells, however, were not so good; for instance, No. 1 on the 
Dorsey farm, put down in 1901, had an initial production of 10 barrels 
of oil and in 1917 produced less than 1 barrel of oil and 6 or 7 barrels of 
water a day. 

The Hundred-foot sand in this area commonly has a parting or 
“break” of shale near the middle of the bed which separates the upper 
and lower pay streaks. The following record of a well in Adams 
Township is typical: 


Record of well on Nicholas farm 


Hundred-foot sand: Feet 
Top of sand 1, 431 
First oil pay 1, 453-1, 463 
Shale break 1, 463-1, 478 
Second oil pay 1, 478-1, 485 
Bottom of well 1, 495 

The initial production was 48 barrels of oil a day, and enough gas 
was obtained with the oil for operation. 

A few wells sunk below the Hundred-foot sand in this area obtained 
oil from the Fourth sand. Thus in well No. 1 on the M. J. Crooks 
farm the top of the Fourth sand was reached at 1,759 feet, the bottom 
at 1,800 feet, and the pay streak, 11 feet thick, between 1,772 and 1,783 
feet. This well had an initial production of 50 barrels a day, and in 
1921 it produced about half a barrel a day. 
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Structurally these wells are situated on and near the crest of a 
broad arch that forms part of a southwestward-plunging anticline that 
extends across the Butler quadrangle, to the north. 


COMPOSITION OF THE NATURAL GAS 


Ten samples of natural gas from the Murrysville, Hundred-foot, 
Thirty-foot, Third, Fourth, and Fifth sands were collected by the 
writer during the summer of 1917 from wells in different parts of the 
quadrangle and analyzed at the laboratory of the Bureau of Mines at 
Pittsburgh, A. ©. Fieldner, chief chemist. The gas analyzed con- 
tained methane (CH,) and ethane (C;H,) in varying proportions, with 
small amounts of nitrogen and carbon dioxide. The gas from wells 
yielding gas only and no oil is rich in methane, the percentage of 
which in the samples tested ranged from 26.3 to 96.7, whereas the 
gas from wells yielding both oil and gas contains a smaller amount of 
methane and correspondingly more ethane. The percentage of 
ethane shown by the analyses ranges from 1.8 to 73.6. Propane 
(C¿Hs) and higher paraffins were not reported in any of the samples 
analyzed. 

Analyses of two samples of gas (B and L) from quadrangles adjacent 
to the New Kensington are given in the table. Sample B represents 
mixed gas from the Fifth and Speechley sands from a well near Cabot, 
in the Butler quadrangle, about 2 miles north of the New Kensington 
quadrangle. Sample L represents gas from a sand in the Oriskany 
group in well No. 1588 of the Peoples Natural Gas Co., on the Booth 
& Flinn tract, near Ligonier. The gas came from a depth of 6,822 
feet, and at the time the well was completed in 1920, it was the 
deepest producing well in the world. 


Analyses of natural gas from New Kensington quadrangle 


Laboratory No..............| 9158 | 9159 | 9160 | 9194 | 9195 9235 | 9202 | 


Methane, CH, 87. 88. 5 | 87. . ° я 60.8 | 79. б. 62.1 
Ethane, CsH,. .............. .7 | 10, $ 9. 1.8 5.8 | 39. y 3.6 | 37.9 
Nitrogen, № .7 0 Y „£ ‚ „4 А .{ «A 1- 80 
Carbon dioxide, CO:.. ^ Р; ў 1 50 
Oxygen, 0 epe ; ^ ы of A ۰ d ° 481 -<6 


0 ¡100,0 100.0 100. 0 100.0 100.0 100.0 100.0 100. 0 100. 0 
Total paraffins..............| 93.3 | 99.1 | 98.8 | 97. t 6 | 99.9 | 98.7 | 99.9 [100.0 |---| 
Specific gravity (air 1) . 62 .01| 62 à „57 . 69 75 66 .82 74 48 
British thermal units per 
cubic foot of gas at 0° O, | 
and 760 millimeters........| 1, 151| 1,140 1, 144 1,110 1,063) 1, 105 1,376) 1,204 1, 650 1,366) 1,166 


9158. Fifth sand, Jones No. 1, Plum Township, Allegheny County. 

9159. Fifth sand, Stevenaglo farm, Plum Township, Allegheny County. 

9100. Fifth sand, Lafferty farm, Plum Township, Alle County. 

9194, Fourth sand rchfield farm, Fawn Township, Al County. 

9195. Murrysville sand, Kerr farm, Fawn Township, Allegheny County. 

9106. Hundred-foot sand, Sarah Gibson farm, Fawn Township, Allegheny County. 

f Third sand, Gougenour farm, Indiana Township, Allegheny County. 

9234. Fifth sand, M. Quinette No. 1, Indiana Township, Allegheny County. 

9235. Thirty-foot sand, Robinson farm, Indiana Township, Allegheny County. 

9202. Third sand, Wilson No. 1, West Deer Township, Allegheny County. 

B. Fifth and Speechley sands, Kessey farm, Winfleld Township, Butler County. 

L. Oriskany(?) sand, Booth & Flinn tract, Peoples Natural Gas Co., well No. 1588, Ligonier Township, 
Westmoreland County. 
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CHARACTER OF THE PETROLEUM 


The petroleum produced in the New Kensington quadrangle is 
representative “Pennsylvania grade," which commands the highest 
price paid for crude oil. Pennsylvania grade petroleum is composed 
of a mixture of hydrocarbons, chiefly of the paraffin series, having the 
general formula C,Hs.+ which begins with the gas methane (CH.) 


and ranges through various gases, liquids, and solids at least as high 
as the compound СН». "The cyclo hydrocarbons, of which Russian 
petroleum is largely composed, appear in much smaller proportions 
in Pennsylvania oil, and the aromatic hydrocarbons, which make up 
& considerable part of some California varieties, are present only in 
comparatively minute proportions in Pennsylvania crude oil. Penn- 
sylvania grade oil contains very little sulphur and has a low percent- 
age of oxygen and nitrogen compounds.* It contains a comparatively 
large proportion of gasoline obtainable by ordinary distillation; lubri- 
eating oils are obtained from it by relatively little chemical treatment, 
and it yields considerable paraffin wax. 

Results of analysis of samples of crude oil from the Snee, Hundred- 
foot, Thirty-foot, Third, Fourth, and Fifth sands in the New Ken- 
sington quadrangle are given on pages 69-71. The samples were 
collected by the writer in the summer of 1917 as the oil issued from 
the wells before entering the tanks. "The samples were sealed at the 
wells and taken to the laboratory of the Bureau of Mines at Pitts- 
burgh, where they were analyzed by Ernest W. Dean. 

The oil was mostly clear amber-colored, though some was greenish, 
and ranged in specific gravity from 0.794 to 0.811. "The sulphur con- 
tent of the samples analyzed ranged from 0.06 to 0.16 per cent. The 
"gasoline and naphtha" content, indicated by the sum of all the 
fractions distilling at atmospheric pressure below 200? C. (392? F.), 
ranged from 23.7 to 42.1 per cent. 


п Mabery, C. F., The relations of the chemical composition of petroleum to its genesis and geologic 
occurrence: Econ. Geology, vol. 11, pp. 511-527, 1916. 
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Analysis of petroleum from Hundred-foot sand, B. H. Cox farm, Adams Township, 
Butler County 


[Laboratory No. 0088. Specific gravity at 15° C., 0.795; 46,6% A. P. I. Color, greenish brown, not clear. 
Per cent of sulphur, 0,07. Distillation by Bureau of Mines Hempel method] 


Air distillation, with fractionating column 
Barometer 743 millimeters. First drop, 28? C. 


pat = | Tate 18. 
Fractions "titted Fractions Шей | 
— = ‚ zan у | (per cent |, К Specific || ma 2 „еб (per cent 4 Specific 
Temperature ^C. | Фу yoj- | (per cent | gravity | Temperature (°C) | "by yol- | (per cent | gravity 
nue) ume) ume) ume) | 
Rp E E aer 3.6 3.6 7.5 42.1 0. 768 
75 to 100 = 1.6 82) 101 200 (o 25 6.2 48. 3 . 781 
100 to 125 - 8.8 17.0 54.3 . 793 
120 us MUS LL 9. 0 26.0 4 . 805 
150 to 175...-------- 8.6 | 34.6 .814 
| 
Vacuum distillation, without fractionating column 


Pressure 40 millimeters 


Analysis of petroleum from Hundred-foot sand, Buchter farm well No. 1, West Deer 
Township, Allegheny County 


at 15° C., 0.794; 46 
ation by Bure 


A. P. I. Color, greenish yellow. Per cent o 
of Mines Hempel method] 


[Laboratory No, 0053, Specific gravity 
sulphur, 0.12. Di: 


Air distillation, with fractionating column 


Barometer, 745 millimeters, First drop, 48° C, 
I 


Total dis- 


| 

| Fractions Fractions ; 

pel 18 tilled аа 
ame +, | (per cent Specific emperature (ech | (per cent 5 Specific 

| ume) ume) ume) | ume) 
Up to 75 1.0 |] 175 t 12. 0 36. 6 0. 767 
75 to 100 — 0 /; 0,715 00 to 10. 7 47.3 .779 
100 to 12 s. 0 || 25 to 2 = 11.0 58.3 . 781 
125 to 1 5.9 1 К PA es 9.0 67.3 . 804 
150 to 175 24. ( 754 275 to 300... — 8. 9 76. 2 ‚814 

Vacuum distillation, without fractionating column 
millimeters 
300 11:6 кули щн 


250 to 2 
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Analysis of petroleum from Thirty-foot sand, Robinson farm, Indiana Township, 
Allegheny County 


Laboratory No. 0045, Specific gravity at 15° C., 0.798; 45.9° A. P. I. Percent of sulphur, 0,07. Distillation 


by Bureau of Mines Hempel method] 


Air distillation, with fractionating column 


Barometer, 747 millimeters, First drop 30° С. 


| Total dis- 


„| Total dis- 


Fractions tilled | Fractions 


зе Specifi ч tilled : : 
"Temperature (°C. | (per cent | nor ce Specific "ra ЕР ‚ гесу у | (per cent q Specific 
emperature (°C.) by vol- nel: gravity Temperature (^C.) | by vol- (per d gravity 

me » A J Ў 
ume) ume) | ume) ume) | 

0.771 
782 
792 
806 
813 


Analysis of petroleum from Third sand, Warner farm well No. 4, Ross Township, 


Allegheny County 


avity at 15° C., 0.797; 46.1% A. P. I. Color, clear amber. Per cent of 


[Laboratory No. 0056. Specifi ; 
ition by Bureau of Mines Hempel method] 


sulphur, 0. 


Air distillation, with fractionating column 


Barometer, 744 millimeters, First drop 30? O, 


Total dis- | Total dis- 


[Fractions| | Fractions tilled 
m t on y | (per cent | Specific || man ; en (per cent | (nar o Specific 
Temperature (°C ^ by vol- | gravity || Temperature (O.) | фу vol- E gravity 
ume) | ume) ume) 
Up to 75... | 1 175 to 200 i. 6.4 | 0.771 
75 to 100 y 9686 || 7.9 | 783 
100 to 125. 728 || 6.8 797 
125 to 150 744 || 6.4 | 806 
95.3 757 7. 6 820 


Vacuum distillation, without fractionating column 


Pressure 40 millimeters 


pi AA n eie Mo teer 


———— — а 
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Analysis of petroleum from Fourth sand, Franke farm, Jefferson Township, Butler 
County 


[Laboratory No. 0057. Specific gravity at 15° C., 0.804; 44,6 A. P. I. Per cent of sulphur, 0.107. Dis- 
tillation by Bureau of Mines Hempel method] 


Air distillation, with fractionating column 


Barometer, 742 millimeters. First drop 35° С. 


Fractions I ee Fractions|2 се TK 
( ve a 3 | М " S g fic 
Temperature (? C.) (per cent | (ner ce Temper: e (y | (per cent А Specific 
emperature ( J | by vol- per cent Temperature (? C.) by vol- 8 gravity 
ume) ume) ume) ume) 
ge T LIETE . 
{ prn 225. 
100 to 125 7.6 £ @ 
125 {о 150. ae 7.3 
150 to A 7.2 


Vacuum distillation, without fractionating column 


Pressure 40 millimeters 


TA E м E 225 to 250 qu эст 6.9 
150 to 175. 3 A s 250 to 275.........--|--- 10.5 |. 
iy pede n e o ee Жл nt 17.$ |. 


Analysis of petroleum from Fifth sand, George Thompson farm, Fawn Township 
1 y y > J J P, 
Allegheny County 


[Laboratory No, 0042. Specific gravity at 15° O., 0,808; 43.7? A. P. I. Color, clear amber. Per cent of sul- 
phur, 0.09. Distillation by Bureau of Mines Hempel method] 


Air distillation, with fractionating column 


Barometer, 747 millimeters. First drop 25° С 
“л T P | 

Fractions rate Fractions Todi 
ma ; „ го су у | (per cent venei Specific || ma uk „ (9 су | (per cent | (per ce Specific 
Temperature (° О.) | ‘hy vol- | (Percent | gravity Temperature (° С.) | фу vol- | Por cent! gravity 

| ume) ume) ume) ume) 
r 2.2 2.2 |1 0.768 
75 to 100. .| 2.4 4.6 |j 778 
100 to 125 | 2.9 7.5 | 780 
125 to 150 4.1 11.6 |J 501 
150 to 17 5.0 16.6 808 


Vacuum distillation, without fractionating column 


Pressure 40 millimeters 


OUTLOOK FOR OIL AND GAS 


In the New Kensington quadrangle the oil and gas sands have been 
rather thoroughly tested down to and including the Fifth, and it may 
be expected that future production from these upper sands, by the 
methods now in use, will continue the decline that for many years has 
been in progress. In the future as in the past, however, because of the 
“spotted” occurrence of oil and gas in lenticular sands of variable 
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porosity there may be occasional discoveries of small productive areas 
in the upper sands. 

A greater increase in the rate of production that may be obtained 
from these depleted upper sands is likely to result from improved 
methods of recovery. In general less than 30 per cent of the original 
oil content is believed to be recovered by present methods, and the 
recovery from some sands is estimated to be even as low as 10 per | 
cent, but as a result of the activities of technologists who are working | 
on the problem an increase in the present percentage of recovery 
may be expected. Greater recovery of oil can be accomplished 
by increasing the pressure on the sands, by increasing the fluidity 
of the oil, and by decreasing its surface tension and its adhesion 
to rock particles. At the time of the present survey of the New 
Kensington quadrangle no systematic efforts had been made along 
these lines. It may be expected, however, that there will be attempts 
in the not distant future to obtain some of the oil left in the sands by 
current methods of production. Before beginning improved methods 
of extraction, however, a study of subsurface conditions in the chosen 
areas should be made, including core drilling. This is especially 
necessary in a region like that under consideration, where production 
is “spotty” and where the sands are so variable. It is desirable that 
reasonably large areas be available for experimentation and that 
there be, if unit operation is not practicable, at least some form of 


cooperation between operators of contiguous tracts. 

The sands below the Fifth that are productive in other areas con- 
stitute a reserve of indefinite value in the New Kensington quad- 
rangle. None of these sands have been thoroughly tested in this | 
area, and some have not yet been reached by the drill. 

The Speechley sand, lying 800 to 900 feet below the Fifth sand and 
2,500 to 2,600 feet below the Upper Freeport coal, is a probable source 
of future production. It has been found to be gas-bearing in many 
wells in the quadrangle, but so far as the writer is aware oil has not 
yet been obtained from this sand in the area here considered. Doubt- 
less it will be thoroughly tested for gas along the axis and upper 
flanks of the Kellersburg and Amity anticlines. The search for oil 
however, is more hazardous. As water apparently is not present in 
the Speechley sand, oil is likely to be found in the lower parts of the 
folds adjacent to the axes of the synclines. Also, as in the upper 
sands, both oil and gas have probably accumulated regardless of 
structure, in irregularly distributed more porous parts of the sand, 
the discovery of which must be largely a matter of chance. After 
a new productive area has been discovered extensions of it are more 
likely to be found in the direction of the strike of the rocks than 
up or down the dip, because lithologic features are more likely to 
continue in the direction parallel to the regional structural trends, 
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which are believed to be generally parallel to old shore lines. But 
the distribution of the more porous streaks is irregular, and prospect- 
ing can best be done by taking advantage of the experience of each 
test well. 

The so-called Bradford sand, lying some 600 feet below the Speech- 
ley in the few places where it has been found in the general vicinity of 
the New Kensington quadrangle, is not as productive as the Speechley 
sand. Nevertheless this sand, which is a possible source of future 
production, doubtless will be further tested. Drilling may also 
encounter productive stray sands. 

The deeper-lying sands that yield oil or gas at one place or another 
in the Appalachian region are also possible sources of production in 
this quadrangle. Among the principal formations are (1) the Onon- 
daga, the main source of oil and gas in Kentucky and a source of 
production in Ontario and New York; (2) the Oriskany group and 
associated beds from which gas is obtained in New York and Penn- 
sylvania; (3) the Albion sandstone of New York and the Tuscarora 
quartzite of Pennsylvania, the so-called“ Clinton“ sand which is the 
source of large quantities of gas and oil in central Ohio and of gas in 
New York and which has been the objective of the thus far unsuccess- 
ful deep drilling in southwestern Pennsylvania; and (4) the Trenton 
limestone, possibly the Black River limestone (Ordovician), which 
yields large quantities of oil and gas in Ohio and Indiana and gas in 
New York. Because of variations in the thickness of the rocks a 
close caleulation of the depth at which the deep-lying sands may be 
encountered in the New Kensington quadrangle can not be made. 
It is estimated, however, that in this area the Oriskany lies about 
6,000 feet below the Upper Freeport coal; that the Tuscarora quartz- 
ite lies some 2,000 feet deeper, and that the Trenton limestone lies 
between 10,000 and 11,000 feet beneath the Upper Freeport coal. 


100 


63318—32——6 


APPENDIX 


KENSINGTON QUADRANGLE 


R. A. Geary well (Peoples Natural Gas Co.'s well No. 770), 
McDonald, Washington County, Pa. 


Conemaugh and Allegheny formations: 
Unrecorded _._. e 
C eps EME 


PF ———ͤ—U—Uͥ —T—é— da 
Unrecorded (water at 600 feet!) 
Pottsville formation: 


Mauch Chunk shale and Greenbrier limestone: 
eee a ETT 
Bee ha oo hl on IE en 

Pocono formation: 

Sand (gas at 1,052 feet Hee eRe 
Ma ol. УРО E tose ences РОР 
Sand: (gas at 1,070 feet) LUISE TT AL 
Bintrecordediis: 2202.68 . dA 
ТУТ, Sue ee el / A 
Catskill, Chemung, Portage, and Hamilton forma- 
tions: 
[Uo Lal gi ee A de Var сеа 
Sand (gas at 1,797 feet аме IMA 
AA о 0772 AS TE E sae 38 Ez 4. 
Sand tans at 3.912.160) „а 8 
.. oiu sane A san ES 
лаз ets AS ˙A CU up AT DUE ceo 


A ss PAT Ea ep. 


r le S ao o bo LENS. gee 
AAA A nasse 
IEA A A 5 
r INES Br Чы 
CA / / AAA aa a 78 
A ELITE Ir 
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RECORDS OF DEEP WELLS IN AREAS ADJACENT TO THE NEW 


[Top of well 130 feet below Pittsburgh coal. From I. C. 


5 miles northwest of 


White] 


Feet 
0-450 
450-470 
470-595 
595-600 
600-734 


950-953 
953-982 
982-1, 241 
1, 241-1, 378 
1, 378-1, 392 
1, 392-1, 610 
1, 610-1, 622 


1, 794-1, 817 
1, 817-1, 910 
1, 910-1, 925 
1, 925-1, 968 
1, 968-1, 971 
1, 971-2, 990 
2, 990-3, 210 
3, 210-3, 440 
3, 440-3, 450 
3, 450-4, 100 
4, 100-4, 170 
4, 170-4, 520 
4, 520-4, 550 
4, 550-5, 200 
5, 200-5, 320 
5, 320-5, 520 
5, 520-5, 660 
5, 660-5, 680 
5, 680-5, 788 
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Marcellus shale: Feet 
C = -. 5, 788-6, 008 
Onondaga limestone: 
c — AA — 6, 008-6, 023 
1), 1:9 A irony ar nore TM P EM 6, 023-6, 045 


Oriskany group: 
Gray sand (water and gas at 6,045 feet) . 6, 045-6, 200 


a sand. ou une .--- 6, 200-6, 260 
White sand (water at 6,260-6,265 feet! 6, 260-6, 270 
Brown sand. ET O --- 6, 270-6, 315 
Helderberg limestone: 

BC ee = Я Es - 6, 315-6, 395 
end back int - 6, 395-6, 405 
AAA AP Ё 6, 405—6, 515 
White sand, conglomerate (gas at 6,522 feet; 

water at 6,520-6,530 feet 6, 515-6, 530 
Black limestone........- Te REIT К, 6, 530-6, 610 
Gray limestone — AA - 6, 610-6, 700 

Cayuga group (including Salina): 

Rock salt „„ 6, 700-6, 708 
sand... .. 6, 708-6, 775 
Book Salt. — 6, 775-6, 785 
Limestone ---- ---- -- EEE RR ER - 6, 785-6, 830 
ПАГА т a E .. 6, 830-6, 840 
Lime aud and «„ fo 6, 840-6, 860 
Rock „4 „ 6, 860-6, 865 
Linmiostone....-.---- ch Беер è 6, 865-6, 870 
Rock salt a NUM OOOO 
Limestone.... TP — Абы 6, 875-6, 895 
BOC Bulb aee s 8838 ----- 6, 895-6, 900 
Limestone........- ome A IR) FE -- 6, 900-6, 925 
Limestone and sand. сура „-- 6, 925-7, 020 
Salt and lime shells --- _... 7, 020-7, 040 
mundi. lind, to. bottomzl---.-. asean 7, 040-7, 248 


Booth & Flinn well No. 3 (Peoples Natural Gas Co.'s well No. 1842), 4 miles north- 
west of Ligonier, Westmoreland County, Pa. 


[Top of well about 200 feet below top of Pocono formation, bottom of well presumbaly in the Cayuga 
group (Silurian)] 


Feet 
Band. ИСТЕРИИ IG IE AES eT З — 0-40 
AA EE A AN се en 40-60 
7777. en n O = RET IERI o a dl 60-250 
AN A COM WR d 250-330 
ӘР. LENSES ETE DER EET TT SALT ve 330-388 
22: cod ETE HER Em: qc е» Y 388-475 
Slate and shellss -> „ E 475-511 
ANETO S E pee Ni 577-600 
C с 600-637 
HOT T Sen ERR TENTE a as la * 637-645 
MEN aa to als re ЕТ 645-687 
PPC PR EM PCI rip m 687-707 


2 Record, as reported by the driller, supplied by Peoples Natural Gas Co. 


P 
re 
ele e A i. ae ОНЕЕЧЕР 


Slate and shells. ..........- 


NEW KENSINGTON QUADRANGLE, 


|n ma. le En АВИТ 


Neg DUNS a. ( 


CA uem edd 


Hard Hine sand 


PENNSYLVANIA 


Feet 
707-719 
719-830 
830-880 
880-900 
900-920 
920-980 
980-990 

990-1, 075 
1, 075-1, 080 


O нр СР AER OE A 1, 080-1, 104 
We ا ك‎ 106 185 
к тит, e o A SLM, 1, 135-1, 165 
ccc O ewe 1, 165-1, 260 
Bisterand Ahi oS zn 1, 260-1, 360 
EN AA A cases A E 1, 360-1, 432 
MARA EE dan ... 1, 432-1, 445 
r АГЕН РЕТКЕ су с ... 1, 445-1, 475 
TT... ͤ K 1, 475-1, 760 
Red rock...... . v vL TU 1, 760-1, 780 
ate and shell c 1. 780-1, 800 
re E E IA ERA 2 ----. 1, 800-1, 820 
a EA ET AA 1. 820-1, 825 
eee aan aN u 1 825-1, 855 
AAA SE E Г 1, 855-1, 885 
MEINER. AN AS E A 1, 885-1, 920 
Shoes 652 ¿es ic > кор 1, 920-1, 985 
Wee ER EM: __. 1, 985-2, 025 
NA IRA AI dades 2, 025-2, 100 
Slate and sand shells --- ST rd 2, 100-2, 120 
Sand (show of gas at 2,130 feet) - - - --------------- 2. 120-2, 135 
c A ES у f 250 
DENN. AAA 

CERA ASA AA 

Slate WEI 

Sand shells 

Slate 

Shells 

C 

/// c A e 
. AAA A de on Bo d i po i sd ac = дун 

Bine UA PERES AR REA 
and bd 

ee . . en ду 

e . TEE ri 

A ARA ве ФК Кы АЫ 
abel... ðͤ 6, 2 
Hand a a a E A , 910-2, 
Binte ane Shoes e ß er a dy DAD AA, 
F/ nn en Ne ck iro 2, 948-2, 965 


2, 965-2, 985 
2. 985-3, 030 
3, 030-3, 085 
3, 085-3, 100 
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Feet 
Snte and bels 1003, 18 
e y ET T EM E 3, 125-3, 155 
A a PA 3, 155-3, 175 
fund E dd Rm mmt d 3, 175-3, 185 
Slate and shells......--------------------------- 3, 185-3, 2: 
Ho Rp EE A 3, 225-3 
C Y EET UR, MUROS ens e 3, 255-3, 4 
URBIS A AAA Lt 3, 420-3, 
IAN Гу TEO A E E 3, 425-3, 48: 
Hand A As --- 3, 435 
DS — 2 rn 3, 450-3, 4 
Rand Ben ann M A a Ж NP Yet 
Slate and shells. - ----.-....-.- al sauter dier. n 3, 493-3, t 
Sand =. че ык scel K O E BORD 3, 570—8, 
. Gm Re нерлер Ae eee ae 3, 590—8, 635 
Slate and пев... E EN ge 3, 635-3, 725 
C A ͤ—V—— A 3, 725-3, 
Sandy lime......... S „) an А 3, 856-3, 86 
ah aller О SA ЕОР АУЕ 3, 860-4, 
AN RA A mre: 4, 065—4, 
Slate and shells... as ne D opa poro 4, 090-4, 43 
Lime 4, 430-4, 465 
Slate and shells (show of gas at 4,502 feet) 4, 465-4, 810 
ee abene A ͤ a 4, 810-4, 820 
Slate and shells. ....-...------------------------ 4, 820-4, 840 
Hard вапа- .----------------------------------- 4, 840—4, 852 
Sato and sells. «c 1, 852-5, 095 
%%% A A a > 5, 095-5, 112 
Slate and shells. -- ---- - -- - ---- --- -- -- --- - -- -- - 5, 112-5, 190 
Hard lime IN Е Ар PES E „----- 5, 190-5, 225 
Gray вапа.------------------------------------- 5, 225—5, 250 
PPP e p Ж ͥ 22 К ope 5, 250-5, 270 
abel 5, 270-5, 405 
r A ꝙ—— von 777 © 5, 405-5, 440 
ا ی کے‎ о-у: “йк Жы 5, 440—5, 445 
Lime and sand FA O IA 5, 445-5, 460 
ATAR Boe зар: ГИЦ e 5, 460-5, 575 
EA MUI 5, 575-5, 715 
о EAN AL Y AR TRA 5, 715-5, 735 
h ope E 5, 735-5, 820 
ےک اا‎ E RAN SURE, e 5, 820-5, 835 
N MA IL AO ER Ж- 5, 835-5, 950 
Pie: . K ULA eene el ie n 5, 950-6, 000 
Shells ANG UUU——1—Q§&U A 6, 000-6, 070 
CTT 6, 070-6, 135 
A O 6, 135-6, 155 
EG O <n alan to adi o p er ei 6, 155-6, 205 
CESSAT mt t TN A A O Tr 6, 205-6, 250 
Slate and Shells. „„ 6, 250-6, 315 
Hr ii гҮ а 6, 315-6, 330 
Slate and shells------2--2--2--- 2e rn REA 6, 330-6, 390 
RE ET Apc RE сиге 6, 390-6, 575 
TE ae АЕ ee O та 6, 575-6, 580 
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Feet 
Bad helen CELE UE 2. чыте E EEE E E ee |. 6, 580-6, 625 


27 

35 
Hard gray sand — TTE ⅛˙— =D 
Hard dark sand and flint rock 6, 885-7, 000 
E EA АИ 7, 000-7, 025 
Hard gray sand P ee ee 7, 025-7, 075 
Sal Se ie S ge ot, ы - 7, 075-7, 085 
Hard gray and brown sand. 00 
Sand 3 Sie A dora del EID = 7 7 
Black sand : — ERA S 
Black lime... —— ےھ‎ абада E 7 
Light-gray sand = . 
eee ß 7 
c 0c ccc - 7, 265-7, 280 
„ а en) ИЛ ATTE 7, 280-7, 285 
Gray sand lime E O UE e 772 ‚370 
ene . т, 370-7, 384 
White sand (?) (gas at 7,428 feet) 7, 384-7, 428 
Dark sand (7) (gas at 7,440 feet) 7, 428-7, 756 


Satisfactory delimitation of the formations in this well can not be 
made on the basis of the above record, because the names of the 
rocks as reported by the driller can not be relied upon. For instance, 
the presence of sand between 7,370 and 7,756 feet is doubtful, because 
sand at that zone is not indicated by the exposed rocks east of the 
Allegheny Front. A few tentative correlations, however, are sug- 
gested, as follows: The base of the Pocono formation may be at 637 
feet; the presence of “pink rock” and “red rock” between 637 and 
1,780 feet indicates the Catskill formation; black shale between 6,725 
and 6,745 feet presumably is Marcellus shale; “lime” between 6,778 
and 6,807 feet suggests the Onondaga limestone; “sand” beginning 
at 6,807 feet, if it is reported correctly, suggests the Oriskany group, 
and the gas found at 6,827 feet has been considered to occur in the 
Oriskany group, though doubt is cast on this correlation by Charles 
R. Fettke, who states in a personal communication to the writer 
based on an examination of incomplete euttings from this well: 
“From 6,785 to 6,835 feet the euttings consisted of a cherty lime- 
stone practically free from magnesia, which, I believe, represents 
the Onondaga.” Unfortunately, cuttings from this well from which 
a complete, corrected log could be compiled are not available. Below 
5,000 feet the hole is considerably inclined from the vertical, so that 
the stratigraphic intervals are less than those shown by the record. 
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THE PITTSBURGH-HUNTINGTON BASIN 
[For location of quadrangles see fig. 1] 
Columbus quadrangle, Ohio 
[U. S. Geol. Survey Geol. Atlas, Columbus folio (No. 197), 1915] 


Exposed rocks 
Carboniferous: 


O TTT 
Cuyahoga formation (fine-grained bluish sandstone 
alternating with bluish-gray shale) - - - ----------- 
Sunbury shale (fissile, black bituminous shale) 
Berea sandstone (massive gray to buff sandstone)... 
Uneonformity. 
Carboniferous or Devonian: 
Bedford shale (red and bluish-gray shale and thin 
е отет once Еа nee men 
Unconformity. 
Devonian: 
Ohio shale (bluish-black bituminous shale) - - - - - -- -- 
Olentangy shale (blue calcareous shale)........- ae 
Delaware limestone (bluish cherty limestone)....... 
Columbus limestone (upper part gray semicrystalline 
limestone; lower part brown magnesian limestone 


with basal conglomeratei - ---- --- --------- 
Unconformity. 
Silurian: 
Monroe formation (thin-bedded drab dolomite), 
GEP OBOE a O A 


Rocks encountered in drilling 
Silurian: 
Monroe formation (thin-bedded drab dolomite, gyp- 
gum noar the ase) a er 
Cedarville and Springfield(?) limestones (gray mag- 
Жен! iimestone)u Бесс 22002520 EES 
Osgood(?) shale (bluish to drab shale; limestone lenses)... 
“Clinton” formation (limestone and shale, some of 
WII $60) SE II 225 5555 د‎ a 
„Medina“ shale (red and gray shale).............- 
Boundary (?). 
Ordovician: 
tichmond and Maysville formations (calcareous shale 
andüimetónó) ts niert ude A cele wis 


Eden ahale (dark Shale) .... AOS 
Trenton(?) and older limestones (gray impure lime- 
BONG) = nage a e o ra e 


St. Peter sandstone (white and gray calcareous sand- 
stone with some greenish shale 2 
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GENERALIZED SECTIONS OF ROCKS IN MARGINAL AREAS [OF 


Feet 
50-500 
70-200 


17-35 
4-65 


60-90 


600-650 
23-46 
35-40 


105-110 


373 


475 


316 


NEW KENSINGTON QUADRANGLE, PENNSYLVANIA 


Cleveland, Berea, and Euclid quadrangles, Ohio 
[U. 8. Geol. Survey Bull. 818, 1931] 


Exposed rocks 
Carboniferous: 
Pennsylvanian: Sharon conglomerate (white to 
brown sandstone, basal conglomerate 2... 
Unconformity. 
Mississippian— 
Cuyahoga group: 
Meadville shale (blue shale and thin sand- 
FOO) с See ا‎ e A Te we 
Sharpsville sandstone (sandstone, shale 
DITA) cu nn am ае سی‎ 
Orangeville shale (blue-black fissile shale 
and thin sandstone). (Includes at base a 
thin representative of Sunbury shale) _ _ 
Berea sandstone (coarse white to brown sand- 
O Е ер A RE mE Serie 
Unconformity. 
Carboniferous or Devonian: 
Bedford shale (blue and red shale and sandstone)... 
Cleveland shale (dark shale )) 
Unconformity. 


Rocks encountered in drilling 
Devonian: 

Chagrin shale (bluish or greenish-gray shale and thin 

UAM a sa a eid ms > u саа у 
Shales of Portage age (black and gray shale 2... 
Shale of Hamilton age (gray calcareous shale) _ _ _ _ _ 
Delaware limestone (blue limestone „2..2... 
Limestone of Onondaga age (gray to brown lime- 

MUON Com ee nee ne lo te Oe ie ee 
Lucas dolomite (massive gray dolomite)________-.- 


Silurian: 
Bass Islands dolomite (thin-bedded gray dolomite) _ 
Salina formation (limestone, shale, rock salt, gypsum) 


Niagara limestone (gray, magnesian limestone) - ---- 
Albion(?) sandstone (limestone, shale, and sand- 
LODO E ne 
Silurian or Ordovician: 
Queenston(?) shale (red shale) - --- --- ----------- -- 
Ordovician: 


Maysville, Edna, Utica, and Trenton probably repre- 
sented (shale and limes tone) 


Feet 


0-150 


30-250 


25-50 


5-150 


50-90 
20-100 


615+ 

790 
80 
50 


100 
200+ 
40 
290 
500+ 
467 


250 


350-400 
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eene" Falls quadrangle, New York 
[U. 8. Geol. Survey Geol. Atlas, Niagara folio (No. 190), 1913] 


Exposed rocks 


Devonian: Feet 
Onondaga limestone (gray, thin-bedded nonmagne- 
Sinz limestone). x 100 
Unconformity. 
Silurian: 
Cayuga group— 
Cobleskill dolomite (magnesian limestone .... 5 
Salina formation (gray magnesian limestone, 
ahaléxutd gypium) LE eI ue 440 
Niagara group— 
Lockport dolomite (gray dolomite and lime- 
ane cos e iE e ad ا‎ Vau. SC 150 
Clinton formation (shale and limestone/ ------ 90 
Medina group— 
Albion sandstone (gray sandstone, red and gray 
shale and sandstone, and coarse white sand- 
S OEA AS Eee a Mey 35 
Silurian or Ordovician: 
Queenston shale (red argillaceous and sandy shale) - 1504- 
Rocks encountered in drilling 
Silurian or Ordovician: 
Queenston shale (red argillaceous and sandy shale).. 1,200 
Ordovician: 
Oswego sandstone.. аль М ДЫРЫ О 69 
Lorraine and Utica she ales (dark Salle) . “Sass fee 600 
Trenton and Black River limestones- -- - 720 
Warren quadrangle, Pennsylvania-New York 
[U. 8. Geol. Survey Geol. Atlas, Warren folio (No. 172), 1910] 
Exposed rocks 
Carboniferous: Feet 
Pottsville formation (sandstone and conglomerate 
divided by shale and coal) -------------- --- 35-200 
Unconformity. 
Cuyahoga formation (shale, sandstone, and con- 
PIANO us aa D LUE a be nae a ج‎ 5-200 
Berea sandstone (fossiliferous sandstone) _- - 2-5 
Carboniferous or Devonian: 
Knapp formation (conglomerate and shale)........- 80 
Conewango formation (shale, sandstone, and con- 
POMAR). TTT 510-560 
Rocks encountered in drilling 
Devonian: 
Chemung formation (shale and thin sandstone ex- 
posed in part) „„ 1, 120 
Portage formation (shale and sandstone) - 1, 330 
Hamilton shale (dark shale) -.-.--......-.-------- 1, 110 
Marcellus shale (black shale) - - ?) 10+ 


NEW KENSINGTON QUADRANGLE, PENNSYLVANIA 
Somerset and Windber quadrangles, Pennsylvania 
[U. 8. Geol. Survey Geol. Atlas, Somerset-Windber folio] (No. 224) (in press)] 


Carboniferous: 


Pennsylvanian— Feet 
Monongahela formation 0-80 
Conemaugh formation 850 
Allegheny TONDA MO. сл ичине cercas 300 
Pottsville formation tg 200 


Unconformity. 
Mississippian— 


Mauch bühne 150 
Loyalhanna limestone. - - ---------------- 40 
Pocóno formutionz2--2213451. 22 1, 000 
Devonian: 
Catskill formaton n su boca ol eoru ee 1, 800-2, 000 
Спее eee des MM 2, 0004- 


Hollidaysburg and Huntingdon quadrangles, Pennsylvania 


[U. S. Geol. Survey Geol. Atlas, Hollidaysburg-Huntingdon folio (No. 227) (in press)] 


Carboniferous: 


Pennsylvanian— Feet 
Allegheny formation =asu 2na nr 0-200 
Pottsville, formation 130-300 

Mississippian— 

Mauch Chunk formation 180-1, 000 

Loyalhanna limes tone 40 

Pocono formation as duc 990 
Upper Devonian: 

CAMEO MON. nn EEE vti 2, 000 

Lohr arb ever r 2, 400-3, 350 

Portage group— 

Brallier shale (gray sandy shale)________.. 1, 350-1, 800 
Harrell shale (black fissile shale) .........- 250 


Middle Devonian: 
Hamilton formation (greenish and dark shale and 


sandstone, some limestone) ......-.---....-- 750-1, 200 
Marcellus shale (black fissile shale )) 150 
Onondaga formation (dark shale and limestone) 

[so-called “ Corniferous J nen 50 

Lower Devonian: 
Oriskany group— 
Ridgeley sandstone (coarse sandstone) .--- 100 
Shriver limestone (thin-bedded siliceous 
ا‎ 1227177) eed du LR Ee LP ہوا کل‎ ae ne 200 


Helderberg limestone (thick-bedded gray lime- 
CCP nas «pitt ense e ТРЧИ on qr d e 


APPENDIX 
Silurian: 
Cayuga group— Feet 
Tonoloway limestone (thin-bedded dark 
ene, san A A earum is 450 
Wills Creek shale (dove-colored, fissile shale, 
a little limestone, red and green shale at 
Eee en 600 
MeKenzie formation (thin-bedded limestone, 
greenish and red shale) - 22 = 400 
Niagara group— 
Clinton formation (greenish shale, some sand- 
stone, thin limestone, and thin beds of iron 
O AAA 800 


Tuscarora quartzite (thick-bedded, white or gray 
sandstone, equivalent of Albion sandstone 


(„White Medina") of New Vork) 400-600 


Ordovician: 
Juniata formation (red or brown shale or sand- 


teedsville shale (sandstone, shale, and limestone) - 
Trenton limestone (thin-bedded black limestone. 


850 
800 
1, 000 
320 


MEASUREMENTS OF UPPER FREEPORT COAL AND ASSOCIATED 


BEDS 
New Field No. 1, New Field By-Products Coal Co. 


[No. 1, pl. 2] 


Shale. Ft. in. 
Coal (sample analyzed, laboratory No. 83118, p. 44) .....- 3 3 
Bony coal.....-.-----...---------------------------- 1 
Coal (sample analyzed, laboratory No. 88119, p. 4009 8 11 
0 ³ĩ¹Ü¹ͥ¹ͥ ͥ11 'uw᷑ ⁵ ³ ⁵ ——— үн 52 
ur WT A AN a ERE 4 
сод ЕТЕ e en ⅛ u! —8 1 
ao ARA A a сыт O oe 2% 
Clay 
Oakmont mine, Hillman Coal & Coke Co. 

[No. 2, pl. 2. Composite section, by Charles R. Fettke] 
Shale, gray. Ft. in. 
S ER Em a m esaet m ce eM Ce es аа 7 7 1 10 
элт ү A ARS A E "> REA S 2 10 
a > a ا‎ 11 
AT AAA ITEM EA LATE RA 2 8 
oo ee A ia M 1 
СОТ е 27 i o ss ida. acd dte Bats 3 
h AA a ae БЕКЕ 1 
ETE PE AAA oT Tp PRA 6 
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[No. 3, pl. 2. 


NEW KENSINGTON QUADRANGLE, PENNSYLVANIA 


Springdale mine, Allegheny-Pitisburgh Coal Co. 


Ft. 

SpntIdere0 99 DOT MNA RE cuc OA E — 3 3 1 

Coal (sample analyzed, laboratory No. 8 اوك‎ ALO 
۱ تی و‎ уы ЭШ а ee сау у Гыл N 10 
Coal (sample analyzed, laboratory No. 85877) 2 3 3 
ERS RE des, د‎ аа ica рус Te Fu е ы-ы „Ыы 2 
Coal „„ „„ acc 4 
SAA TER аЬ EN IU ДАА De: ма ron 3 
Coal © чә» че аэ а» өз ч» «э ч» а» эў з чә > ©} ө» Ob OO о о 22 22 тз ar а «4 7 


Harmar mine, Consumers Mining Co. 


[No. 4, pl. 2, Samples of upper and lower benches combined for an 
Shale. 
Coal (sample analyzed, laboratory No. 83123, p. 44) 3 3% 
Bonvitosl s A HE-SATA DIE ا‎ = oe Em 11% 
Coal (sample analyzed, laboratory No. 88128)---------- 3 М 
TE A UST ДА Ir PEL іы. M 
CAE EE S rer METTE DT TO, ADAN 3% 
[o AS ER rc 
A et A A RS carte a 
Clay 
Indianola mine, Inland Collieries Co. 
INo. 5, pl. 2. Face of No. 3, main north] 
Shale. Ft. 
Coal (sample analyzed, laboratory No. 83121, p. 44) 8. | 
поа RR EE MD EL HP AC 10% 
Coal (sample analyzed, laboratory No. 83122 p. 44) or 1 


AA a DO 16 
CoN Es IE SEAS у zu pS ROSS 


Clay 
Creighton mine, Pittsburgh Plate Glass Co. 
(No. 12, pl. 2] Ft. in 

3 4 
2 8 
8.2 
Ft. in 
1 
2 
1 

A e A A A ee | 

Coal (sample analyzed, laboratory No. 85841, p. 45) ------ 2 6 


Bony coal 


and lower benches taken by L. D. Woodworth and combined for analysis} 
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Bessemer N 


[No. 14, pl. 2. 


Shale, gray. 


НО Ele e a 1 
ccc E A ынет Em 
Bony coal №! „Зе ММА en u E 
EAN E EZRA d мые PES е " 3 
Supe rior No. 1 mine, 5S ipi rior Fuel ( 
[No. 16, pl. 2 
Shale, gray. 
Shale, carbonaceous + PERE AE 
Cannel shale------ ES x Eo 
Qoa AE II... ne ee Е ¿CD 
. e a e a 7 diio LARA 
Coa Е - Av Ө? CEU m CE eee E 
Bony coal... ———— „„„%„„6 „6 - = - - = 
Coal mann tum — Sai - 
Benjamin mine, Ford Collier ( 
[No. 17, pl. 2. Eleventh rib, 17th left, 
Roof, cannel coal. Ft 
Coal (sample analyzed, 14 H „тий 
Shale and bony coal 3 . 1 
Coal (sample analyzed, laboratory No. 83115, p. 44)... 2 
CA RAN Е. oat 
Berry Mine, Ford Collieries Co 
[No. 18, pl. 2] 
Sandstone. Ft 
0 E 2 
Coal 1 — . ̃7˙— а 2 
Bony PEA „„ 
K 3 


Sandstone. 


Pr r A OI A A 


Bony coal 


Eee КЕГЕ 


14 

91 

2A 
in. 
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Hundred-foot sand 
Sand; oil at 1,927 feet 


Shale and *''shells" 
Thirty-foot sand: 
Sand, dark, hard 


Sand, white, pebbly; oil pay, gas and water. 
Sand, hard, white 
Sand, oil, good pay 
Sand, hard, white 
Sand, white; oil pay 
Sand, white, very hard 


Driller’s note.—Hole filled up 500 feet with oil in 24 
second pay sand at 2,042 feet. 
into third pay at 2,054 feet. 


Hoeveler No. 3, 


completed September 5 


Hundred-foot sand 
Sand, pay; oi 


Thirt y-foot sand: 
Hang hat A AOS TTT 


Sand, good; oil 
000 as SEES 


NEW KENSINGTON QUADRANGLE, PENNSYLVANIA 


SECTIONS OF HUNDRED-FOOT AND THIRTY-FOOT SANDS, 
DORSEYVILLE FIELD 


Hodil heirs No. 3, completed August 12, 1913 


Feet 
1, 859-1, 
1, 913-1, 
1, 974-1, 
1, 989-2, 000 


2, 060-2, 067 


hours after drilling into 
1,700 feet of fluidin hole n 48 hours after drilling 


„898 


1, 918-1, 921 


‚921-1, 


1, 926-1, 928% 
1, 9285-1, 929% 


1, 929% 


Sand, good; oil 


Well showed free oil in pay sand a 
filled 500 feet with oil. 


1,921 feet and 


In pay sand at 1 


sand at 1,926-1,928 feet; 
feet well filled up 1,400 feet 


Hodil heirs No. 4, completed September 13, 1913 


Hundred-foot sand 
Broken sand 


Sand, hard, white 
Shale and “shells” 


Thirty-foot sand: 
Sand with pebbles; gas at 1,940 feet 
Sand, hard, white 
Sand, oil pay 
REO ОЛЕР, WEISSE ccu a a A MN us 
Sand, oil pay 
Sand, hard, white 


867-1, 
, 890-1, 
, 895-1, 


905 


‚936-1, 
940-1, 
955-1, 
959-1, 981 
981-1, 989 
989-1, 994 
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Hodil heirs No. 6, completed May 8, 1915 


Feet 
Hundred ot san 0.2020 1, 805-1, 907 
Шода ы ee RER 22. 1, 885—1, 855 
Sata med acc АЕ da ARA 1, 907-1, 930 
Thirty-foot sand: 
Top of sand ------------------------------- 1, 930 
Sand, pebbles, oil pay----------------------- 1, 931-1, 935 
Sand, white 1, 935-1, 940 
Sand, daxvko----2.5------~--~~-------3<-<=5= 1, 940-1, 943 
Sand, hard, wbite_-------------------------- 1, 943-1, 967 
Oil; aood DAY on AAA tte RANA S 1, 967-1, 976 
Band. Barden en ˙AA—AAAAA A 1, 976-1, 982 
/ D A 1, 982-1, 985 


Hass No. 3, completed January 20, 1916 


Fi 
Hundred-foot sand; showing of oil at 1,810 feet. 1,7 45- L 850 
850-1, 


тот КУ AAA EA N IE 1, 85( 900 
Thirty-foot sand: 
OI BES Dr me AAA a e کج‎ 1, 900-1, 905 
/ AA ЕВ 1, 905-1, 910 
Sand, dark, ОтоКеп 2ана 1, 910-1, 920 
Sand, hard, white 1, 920-1, 929 
ОЙ second pa 1, 929-1, 932 
Sand, hard, white 1, 932-1, 939 
Sand, red, broken 4 1, 939-1, 943 
% ͥ wo um uu eo ema Ro 1, 943-1, 944 
Hass No. 5, completed May 6, 1916 
r eot 
I ee ee e 1, 765-1, 861 
%% tm mam t dim еа 1, 861-1, 906 
Thirty-foot sand: 
AAA AAA 1, 906%-1, 910 
Band, little ОП, ret DBY--------- = 1, 910-1, 912 
Sand, hard, white.........-..-------------- 1, 912-1, 939 
Sand, oil, second pay. a ee 1, 939-1, 947 
Sand Y A ATI 1, 947-1, 949 


A AAA A ез» 1950 


) 


W.J. Robinson No. 1, complete d Sept mber ?, 191£ 


Feet 
RAN E orit se atn ot m nto tttm ae 1, 812-1, 914 
r * 1, 830-1, 840 
Sand, white; showing of oil at 1,842 feet 1, 840-1, 863 
PF aaa at Ed 1, 863-1, 80 
e 1, 890-1, 914 
CFC 1, 914-1, 953 
Thirty-foot sand: 
Sand, oil and water, first pa ask 1, 953-1, 957 
Band, Hard walten cui een 1, 957-1, 962 
AA SAA RAS 1, 962-1, 964 
Rand, very Bard, white a canon 1, 964-1, 977 
Band. good; s e A 1, 977-1, 993 


Driller's note—May 4, 1916, well shot with 16 quarts from 1,981 to 1,993 feet 
and responded by flowing 150 barrels the first 24 hours. 
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Driller’s note.— 


3 hours. 


Driller's 
1,989 feet. 


NEW KENSINGTON QUADRANGLE, PENNSYLVANIA 


W. J. Robinson No. 2, 


completed October 18, 1915 


Hundred-foot sand 920 
Sand, hard, gray--------- 836 
Sand, hard, white. 860 
Band, broken acc 222 , 920 

CNEA A TA >, ER , 956 


, 957 
, 961 


, 961-1, 972 


DADOS GUIDRY Las due = — 94 2 1, 972-1, 974 
rand: had Be. ааа ла a ee 974-1, 977 
Sand; oil, good pay. : 5252222 1, 977-1, 986 


, 986-1, 997 


997—1, 998 


Drilled into 


second pay at 1,977 feet an« 


W. J. Robinson No. 3, c m] leted Octobe; I, 1915 
Feet 
Hundred-foot sand Be I, Sale GED 
MANDA REL illa er ne me aM ----- 1, 827-1, 840 
SNS Mo E SAN IAE A 1, 840-1, 866 
W ETE - 1, 866-1, 890 
nnd ы EPA ee ре E A SR 1, 890-1, 895 
8 --- 1, 895-1, 915 
. a сос EAM. ls 1, 915-1, 953 
ARIES M gue 2: - 1, 953-1, 954 
HUNG OT 4 8 - 1, 954-1, 958 


Thirty-foot sand: 


Sand; gas at 1,958 feet; oil at 1,960-1,963 feet. 1, 958-1, 967 


GDIADE УЕР А al e ыз. 1, 967-1, 969 
res.. e SS PE yp 1, 969-1, 977 
Sand; oil pay-------- a ee 1, 977-1, 980 
CCCP 1, 980-1, 983 
e CDS a RIE SEAR * 1, 983-1, 993 
ee ee 1, 993-1, 995 
P La scar Obes rds Ho Ye, eine 1, 995-1, 996 


1 when drilled to 1,982 
feet well flowed 35 barrels in 50 minutes and continued at 18 barrels per hour for 
When drilled to 1,985% feet well flowed steadily at 60 barrels per hour 
for 8 hours and produced 1,017 barrels in 24 hours. 
with 12 quarts from 1,976 to 1,986 feet and responded by flowing 200 barrels 
the following 24 hours. 


April 17, 1916, well shot 


note.— Well flowed 200 barrels first 24 hours after drilling to depth of 
Well shot with 16 quarts from 1,979 to 1,989 feet and responded 
by flowing 75 barrels the following 24 hours. 
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W. J. Robinson No. 4, completed November 29, 1915 


Feet 

Hundred-foot sand ex orale ae 255-5 1, 795-1, 905 
AS y o see coe ae LL. IM 1, 905-1, 940 
Sand and "hel ceu re uses 1, 940-1, 941 
с ЗА Азал а en haie 1, 941-1, 945 
Thirty-foot sand: 

A eem A EEE 1, 945-1, 949 

San while. ecos e ai 1, 949-1, 971 

Band, (01,2000 DAY =< o E E eee ae 1, 971-1, 988 


Driller’s note.—Stopped drilling in good pay sand at 1,988 feet, being 17 feet 
in second pay. On November 25, 1915, at 1,977 feet, well made a 40-barrel flow. 
At depth of 1,981 feet, or 36 feet in sand, well flowed at the rate of 10 barrels per 
hour. At depth of 1,983 feet, or 38 feet in sand, well flowed at the rate of 35 
barrels per hour. Well’s largest production for 24 hours was 557 barrels. 


W. J. Robinson No. 5, completed January, 1916 


Feet 

Hundred-foot sand; oil and water at 1,805 feet. 1, 750-1, 860 
f te utet nce t t e me 2 1, 860-1, 905 
'Thirty-foot sand: 

Sand; oil at 1,905-1,910 feet 1, 905-1, 914 

Бао. ВЕ. ре 2 „ar A mW e Wen EEE 1, 914-1, 916 

Band, HEN, MICO. ona del a 1, 916-1, 928 

BORD Or oils LL uiu AER E 1, 931 


W. J. Robinson No. 6, completed February 17, 1916 


Feet 

пата ОСЕ HANG tle, کے ر‎ a aoe mi var or t 1, 683-1, 805 
A A AA CER RL EN 1, 805-1, 862 
cc 1, 862-1, 863 
SD EESTI Ri 0242 m EEE a a e 1, 863-1, 868 
Thirty-foot sand: 

EH OIL DIEBE E a ee a 1, 868-1, 873 

Кала ШШ big oe he RER ee ари 1, 873-1, 887 

БалароП„ввбопаё p 1, 887-1, 890 

rn 1, 890-1, 896 

Sand; oil, third pay u ͤ IT E 1, 896-1, 905 


Driller's note. May 10, 1916, well shot with 16 quarts nitroglycerin from 
1,895 to 1,905 feet and responded by flowing 150 barrels of oil the ensuing 24 hours. 
63318—32——7 
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NEW KENSINGTON QUADRANGLE, 


PENNSYLVANIA 


RECORDS OF WELLS IN THE NEW KENSINGTON QUADRANGLE 


Partial records of wells drilled for oil and gas 


Farm 


Nicholas 


W. W. Rathbun 


W. R. Thompson 


J. A. Hays 


Mary Kyle 


Richard Marshall 


Catherine 
McCall. 


R. T. Brewer 


No.| 


1 


Adams Township, Butler County 


Owner of well 


Oil and gas sands 


Name of sand 


Hundred-foot . 


''hirty-foot... 


ие Л 


Murrysville....| 
Hundred-foot . 
Thirty-foot... 


Murrysville... | 
Hundred-foot _ 
'T'hirty-foot... 


Depth 
(feet) 


1, 542 


1,81 


Middlesex Township, Butler County 


Nicholas heirs....| 1,179 
American Natur- | 1,186 
al Gas Co. 
Robert Marshall. 1,087 
..do 1, 096 
| 
М. A. Campbell 1, 131 
| 
United Natural 1,072 
Gas Co 
Jacob Morris.. 1, 245 
8. Harbison......| 1,224 
| 
| 
| 
Jacob Morris.....| 1,169 


| М 
|н 


Murrysville... 
Hundred-foot 
Thirty-foot. 

Snee 

Boulder. 

T 

Mı 


H 
T 
Ні 
Third - 


urrysville. 
undred-foot . 
lirty-foot 
Snee | 
Boulder 
Third... 


Hundred-foot 


| Third 


40 
522-1, 534 
0-1, 710 
0-1, 927 


‚66 


‚91 


„90 


Clinton Township, Butler County 


Mulland & 1, 255 
Snider. 
| | 
T. W. Phillips 1, 036 


Gas & Oil Co, 


Murrysville 


Hundred-foot . 
Thirty-foot. 


Stray sand 
Third... 
Fourtl 8 
Murrysville... 


Hundred-foot . 
Thirty-fo0t.... 
Boulder. 


1, 30 


1, 53 


70 


21 


2,58 
2 


2,72 


" 500-2, 507 


31- (?) 


2-1, 645 


57-1, 696 


9-1, 833 


3-1, 505 


-1, 888 


8-1, 027 


3-1, 528 


51 


7-1 


3-1, 747 


- (?) 
-1, 280 


0 


342-1, 450 


-1, 534 


5-2, 590 
0-2, 728 


| 
| Remarks 
| 
| 


First pay, 1,453-1 
feet; "break," 1,4 


| 
| 1,478 feet; second pay, 
| 
| 
| 


1,478-1,485 feet. Ini- 
tial production, 1917, 
48 barrels, 


Gas 8 feet below top of 
| Thirty-foot, 


| Water at 1,350 feet, 


? | Gas at 1,587 feet; oil at 


1,592 
“poor.” 


feet; sand 


Gas at 1,553 feet; oil at 
1, 558 feet. 


Pay at 1,417-1,427 feet. 


Much 
feet, 


water at 1,305 


Gas at 1,524 feet 


Oil at 1,912 feet; 17 feet 
of good sand 


First oil at 1,909 feet; 
| second oil at 1,020 feet, 


Gas and water at 1,405 
feet; much water at 
1,417 feet. 


Gas and oil at 1,700% 
feet; water at 1,710!4 
feet. 


Oil at 1,881-1,888 feet. 
Water at 1,222 feet. 


Gas at 2,588 feet. 
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Partial records of wells drilled for oil and gas—Continued 


Clinton Township, Butler County—Continued 


Remarks 


Shelly and hard; gas at 
1,827 feet. 
Gas at 2,661 feet. 


| Water at 1,400 feet. 


Gas at 1,527 feet. 


Hard and barren 


Gas at 1,807 feet. 

Gas at 2,731 and 2,761 
feet. 

“Broken.” 


White and hard, 


Gas at 1,950 feet; sand 
“very nice.” 


Gas at 1,410 and 1,423 


feet. 


Gas at 1,668 and 1,079 


at 1,690 feet. 
er at 1,408 feet. 


Gas at 1,863 feet. 


| Alti- Oil and gas sands 
| tude of 2 : ^ — 
| casing 
Farm No.] Owner of well | head 
Labor, Name of sand сере 3 
| (feet) 
Charles Ander- |....| American Murrysville... 1, 300-1, 385 
son. | Nate;al Gas Hundred-foot . | 1, 400-1, 495 
| Co. | Boulder....... 1, 610-1, 630 
| Third, Fourth, | 1, 710-1, 844 
| | and Fifth. 
Speechley..... 2, 650-2, 600 
Buffalo Township, Butler County 
8 -.|llAmerican 1,113 | Murrysville...| 1,2 
Natural Gas Hundred-foot.| 1 
Co. 1, 660-1, 
1, 706-1, 
| 1, 765-1, 805 
Fannie Elliott....|.-..|.-.-.d0............ 1,197 | Murrysville.. 
| Hundred-foot . 
Thirty-foo 
Snee 
Boulder. x 
Third. 
Fourth * 
| Hin 
Fawn Township, Allegheny Count; 
| 
A. H. Smith 3 T. W. Phillips | 1,000 | Murrysville...| 1, 225-1, 330 
| Gas & Oil Co. | Hundred-foot.| 1, 360-1, 475 
Thirty-ſoot 
Boulder 
quid s. n 
| Fourth..... 
| | yn NEBE th 
JOP O6... 5... p em do............| 1,083 | Murrysville... 
Hundred-foot . 
Thirty-foot.... 
Third i 
Fourth 
Stray-- 
Fifth.. | 
East Deer Township, Allegheny County 
| | Ja <, J 
R. & G. Fair- | 2| American Natu- | 1,225 | Murrysville...| 1, 664-1, 
child. ral Gas Co. | Hundred-foot .| 1, 790-1, 
| Thirty-foot 1, 944-1, 980 
| Snee...... -_.| 1, 994-2, 010 
Boulder.......| 2, 020-2, 060 
1 
Third. 2 
| Fourth 7 
1 


Water at 1,670 feet. 


““Good-looking” sand. 


First pay, 2,202 feet, soft 
and pebbly. Second 
pay, 2,208 feet. Very 
hard sand between 
second and third pays. 
Third pay, 2,201 feet. 
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Partial records of wells drilled for oil and gas—Continued 


East Deer udi ane e 


| Alti- Oiland gas sands 
| шде of | 
| casing | | 
Farm No.| Owner of well head | A Remarks 
above Name of « Dept 
sea level Namê of sand (feet) | 
(feet) | | 
| | 
| 
Pete Poecher 2| American Natu- 868 | Hundred-foot .| 1, 285-1, 380 | Oil and gas at{1,367 feet. 
ral Gas Co, Thirty-ſoot. 1, 400-1, 470 | Water at 1,450 feet, 
| Boulder. 1, 518-1, 534 Gas nt 1,510 feet. 
| Third Ы ‚ 567-1, 580 | Gas at 1,571 feet. 
| Fourth. 1, 637-1, 645 
| Fifth... 1,074-1, 601 | Gas at 1,676 feet. 
C. K. Balley..... TESS oh genie A 802 | Murrysv E 1, 165-1, 250 
Hundred-foot -| 1, 305-1, 408 | Water at 1,350 feet. 
| Thirty-foot____| 1 410-1, 465 | 
Boulder...... | 1, 472-1, 487 | 
Third.. --| 1, 540-1, 599 | 
Fourth. 1, 625-1, 665 | Gas at 1,646 feet. 
Fifth... | 1, 714-1, 746 | 
Speechley | 2, 491-2, 571 | 
Sand.. --| 2, 620-2, 632 | 
| XA E Hrs 2, 875- 2, 890 


West Deer Township, n Сау 


T. Ferguson...... 1| Volant Oil &| 1,067 | Murrysville... 
Gas Co. Hundred-foot . 
''hirty-foot.... £ 
97 — — — 1, 665-1, 085 


| 1, 723-1, 760 

| Third 1, 757-1, 772 | Initial production, 35 
| barrels. Pumped 8 
| 


| уеагз. 
DOTS |----- ^ ЖОМ e | 1,091 | Murrysville...| 1, 316-1, 371 
| Hundred-foot .| 1, 452-1, 542 | 
| 'Thirty-foot....| 1, 598-1, 644 
| Snee 1, 660-1, 675 
| | Boulder | 1675-1, 715 
| | | TENA S See | 1,781- (?) Oil at 1,796-1,806 feet. 
| | | Initial production 40 
| barrels. Pumped,7 
| years. Watered out. 
П. о" ЕЕЕ 2 T. W. Phillips 1,037 | Murrysville...| 1, 312-1, 380 
Gas & Oil Co. Hundred-foot .| 1, 430-1, 544 | 
| | | "Thirty-foot....| 1, 578-1, 608 | 
Boulder....... 1, 650-1, 680 | 
MTM. S.. 1, 682-1, 714 | 
| Fourth........| 1,752-1,778 | First pay, 1,753}4- 


| 
| | 1,7564 feet; second 
| | pay, 1,760-1,770 feet. 
| Initial production, 
| 150-200 barrels. 
EE | 1,111 | Murrysville...) 1, 315-1, 400 Water at 1,350 feet. 
| Hundred-foot.! 1, 465-1, 580 | Very hard, 
Thirty-foot....| 1,612-1,645 | Hard and “close.” 


Thomas Marshall) 4 


| | Впее..... | 1,670-1,678 | _ 
| | | Boulder... 1,682-1,755 | Very hard. 
| | Fourth........ 1, 777-1,809 | Oil at 1,802-1,809 feet. 
| | | | Initial production 20 
| | | barrels. 
Dave Scott $4: do | 1,107 | Murrysville...| 1,345-1, 412 
| | Hundred-foot.| 1, 480-1, 580 
| | | Thirty-foot....| 1, 030- (2) 
| | Bnee.... 1, 692- (?) 
| Third... | 1, 780-1, 760 
¡O nn | 1,789- (?) | Oil at 1,790 feet; oil at 


ko) | 1,797 feet. Initial 
| | production, 1,000 bar} 
rels, Started drilling 
at 1,910 feet; aban- 
doned at 1, 918 feet. 


Edison Canning | 2 | American Natu- | 1,072 | Murrysville...| 1,265-1, 345 


estate. ral Gas Co. Hundred- foot 1, 403-1, 513 
Thirty-foot. | 1, 537-1, 576 
| 1, 602-1, 619 


1, 622-1, 653 | No good.” 
1, 708-1, 723 Do. 
саала a Sti Absent. 
Gas at 2,578-2,583 feet. 
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Partial records of wells drilled for oil and gas—Continued 


West Deer Township, Allegheny County—Continued 


Alti- ОП and gas sands 
tude of |. 21 چ‎ = 
casing | 
Farm No. Owner of well head | Dent Remarks 
| above : х, n epth 
sen level Name of sand (feet) 
| (feet) 
| نخدا‎ — | а а = — — 
Armstrong 1 American Natu- | 1,107 | Murrysville...| 1, 283-1, 350 Water at 1,283 feet. 
| ral Gas Co. | | Hundred-foot.| 1,416-1,526 | Gas at 1,460 feet; water 
| | | flowed over derrick. 
Thirty-foot....| 1, 571-1, 614 
Snee --- 1. 644-1, 658 Poor sand. 
Boulder... 1, 660-1, 719 | Hard and “close.” 
Third == 1, 744-1, 765 Hard. 
| Fourth. 1, 795-1, 809 | Poor. 
| Fifth... 1, 970-2, 048 | 
Speechley..... 2, 617-2, 650 | Gas at 2,617-2,619 feet; 
| gas at 2,641-2,649 feet. 
| Sand broken. 
. e TAE 1,191 | Murrysville...| 1,612-1,672 | Water at 1,622 feet. 
| Hundred-foot.| 1,740-1,875 | Hard. 
| Very hard. 
Do. 
| Shelly. 
| Fourth... | Very hard. 
| Red shale | Gas at 2,143 feet in red 
| | shale. 
| гс ды 2,156-2,165 | Water at 2,157 feet; gas 
| at 2,161-2,164 feet. 
Hamilton heirs..| 1 |..... do. ...| 1,097 | Murrysville...| 1,350-1, 450 
| Hundred-foot.| 1,480-1,602 | Gas at 1,535 feet; water 
| | at 1,545 feet. 
| Thirty-foot.... 
Boulder... 
| Third... | Gas at 1,768 feet. 
| Fourth. - | 
Carson Grubbs .. . 1,101 | Murrysville | 
| Hundred-foot 
| Thirty-foot.. 
Boulder 1. 922-1, 9764 
Third. 1, 980-2, 007 | Good sand. 
Fourth EN 
FC 2 2,044 feet; gas at 
— | | 
Richland Township, Allegheny County 
К. E. Morrow. 3 | D. В, Campbell. 1,255 | Murrysville...! 3 
Hundred-foot . | Oil and gas at 1,004 and 
1,074 feet. 
Thirty-foot.... 
с, — 
Boulder...... Gas at 1,885 feet. 
Third.. E Dry. 
H. О. Allison....| 2| American Natu- 1,040 | Murrysville.. | Water at 1,322 feet. 
ral Gas Co, Hundred-foot | Break, 1,474-1,496 feet. 
Thirty-ſoot | Gas at 1,604-1,624 feet; 
good sand. 
K 1. 666-1, 706 
Boulder 1, 710-1, 750 | 
Third and | 1,765-1,843 | Gas at 1,775 feet; show of 
Fourth. oil at 1,807 feet; gas at 
1,822-1,829 feet. 
Pine Township, Allegheny County 
AN HN... 3 | Hartle Oil & Gas | 1,176 | Murrysville...| 1,502-1, 585 | Water at 1,508 feet. 


Hundred-foot . 
Thirty-foot___. 


Co. | 


1, 635-1, 735 
1, 740-1, 770 
1,800-1, 830 
1, 843-1, 880 
1, 940-1, 955 
1, 986-2, 015 


Oil at 1,775-1,765 feet. 
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PENNSYLVANIA 


Partial records of wells drilled for oil and gas—Continued 


Pine ictus — County— 


Alti- 
tude of 
casing 
head 
above 


Owner of well 


Farm No. 
— d ема 
English 1 1 
| 
| 
Robert 


Guyton 2 
heirs, | 


Enoch Guyton.. 


Wallace heirs 


| Bream & Co... 


| 1,120 


| Hundred-foot . 


Continued 


Oil and gas sands 


Depth 


Tas T Ru 
Name of sand (feet) 


Murrysville... 
Hundred-foot . 
Thirty-foot.. 
Boulder... 
Third 
Fourth 


1, 660-1, 760 
1, 776-1, 808 


2, 882-2, 902 


McCandless Township, Allegheny County 


Murrysville... 


1, 500-1, 625 
1, 660-1, 768 
1, 800-1, 830 
1, 880-1, 905 


'Thirty-foot_...| 
Boulder. 


Third... 
Fourth. 
Murrysville... 
Hundred-foot . 
'T'hirty-foot.... 


160-1, 
1.620 1, 705 
1, 775-1, 798 


Snee..... -1, 854 
Boulder 1, 875-1, 890 
2 1.91954 

1.95075 
Fourtu 1, 961-2, 012 


Murrysvil 
Hundred-foot - 
Thirty-foot 


1, 410- 1, 500 


777 PE а 4 

Straß 1, 780- 1,795 
Boulder....... 1, 797-1, 810 
Third 1, 843-1, 883 
Fourth........| 1,895-1, 935 


туна Township, Allegheny County 


4 


George 


| 

| 

Heber- | 
line. | 
| 


John F. Wyland.| 3 


| 


Hugh Anderson..| 1 


Bream Co.. T 070 | A 
American Nat- | 1,187 
ural Gas Co. 
| 
ЖЕ a | 1,044 


American  Nat- 
ural Gas Co. | 


| Speechl 


1, 405-1, 485 
1, 540-1, 625 
1, 675-1, 720 


Thirty-ſoot 


Snee. 1, 745-1, 770 
Boulder 1, 780-1, 800 
y rias A e 7 -1,878 
— oe et i -1, 926 
Fourth........ 1, 926-1, 934 
Murrysville...| 1, 377-1, 470 


Hundred-foot.| 1 -1, 630 
Thirty-foot....! 1, -1, 665 
Do Ae مق‎ 1, 680-1, 720 


Boulder 


1,831- (7) 

1, 340-1, 465 
1, 510-1, 600 
1, 648-1, 087 


Hur dred: foot. 
Thirty-foot.... 


Snee..-.-----.| 1, 720-1, 728 | 
Boulder. | 1, 738-1, 775 
Third. 1, 829-1, 854 
Fourth. 1, 889-1, 004 


Murrysville...| 1,340- (?) 


| 
Hundred-foot . | 1, 493-1, 613 
Thirty-foot.....| 
Snee 
Boulder 


Fourth... 


1, 530-1, 654 


1, 760-1, 795 | 


| Gasat 1, 


| Water 
| oil at 1,513 feet; 


Remarks 


Gas at 2,046 feet. 
Gas at 2,885 feet. 


Water at 1,520 feet. 


Gas and oil 1,880- 


1,883 feet. 


at 


Water at 1,478 feet. 


Oil at 1,941-1,947 feet. 


Gas at 1,966 feet. 


Gas at 1,806 feet. 
Oil and gas at 
1,870 feet. 


1,861- 


Oil pay, very loose sand. 
Gas at 1,400-1,407 feet. 


Show of gas at 1,790- 
1,795 feet. 
850-1, 860 feet. 


Gas at 1,660-1,662, 1,675- 
1,077, and 1,680-1,685 
feet. 


at 1,380-1,438 

feet. 

show 
of gas at 1,538 feet. 

Broken and shelly. 


0. 
Very hard. 
Very hard; gas at 1,805 


feet. 
Very hard, 
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Partial records of wells drilled for oil and gas—Continued 


Indiana Township, Allegheny County = 


Oil and gas sands 


casing | | 
Farm No.| Owner of well head | Remarks 
above же "CHI Depth | 
sea level Name of sand | (feet) | 
(feet) | 
Louis Hoburg 2| American Nat- 1,038 | Murrysville. 7 
ural Gas Co, Hundred-foot 1,388-1,390 feet; 


5 nt 1,450 feet. 


| Thirty-foot 


| | | Snee -| 1,57! ( | Broken. 
| | | Boulder 1, 600-1, 640 Do, 
| | | Third ---| 1, 670-1, 715 | Do. 
| | Fourth 3 5 | Good sand. 
George Weber | 1 |..-..do.... 1,087 | Murrysville | 
heirs, | | Hundred-foot . | r 
| Thirty-foot 0 
Snee. --| 1, 795-1, 815 
Boulder... | 1, 820-1, 860 
Third..........| 1,865-1, 885 
Fourth....... | 1, 890-1, 915 
| Fifth. .. . 1, 950-1, 970 
Houston Johnson. . Schelgel & Freed.| 1,042 | Murrysville.. | 1, 631-1, 692 
| 


| | Hundred-foot 


1, 771-1,888 | Oil, gas, and water at 
-1,777 feet; gas 


at 1,839 feet. 


Thirty-foot....| 1, 932-1, 975 
Snee 1, 980-1, 997 


Oil at 2,081-2,064 feet. 


u Gas. 
James Carson 1 | F.C. Irish. 1,215 | Murrysville.. 
Hundred-foot . 

Thirty-foot 
| Sn ix 

Boulder... 
Third | 
Fourth 

| Fifth 


Oil at 1,946-1, 948 feet. 


Oil at 2,342-2, 349 feet. 


Harmar Township, Allegheny County 


П 
McRoberts heirs.| 1 | Inland Colliers 919 | Hundred-foot.| 1, 616-1, 766 | Oil at 1,637-1,640 feet, 
Co, | 
Thirty-foot... 1, 706 PM | 
Snee 0 | Oil at 1,830-1, 838 feet. 
Boulder 
Third... 51 | Hard and ““close.” 
| Fourth 
| Mii Oil at 2,037-2, 043 feet. 
James Carson | 8 b 094 | Murrysville... 
Hundred-foot. Gas at 1,060 feet. 
| | ''hirty-foot...- 
| o MEET 
Boulder 
L 
Fourth... 
cpi ER E Pebbles; oil at 2,052- 
2,054 and 2,064-2, 065 
feet. Initial produc- 
tion 286 barrels, 
William 8, Car- 5 | Summit Oil Co. - 795 | Murrysville__.! 1, 360-1, Water at 1,375 feet. 
son. Hundred-foot.| 1, 503-1, Gns at 1,510 feet; oil at 
1,528 feet. 
Thirty-foot....| 1, 643-1, 695 
lo VE BR 1, 708-1, 7 
Boulder.......| 1, 765-1, 785 
Third. I, 805-1, 843 
Fourth 1, 851-1, 805 
|o einer J 
Speechley Gas at 2,735-2,738 feet. 
Sand.... 4 5-3, 980 Gus at 3,070-3,075 feet. 
| Bradford......) 3, 305-3, 312 | 


* For records of wells in Dorsey ville field, see p. 64. 
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Partial records of wells drilled for oil and gas—Continued 


Harmar Township, Allegheny County—Continued 


1, 780-1, 885 
1, 958-1, 996 


Hundred-foot . 
Thirty-foot.... 


| Alti- Oil and gas sands 
tudeof| — 
casing 
Farm No. Owner of well head | Remarks 
seatevel| Name ofsand | (ip. 
(feet) | 
| ee | 
J.J. Drunnel....|. 3 | Chemical Oil & 1, 164 | Murrysville...| 1, 740 -1,855 | 
| Gas Co. Hundred-foot..| 1, 872-1, 902 | Gas, oil, and water, 
| 1,895-1,898 feet 
Thirty-foot.... 
Snee- - 
Boulder. 
Third... 
Fourth. | 
Fifth. | Gas at 2,276-2,280 feet 
Plum Township, Allegheny County 
L. Stevernagel...| 1| T. W. Phillip | 933 | Murrysville...| 1,490- (?) 
| Gas & Oil Со. | Hundred-foot_| 1,634-1,719 | Water at 1,642 feet; oi 
| | and water at 1,004 feet 
| | Sn --! 1, 840-1, 850 
| | Be ---| 1, 870-1, 882 
| Thi 1 | 1, 950-2, 055 
| Fourth, 
| Fifth..........| 2,060 Gas at 2,064 feet, 
| Sand. 
| . каа 
| ..do.. 
speechley Gas at 2,866 feet. 
nd.. 
| kd. сї м 22 Е | Bottom of well, 3,345 
| | feet. 
J. E. Booth..... 2 | South Penn Oil Co Murrysville... 
| Hundred-foot. Show of oil. 
| "'Thirty-foot..... 
| Third 
| Fourth 
| Fifth. 
| Speechley.....- Gas, 
Sam MeMahon..| 1 do. 1,017 | Murrysville... 
| | Hundred-foot.. Show of oil. 
Thirty-foot. 
Boulder 
Third 
Fourth.. 
Fifth 
| Speechley. Gas, 
Bradford... Bottom of hole at 3,712 
feet. 
MeMath........ 2 do... 1,195 | Murrysville 
Hundred-foot.. productio 
Fifth... 
Gas 
O'Hara Township, Allegheny County 
McRoberts.....- | 1 | Chemical Oil Co.| 1,058 | Mur 1, 640-1, 740 
| Нип 1, 794-1, 900 | Oil and water at 1,79 
feet; show of oil at 
| 1,831 feet, 
Thirty-foot_ 
Bnee..... 
| Fifth. — yr 
Boyer. r EO 996 | Murrysville...| 1, 635-1, 735 


Oil 
oil at 1,068-1,974 


at 1,961-1,985 
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Partial records of wells drilled for oil and gas—Continued 


Shaler Township, Allegheny County 


| | Alti- Oil and gas sands 
| | tude of 
| casing 
Farm No.] Owner of well head т Remarks 
| above : )epth 
| sea level Name ol sand (fest) 
| (feet) | 
Charles Black -.-----»»----.--- 967 | Murrysvili 
| Hundred-foot . Show of oil at 1,519- 
| | 1,529 feet. 
Thirty-foot....| 1 
| | RS 1-1, 720 
| | Boulder : 1-1, 765 | Show of gas at 1,747 feet. 
| | Third 
| Fourtl a 
Heber. эй 1 | American Nat- 879 | Murrysville... 
ural Gas. Co. Hundred-foot . 
Thirty-foot_... 
Eee... 
| Boulder... | 
| | Third | Gas at 1,646 feet. 
| | Fourt 3 
Campbell 1 Butcher Oil Co 1,108 | Murry 
| | Hundre Ой at 1,715-1,727 feet 
| red shale break at 
| 1 1,782 feet, 
| | | Thirty-foot 
| | Snee..... | { 
| Boulder 1, 945-1, 981 
ر‎ E 1, 990-2, 017 
| Th КАБАРЕ 
| | Fourth. 
| с чит, — 
| .do. 
| SEPT. nenn 
| Speechley..... Gas at 3,004-3,007 feet; 
bottom of hole, 4,033 
| | feet. 
Ross Township, Allegheny County 
= — — — — ; — 
O o y A ze 1,011 | Murrysville...| 1 
| Hundred-foot | 
| | | O — Gas. 
A AR Gas at 1,806-1,874 feet; 
show of oil. 
---| 7 | Miller Co....... 1,120 | Murrysville Show of gas. 


| Hundred-foot 
Thirty-foot... 
Enes = 
Boulder. 
yr О a Ой at 2,005 feet. 

Miller —k(' ———— ` 1,110 | Murrys > x Show of gas at 1,495 feet. 

Show of gas and oil at 

1,658-1,662 feet. 


Gas at 1,903 feet. 


| 
| Snee.. 
| | Boulder 


Abstraet of report 
Acknowledgments for aid mands 
Adams Township, records of wells in 
Allegheny formation, character and 
bution o 
exposures of, map showing 
occurrence o EY 
sections o 11 
subdivisions of. . .. A 
Allegheny River, indications of former г oxbow 
curve in Ер r- 27 
tributary streams o 8 
Allegheny River Valley, € 
ation in... 


vide nces of glaci- 


Upper Freeport coal in 882 33 
Alluvium, deposits of - مذلا‎ 28 
Ames limestone, character and distribution 

aL “т жее 22 
fossils and stratigraphic position. of. 


Amity anticline, Bull Creek and Milltown 
gas fields on I =. 528 59 
general features of. ----------------- - 29 
Upper Freeport coal in n انتا‎ 29 
“ Anthraxylon.” See Bright coal.” 
Appalachian Highlands, location of. . 2 3 
position of New Kensington quadrangle 
o ERBE мА 3 
Appalachian region, northern, events du iring 
'ertiary period in à 25 
northern, extent of first ice invasion in 26 


oil and gas areas in -47-51, pl. 9 


structure o. 49, pl. 3 
Attritus.“ See “Dull coal." 
B 
Bailey Run, Upper Freeport coal near 33 
Bakerstown coal, character and distribution 
S - 


sections o.. > 

type locality o 
Bakerstown field, gas and oil in. 

general features of... 
Bakerstown station, faults near... 3 


Benjamin mine, measurements of Uppe 

Freeport coal in = 85 
Berea quadrangle, Ohio. See Cleveland, 

Berea, and Euclid quadrangles 79 
Berry mine, measurements of Upper Freeport 

GOAL .. Lon سات‎ : 85 
Bessemer mine, measurements of Upper F ree- 

port coal in leis 85 
Birmingham shale, character and. Stratl- 

graphic position of... d e 23 
Booth & Flinn well No. 3, record of- -------- 75-78 
Bradford field, discovery of oil in 48 


Bradford sand, prospects for future produc- 


„Bright coal, origin of.........--- 
Brine wells, oil from, discovery of... 
oil from, production of. age 5 


Brush Creek limestone, character and dis 
tribution o a‘: 
„ 19 
уре locality ob. a 17 
Buchter ın well No. 1, analysis of oil om 69 
Buffalo sandstone, an acter and distribution 
ONZA AS BF 19 
type locality of. етед = 19 
Buffalo Township, records of wells in Ф 91 
Bull Creek, Upper Freeport coal near 33 


Bull Cree general fea- 


56-57, 58-59 


-Tarentum gas field, 
tures and development of. 


Butler County gas sand. See Murrysville 
sand. 
Butler sandstone, character and occurrence of 15 
с 
Cambridge (“Pine Creek”) limestone, charac- 
ter and distribution of. 19-20 
fossils ol. - 2 20 
Cannel coal, origin of... * 36 
Carboniferous system, character, distribu- 
tion, and subdivisions of... 11-25 
Catskill formation, occurrence of... 9 
Cleveland, Berea, and Euclid quadrangles, 
Ohio, generalized sections of 
rocks in a dem 80 
“Clinton” sand, occurrence o 8-9 
Clinton Township, records of wells in. 90-91 
Coal, production of, by mines and companies, 
table showing ы “ ч 16 
Coal beds, development of... E .. 32-33 
dip of, structure contours showing pl. 2 


(in pocket) 
names of........-.. A 31 
stratigraphic position l pls. 4, 5 

See also Bakerstown coal; Pittsburgh coal; 

Upper Freeport coal. 

Coal Hollow, section of Upper Freeport eoal 
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tions of rocks inn 79 
Conemaugh formation, character, distribu- 
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Cox farm, analysis of oil from ae 09 
Creighton, use of natural gas in industry a at.. 58 
Creighton mine, measurements of Upper 

Freeport coal inn 84 
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‘Crinoidal” limestone. See Ames limestone. Glenshaw oil field, general character of 5 
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Hampton Township, records of wells in н 
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YA NT RE UA 37 
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Salt wells. See Brine wells. 
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Gas well 


Symbols show oil and gas wells 
as to Which information Was 

obtained; the locations of many 
abandoned wells are not shown 


LIST OF MINES 


1 Number One 
(New Field By-Products Coal Co.) 
2 Oakmont 
(Hillman Coal & Coke Co.) 
3 Springdale 
(Allegheny Pittsburgh Coal Co.) 
4 Harmar 
(Consumers Mining Co.) 
5 Indianola 
(Inland Collieries Co.) 
6 Harwick 
(Harwick Coal Co.) 
7 Old Glenshaw 
8 Cornell 
(Crucible Fuel Co.) 
9 McFetridge 
(McFetridge Bros. Coal Co.) 
10 Valley Camp Nos. 1 and 2 
(Valley Camp Coal Co.) 
11 Peterson 
(West Tarentum Fuel Co.) 
12 Creighton Coal Works 
(Pittsburgh Plate Glass Co.) 
13 Avenue (Extension) 
(Allegheny Coal & Coke Co.) 
14 Bessemer No. 2 
15 Bessemer No. ! 
(Republic Iron & Steel Co.) 
16 Superior No. 1 
(Superior Fuel Co.) 
17 Benjamin 
18 Berry 
19 Francis 
(Ford Collieries Co.) 
20 Sun No 1 
(Sun Coal Co.) 
21 Mar 
(North Butler Coal Co.) 
22 Wildwood 
(Butler Consolidated Coal Co.) 
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